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FOREWORD

The field work upon which this report is based was conducted
mainly during the summers of 1941 and 1942, and the manuscript
and illustrations were submitted to the printer on June 5, 1945, dur-
ing the administration of Dr. Arthur Bevan as State Geologist, for
publication. Because of unprecedented difficulties and delays, beyond

the control of the Virginia Geological Survey, this Bulletin was not
printed and delivered to us until the date stamped below.

The Commonwealth of Virginia and the Virginia Geological Sur-
vey suffered a great loss in the untimely death, on May 25, 1948, ol
Colonel Edward Steidtmann, the author of this Bulletin.

On September 1, 1947, the
Geologist of Virginia to succeed

on that date.

Virginia Geological Survey,
Box 1428, University Station,

Charlottesville, Virginia,
December 15, 1948.

undersigned was appointed State
Dr. Arthur Bevan who resigned

Wrnreu M. McGrn,
State Geologi,st.



LETTER OF TRANSMITTAL

ConrrvroNwBALTH oF VrncrNre
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IJNrvnnsrrv or VrncrNra

Cnenr-orrssvrr,r-q Ve., June 5, L945.

To the Virgini,a Conserztation Cownission:

GBNrrsMaN:
f have the honor to transmit for publication as Bulletin 64 of the

Virginia Geological Survey, the text and illustrations of a report on
the Commercial Granites and, Other Crystalkne Rocks of Vi,rgini'a, by
Colonel Edward Steidtmann, Professor of Geology at the Virginia
Military Institute.

The field work for this report was done by the author while season-

ally employed by the State Geological Survey. It was the purpose of
this investigation to make a study of the industrial uses of granites and
other crystalline rocks in the Piedmont and Blue Ridge provinces of
Virginia. Especial attention was given in the course of the field work
and in the preparation of the report to undeveloped areas of these rocks
which may have future commercial possibilities. To this end, a num-
ber of road traverses were made in different parts of the Piedmont and
Blue Ridge provinces.

As this report has been prepared in part for quarrymen and other
laymen interested in the stone industries, it contains a discussion of 

'some

of the elementary features of granites and of the economic factors to
be considered in undertaking new quarry operations.

Respectf ully subrnitted,

Annrun Bnvart,
State Geologi,st.

Approved for publication :

Virginia Conservation Commission,
Richmond, Virginia, June 12,1945.

R. A. Grrr-rrw, Erecutizte Secretary and, Trea^swrer.
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Commercial Granites and Other Crystalline
Rocks of Virginia

Bv Eowano SrsrorMeNN

ABSTRACT

The commercial granites and certain other crystalline rocks dis-
cussed in this report crop out in parts of the Piedmont and Blue Ridge
provinces. They are classified, on the basis of physical characteristics,
into six groups: (1) Massive, quartz-bearing intrusive rocks, including
granite, quartz monzonite, granodiorite, and quartz diorite ; (2) gneissic
and schistose granite, granodiorite, and qaartz diorite; (3) greenstone
of extrusive origin, now more or less foliated; (4) basic, dark-colored
intrusive rocks which are foliated; (5) massive intrusive diabase (Trias-
sic) ; and (6) unakite in more or less dikelike bodies. The location and
extent of many of these bodies of rocks are shown on the Geologic map
of Virginia, published in 1928.

The physical properties and inherent structures of granite which
influence the usability of the stone; approved tests for dimension stone

and crushed rock; and economic factors essential to the selection of
quarry sites and the successful operation of commercial quarries are
discussed in some detail.

The varied types of rock examined along traverses across the
granite areas of the State are described in the text, and the location of
the outcrops and local quarries shown on accompanying sketch maps.

Petrographic data on the rocks examined along each traverse and
chemical analyses of stone from a number of quarries are given in a
series of tables.

fnformation is given on commercially active quarries and several
former producers of dimension stone. A number of prospective quarry
sites are listed and the potential reserves of granite and other crystalline
rocks suited for the production of dimension stone, crushed rock, and

special uses are discussed.
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INTRODUCTION

PURPOSE AND SCOPE OF REPORT

The purpose of this report is to give information regarding the
granites of Virginia and some of the crystalline rocks areally related to
them. The data herein presented have been obtained from detailed
field studies by the writer and from earlier reports, together with labora-
tory tests made on samples of granite and other rocks collected {or such
pufposes,

FIELD WORK

The field study upon which this report is based covered all of the
producing and most of the inactive granite quarries of the State. A
general survey of all the granite resources of the State also was at-
tempted. Exposures of granite were studied along 10 different high-
ways which cross the granite areas of the Piedmont and Blue Ridge
provinces. of the State. About 1,200 samples of granite and other rocks
were collected on these road survevs for detailed studv.

LABORATORY STUDIES

The mineral content, grain, color and other physical and chemical
characteristics of the samples collected in the field were studied and
tabulated in the laboratory. These tabulations are the principal basis
of a brief summary dealing with the nature of several of the granite
bodies which are shown on the Geologic map of Virginia, published by
the Virginia Geological Survey in 1928. The petrographic studies and
physical tests were made in the laboratories of the Department of Civil
Engineering of the Virginia Military Institute.

ACKNOWLEDGMENTS

The studies of the writer were authorized by Dr. Arthur Bevan,
State Geologist of Virginia, and were made under the auspices of the
Virginia Geological Survey. The writer was assisted in the field by Mr.
Chamberlin Ferry of Washington and Lee University. Professor
Robert A. Marr of the Virginia Military Institute supervised the phys.
ical tests of samples collected by the author. The tests were made by
Cadet D. M. Erskine of the Department of Civil Engineering. The
descriptions of certain quarries in the Charlottesville area, as indicated,
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are by Arthur A. Pegau and William M. McGill. The manuscript and
illustrations for the report were edited by William M. McGill, Assistant
State Geologist.

The writer has drawn freely upon all available reports dealing with
his subject. No present-day study of stone could be carried far without
the work of Oliver Bowles, J. R. Thoenen, and others of the U. S.
Bureau of Mines. The pr.incipal earlier reports consulted in the prepara-
tion of this report are those o{ the late Thomas L. Watson, former State
Geologist of Virginia. A list of reports and papers consulted in this
study is given under "References."
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GENERAL FEA?URES OF GRANITE

DEFINITION

Granite is a compact, granular, plutonic, igneous rock composed

of alkali feldspars, quartz, minor amounts of soda-lime feldspars, and

other minerals. The soda-lime feldspars range from albite to oligoclase.
As a rule, granite also contains iron-bearing silicates, such as biotite
and hornblende. Granitic rocks in which soda-lime and potash feldspars
are about equally abundant are called quartz monzonites. Granodiorites
contain a considerable excess of soda-lime {eldspars. Granitic rocks

which contain plagioclase feldspar and negligible amounts, if any, of
potash feldspar are quartz diorites. Some of the granitic formations
of Virginia, notably in the central part of the Piedmont province and in
parts of the Blue Ridge, are quartz monzonites. Granodiorites and

quaftz diorites are common in parts of the Blue Ridge. The use of
these rocks for structures is not affected by their feldspar content. Com-

mon accessory minerals besides mica and hornblende include augite,

hypersthene, magnetite, apatite, garnet, zircon, and pyrite. Granites
contain about 65 to 75 per cent feldspar, and about 15. to 30 per cent
quartz. The proportions by weight and by volume are nearly the same.

CHARACTER

Every individual grain or particle of a crystalline rock, such as

granite, is a mineral. Minerals determine the decorative value of a rock.
The size, shape, and color of individual mineral particles, as well as

their arrangement, determine the pattern o! the rock and affect its
strength. A relatively fine-grained granite generally is stronger and

more durable than one of coarser grain.
Granite is an intrusive igneous rock that has crystallized from a

magma below the earth's surface. Magma is a solution of silicates and
other liquid as well as gaseous materials. The magma from which
rocks such as granite are derived, not only contains the granitic mate-
rials but also steam and other gases. The gases escape when granite
solidifies. In some cases the released gases deposit valuable minerals in
the openings of the earth's crust.
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MINERALS

GBNenaL Pnoppntrns

Each mineral has a sufficiently definite composition to be expressed

by a chemical formula. Physical properties of minerals usually vary
within very narrow limits. Minerals commonly vary greatly in color.
These variations in color may be due to finely dispersed foreign matter,
to differences in composition, to structural differences, and to other
undetermined causes. What gives the Amazon stone of Amelia, Vir-
ginia, its beautiful 'green color is yet to be determined. Professor
Karl Przibram of Vienna says that the blue color of some salt crystals

is due to irradiation by radioactive elements, followed either by heating
or compression.ss Such discoveries suggest that other color variations
of minerals may in some cases be due to a similar cause.

Hardness.--The hardness of a mineral is commonly measured by its
resistance to scratching by certain selected minerals used as a scale or
measure of hardness. For determining hardness, the Mohs' scale is
used. It consists. of the following minerals, from softest to hardest: 1,

talc; 2, g'ypsum; 3, calcite; 4, fluorite; 5, apatite; 6, feldspar ; 7, quartz;
B, topaz; 9, corundum; and 10, diamond. Each member scratches

minerals which are below it in the scale (softer). The scale can be used

only for determining relative hardness.

Crystat forws.-Nearly all minerals are crystalline and exhibit dis-
tinctive and definite internal structures. Crystalline substances are com-
posed of regularly arranged particles. When not hindered by other
objects, growing crystalline substances develop crystal faces. The faces

are related to regulady arranged atoms and form the outer bounds of
the atomic structure.

Cleavage.-Some minerals have the ability to part or split along
parallel surfaces. This property is called cleavage. When present it is
always parallel to certain crystal faces of the mineral. Every fragment
of a cleavable mineral, however minute, has the power to cleave.

Fractwre surfaces.-Fractures in a mineral which are not parallel
to crystal faces are called fracture surfaces and not cleavage. The shape

of such {racture surfaces is more or less distinctive for each kind of
mineral.

Speci,fic graai,ty.--The specific gravity of rocks and minerals gen-

erally varies within narrow limits. It is the weight of the rock or min-
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eral divided by the weight of the volume of water which it displaces.
Since quartz and feldspa.r have a specific gravity of about 2.6, it f.ol-
lows that this figure is close to the specific gravity of any granite. The
weight of granite, as thus indicated, averages close to 165 pounds per
cubic foot.

F'pr.nspen

Feldspar is the name given to a series of closely related silicate
minerals, having similar, but not identical, physical and chemical prop-
erties. Feldspars are sixth in the.Mohs' scale of hardness. Those found
in granite vary in specific gravity from about 2.57 to 2.65. They cleave
along two surfaces, either at right angles to each other or nearly so.

When seen in cross section, as on polished surfaces, the feldspars
of granite are commonly rectangular in outline. In a porphyritic
granite, large feldspar crystals are embedded in a matrix of smaller
grains. The larger crystals are rather evenly spaced. On smooth sur-
faces, the larger grains commonly form either rectangles or hexagons.
In the stongest granites, feldspar grains do not exceed 0.05 inch in
diameter. Coarse-grained granites are relatively weak.

The principal feldspars of granite include microcline, orthoclase,
and gradations between albite and oligoclase. Andesine is sometimes
present in quaftz monzonite. The feldspars are best distinguished by
the petrographic microscope.

Quartz

Quartz is the hardest, least soluble, and therefore the most durable
of the major minerals of granite. It is composed of silica, l4cks cleav-
age, and has a shell-like fracture. The quartz of granite is irregular
in shape and fills the interstices between feldspars. It is the last mineral
to crystallize from the magma. Quartz in granite generally varies in
color from light to dark; however, blue, violet and purple varieties occur
in certain granites of Virginia. These colors are ascribed to the presence

of minute amounts of finelv divided titanium oxide.

Brotrrr

Biotite is the dark-colored mica present in many granites, gen-
erally varying from brown to black. It is a complex silicate of iron,
potassium, magnesium and aluminum, with water. The atomic
ratio of these metals is variable. Biotite is one of the first minerals
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to crystallize, and therefore is commonly embedded in other min-
erals of granite, notably feldspar. In some granites biotite has a
very marked effect on the color. The blue color of some granites
is ascribed to the occlusion of small mica particles in white feldspar.
As a rule, granites do not have more than 5 per cent biotite, but
in granites in which the grain has been crushed, rolled, and re-
oriented as a result of great lateral pressure in the earth's crust, the
mica content rnay run as high as 15 to 20 per cent. Such meta-
morphosed granites are called gneisses and schists. In gneisses,

the light- and dark-colored minerals are more or less separated into
a layered and banded arrangement in which the long and flat
sides of mineral particles have a considerable degree of parallel
alignment. Schists, like gneisses, result from the orientation of
rock materials in response to great one-sided pressure. They have
the parallel aligtrment of mineral particles common in gneisses but
show no banding. Biotite flakes can be distinguished from horn-
blende grains, in that the former can be easily shredded by a knife
blade.

Biotite affects the strength, color, and durability of granite.
It is soft and easily decomposed by surface waters. Its relative
abundance and arrangement have much to do with the general

appearance of a rock. Granites in which biotite occurs in nearly
spherical lumps are termed orbicular granites. A granite from
Craftsbury, Vermont, has this characteristic. The biotite orbicles
disintegrate easily and are undesirable in monumental stone.

Muscovrrs

Muscovite is a colorless or nearly colorless mica. It is a.com-
plex silicate of potassium and aluminum, with water. In granite it
is generally less common than biotite; horvever, in some granites,
it is the only mica. As a rule it occurs with biotite, to which it is
similar in composition except that it contains neither iron nor mag-
nesium. In granites muscovite has about the same kind of grain
and distribution as the dark-colored mica. Like biotite it is abun-
dant in some granites in which the grain has been crushed, rolled.
and more or less recrystallized as a result of great lateral pressure.
Muscovite does not decompose easily.
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HonNer,uNoe

Hornblende, a member of the amphibole group, in some gran-
ites, constitutes the only dark-colored mineral; in others, it is
associated with biotite. Hornblende commonly forms minute dark-
brown to black needles or prisms, generally not more than 0.2 inch
in length. It is cut lengthwise by two oblique cleavage surfaces
and is nearly as hard as steel. In composition it is a silicate similar
to biotite, but it contains very little alkali and has a notable amount
of lime. It also contains water. In certain granitic rocks of the
Blue Ridge, h,ornblende is closely associated with biotite and
hypersthene. Locally it takes their place in these iocks. As in bio-
tite, certain constituents of hornblende replace each other, and, like
biotite, hornblende often changes to chlorite, which near the surface
decomposes into red clay. This alteration generally takes place too
slowly to affect the use of hornblende-bearing rocks for structural
purposes.

AucrrB

Augite, a member of the pyroxene group of silicates, present in
some granites, resembles hornblende in composition, hardness and
color, but it is far less common in granite than is hornblende. It is
commonly more stubby than hornblende and has two rather
indistinct cleavages that cut each otlier at angles of nearly 90
degrees. The alteration products of augite are about the same as
those of hornblende.

IIvpBnsrrrBNr

llypersthene, a ferrous magnesium silicate, like augite, gen-
erally is rare in granite and has about the same color, grain, and
hardness as augite. When present, it plays about the same r6le as

hornblende, biotite, or augite. As a rule it is one of the first min-
erals to crystallize from the parent granitic magma. Ifowever, in
the hypersthene-bearing granitic rocks of the Blue Ridge it is
closely associated with the quartz betrveen the feldspars, and is a
late mineral. On weathering, hypersthene decomposes into a soft,
reddish-brown, iron oxide. Alteration to serpentine, talc, magne-
tite, and carbonates is not uncommon in the deeper parts of the
earth's crust.
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MacNo:rrre

Nearly all granites contain a small amount of magnetite, usually
less than 1 per cent. Magnetite is a hard, black, weather-resistant,
magnetic oxide of iron. It does not occur in quantity sufficient to
affect the use of the rock for dimension stone.

GenNst

Garnets in the form of tiny reddish crystals are not uncommon
in granite, but generally they are not sufficiently abundant to be

of any practical importance. Although their composition is com-
plex and variable, they are harder than steel and most varieties do
not alter easily. They are silicates of various elements, including
aluminum, magnesium, iron, and manganese.

Pvnrtr

Pyrite is present in many granites, generally as minute crystals
about the size of a pin head. It is a hard, yellow sulphide of iron,
occurring both as a primary and as a secondary mineral. When ex-
posed to weathering, pyrite changes to hydrous iron oxide and has

been known to give rise to unsightly reddish-brown blotches of
limonite. Normally pyrite occurs in granite in amounts insufficient
to affect the use of the rock.

COLOR

The color of granite depends mainly upon that of the feldspars
and, quartz present. Shades from white to gray, dark-gray, and

bluish-gray are common. Some varieties are flesh-colored, pink to
deep-red. The quartz monzonites and granodiorites of the Blue
Ridge generally are dark-gray to bluish or greenish. Commonly
colors are due to inclusions of iron oxides, mica, and other sub-

stances within the dominant minerals. Fresh feldspar has a nearly
glassy appearance. A dull luster is proof of decay, thus granites
containing decayed feldspar will not take a polish.

TEXTURE

Granite consists of a closely knit interlocking mass of grains,
nearly devoid'of intergranular openings. Polished surfaces of
granite indicate that its grains generally fall into three principal
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classes. The first class constitutes only a small part of the granite.
The grains of this class are largely or entirely bounded by crystal
faces. To this class belong such minerals as magnetite, biotite, and
hornblende which are the first to crystallize. The feldspars form
the second class of grains and compose most of the rock, generally
occurring as imperfect crystals. In porphyritic granites some feld-
spar grains are larger and more perfectly faceted than others. The
larger feldspars crystallized before the smaller ones in the enclosing
matrix. Quartz forms the third class of grains. It lacks crystal
faces and fills the remaining interstices in the granite. In excep-
tional cases, hornblende, biotite, or hypersthene are in close asso-
ciation with quartz. Certain granitic rocks of the Blue Ridge
described in this report are in this class.

Sinie all the grains of granite are crystalline, that is they are
bodies whose atoms have a regular pattern, it follows that the mo-
bility of the atoms in the magma must have been great enough to
permit them to move to their assigned places. It appears that they
were able to take their oriented positions, not because they moved
rapidly through the magma, but because they were in
motion during a long period of time. This mobility was conditioned
in part by temperature. Granitic magmas cool slowly. Since all
granites are formed beneath the earth's surface, no one has ever
seen granite in the process of solidification. Slow cooling means
that the crystallization temperatures-the conditions under which
the atoms move into regularly oriented positions with inter-atomic
spaces-are maintained during long periods of time. As evidenced
in the treatment of metals, prolonged heating produces large grains
and rapid cooling or quenching results in the production of fine
grains.

Granites which crystallize under great one-sided lateral pres-
sure develop more or less elongated, aligned grains. Granites
formed in this way are called primary gneisses. The development
of gneissic and schistose structure as a result of lateral pressure
acting upon solidified granites and other rocks has been discussed.
The process involves the slicing, granulation, and rolling out of
grains into thin sh,eets. fn some cases it also involves the develop-
ment of new grains or even entirely new minerals. Rocks reor.
ganized under such conditions commonly show an increased amount
of mica, hornblende, and similar minerals.

The reorganization of granites by dynamic conditions usually
lessens their usefulness for building and decorative purposes. Gran-
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ite gneisses are rarely used for dimension stone since generally
they lack the uniformity of grain and color pattern required for such
uses. They often are used for crushed stone, riprap and similar
purposes. Schistose granites have scant use in construction work.

FORMS

The size and shape of most granite masses are not clearly
known. These bodies are only partly exposed by erosion; neither
the deepest cuts of man nor those of nature reveal their full extent.
Depending upon their size, shape, and relation to other rocks, gran-
ite bodies are classified as batholiths, stocks, sills, laccoliths, dikes,
necks, and by other names. Dimension stone is obtained mainly
from batholiths and to some extent also from stocks, laccoliths and
sills. Dikes generally are too narrow to be workable. Crushed
stone, however, has been prepared from all types of granite bodies.

Batholiths are large masses extending to considerable depths.
fn some cases their unroofed parts underlie thousands of square
miles. Stocks are similar to batholiths but smaller. Sills are sheet-
like masses injected between the stratiform structures of other
rocks. Granite sills are far less common than are basalt sills.

Laccoliths are dome-shaped. They cause the strata of over-
lying masses to be arched upward. Most laccoliths do not exceed
five miles in diameter.

Dikes are inclined, sheetlike masses of igneous rocks. They
cut across bedding and foliation. Narrow dikes make granite un-
suitable for use as dimension stone, since in large granite bodies
dikes break the continuity of both the strength and pattern of the
rock. They also cause waste of materials and add to the cost of
quarrying. In quarries worked for crushed stone the presence of
dikes generally is of no consequence. Necks are the frozen vents
or feeders of volcanoes. They usually contain fragmental mate-
rials, such as inclusions of wall rock {rom the formations cut by
the neck. Fragmental materials in necks are formed also by vol-
canic explosions and by subsidence.

STRUCTURES

The structural features of granites include: miarolitic cavities;
foreign inclusions; segregations and schlieren, rift, grain and head ;
joints and faults; veins and dikes.

11
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Mrenor,rrrc Cevmros

Nliarolitic cavities are srnall openings usually not more than an
inch in diameter, lined with tiny crystals. The crystals are mostly
of common minerals of the granite, such as quartz, but may inclttde
tourmaline, fluorite, and topaz. No miarolitic cavities were seen in
the granites of Virginia except in the Boscobel quarry west of
Richmond. Their presence indicates that the magma did not crys-
tallize under severe cornpressive conditions, and that crystallization
was accompanied by shrinkage due to escaping gases.

FonrrcN ImcrusroNs

Fragments of foreign rock are in places present in the parts of
a granite body near the contact of the granite with the rock into
which it was injected. The abundance of such fragments varies
greatly in different instances. Near the contact the fragments are
angular and well defined; farther away inclusions lose their sharp
definition ind grade into the enclosing rock. Foreign inclusions
are undesirable in dimension stone, since they interfere with the
separation of suitable blocks and spoil the grain and color pattern
of the rock.

ScnrrrnnN

In a granite, streaky dark-colored patches with indistinct boun-
daries are called schlieren. When they have the same minerals as

the enclosing rock, they are thought to be due to segregations from
the magma. When they differ from the enclosing rock, they gen-
erally are interpreted as having been formed by the action of the
magma upon foreign inclusions. Segregations such as the biotite
knots in the granite of Craftsbury, Vermont, have been discussed
under "Biotite."

Snoor Srnuctuno

Most granite bodies show what is called sheet structure.
Sheets are nearly horizontal, wavy, parting surfaces or joints. Near
the surface of the earth they are commonly not more than 2 or 3

feet apart, but generally at greater depths, they are more widely
spaced. Under a hill, the structure usually conforms to the swell
in the land surface. Sheet structure has been noted at depths
greater than 200 feet. The, cause of sheet structure is uncertain.
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It can not be ascribed to temperature chaflges caused by the sun
since the structure extends to such great depths. It has been
ascribed to shrinkage of the granite body due to loss of heat and
also to unloading due to erosion of overlying rocks. Many granites
are under a condition of stress when exposed by quarrying. Tools
have become wedged by rock expansion. Cut blocks have expanded
and dangerous "rock bursts" have occurred in quarries having sheet
structure. Such strained conditions rxay be the cause of sheet
structure.

Sheeting, if not too closely spaced, is an aid to quarrying. Gen-
erally a quarry floor is opened on a sheeting surface if one is pres-
ent. If none is present, the qubrry floor is made artificially by
drilling, blasting and wedging. As a rule the artificial floor is made
to slope towards the quarry pit in order to aid the removal of
block stone.

Rrrr, Gnerx, AND HEAD

Rift, grain, and head designate the easiest, intermediate, and
h,ardest surfaces of splitting of the rock of a quarry. Rift is the
"easiest way." A rift surface has the smoothest feel and normally
is vertical or nearly so, but in some instances, it is horizontal. It is
essentially constant in direction and dip in any quarry. The grain
is the second best surface of splitting. It is horizontal where the
rift is vertical. The head, which generally is vertical, is the "hard
way." It takes the best polish and retains it longer, but is the
hardest surface to finish. Most quarries exhibit all three surfaces,
but some rocks are devoid of any superior surface of splitting'

Rift in its most obvious form is due to a faint alignment of the
minerals in the plane of the rift. The dark-colored minerals usually
show this alignment more clearly than do quartz and feldspars.
The rift surface is the first to show decay.

In certain of the granites of New England, Dale? found that rift
is related to microscopic fractures which cut the quartz grains and

in places extend into the feldspars. These fractures are nearly par-
allel plane surfaces. He found that the grain was caused by a simi-
lar, but less distinct, set of fractures at right angles to the rift
fracture. Both fractures were aligned with sheets of fluidal cavities
which antedate the quartz grains, since they extend from grain
to grain across intergrain boundaries.

The alignment of fluidal cavities, fractures, and minerals which

13
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cause rift indicates that the rock was deformed by one-sided pressure
during crystallization. It also shows that the magma did not transmit
pressure equally in all directions, like a liquid.

Finding the rift is one of the first steps in opening a quarry. Rift
is used not only in separating large blocks from the ledge, but in sub-
dividing them if need be. Some quarries, however, show no rift.

Granite breaks more easily when compressed in the direction o{
the rift than across it. The difference in pounds per square inch needed
to produce rupture in each instance amounts to about 11 per cent of
the greater strength. The compressive strength in either direction is so
much greater than that required in structures built of granite, that this
difference has no practical bearing.'

A marked rift tends to lessen the durability of granite. Water
seeping into the rift and into the cavities that cause rift, in some cases
produces decay. It would be interesting to know if the unusually deep,
incipient decay of some granite bodies is related to the action of ground
waters along rift surfaces and in microscopic cavities.

Jormrs

Joints are fracture surfaces whose length may be as much as several
hundred feet along the outcrop. The length and depth of joints are un-
known, since they can not be seen throughout their extent. On the
surface they commonly form gaping fractures. In depth, their walls
generally are pressed tightly together. Many joints are vertical or
nearly so. Horizontal joints or sheets in granite have been discussed.

Joints with essentially the same strike and dip generally occur in a
qvarry at fairly regular intervals, thus forming a set of joints. The
interval between joints may lary from a few inches to more than 50
feet. Quarries commonlv have more than one set of joints. As a rule,
one of the sets is more distinct than all others. In the granite quarries
of Virginia the most prominent set of joints cornmonly extends in a
northeasterly direction, with, locaily, a set of secondary importance ex-
tending in a northwesterly direction. Their alignment is related to
regional compression of the rocks of the Appalachian region by forces
acting in a northwesterly direction.

Feur,rs

Fault surfaces are fractures along which slipping of rock masses

has taken place. In granite bodies, faults are indicated by closely spaced
fractures; zones of crushed rock commonlv recemented with vein mate-
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rial, mostly quaftz; severed and dislocated veins and dikes; and by
polished and grooved slip surfaces. In quarries producing dimension
stone, faults, whether large or small, are harmful. They break the rock
into unsuitable pieces, stimulate decay, and spoil the grain and color
pattern. In crushed stone quarries, faulting generally is unimportant but
intense faulting mav cause the rock to yield too large a percentage of
"fi.nes."

VrrNs

Veins are more or less tabular, sheetlike bodies which fill joints and
fault surfaces or replace wallrocks adjacent to fractures. The minerals
of veins were deposited by subsurface solutions. Most of the vein
material consists of the following: quartz, barite, carbonates, and
sulphides. Variations in grain size and grain pattern, and in the propor-
tion of mineral constituents, generally distinguish veins from igneous
rocks. Veins in granite, even "hair-line" veins no thicker than tissue
paper, affect the quality of granite and may prevent its use for dimen-
sion stone.

INJECTION

All granites crystallized from magmas. Studies of the structure of
granite bodies exposed by erosion confirm this conclusion and also dis-
close that all the larger granitic bodies displace previously existing rock
masses. The continuity of certain rock structures adjacent to granite
batholiths and stocks is broken by the granite body which has displaced
them. Generally granite bodies have been injected in zones of weakness,
along the contact surfaces between geologic structures.

CONTACT PHENOMENA

The results of the interactions, both chemical and physical, along
the contact between an intrusive magma and the invaded rock are called
contact phenomena. The effects generally are most marked in the
invaded rock rather than in the intrusive body. Limestones show more
contact effects than other rocks. In most cases these effects do not
extend more than 300 feet from the contact surface.

The effects developed within the invaded rock may involve changes
in grain size, in pofe space, and in minerai content. Both loss and gain
of constituents may take place. In the intrusive rock the border zone
may differ from the interior in mineral content, in the proportion of

15
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mineral constituents, in grain size, in pattern, and in porosity. Border
zones of the intrusive lnass are apt to be variable in grain size and
pattern. They may also contain inclusions derived from the intruded
rock.

In Virginia, contact zones of granites are rarely exposed. None
have been reported as showing notable contact effects. Decomposition
due to weathering has also masked these effects.

The border zones of granite bodies generally are not well suited for
dimension stone because of the variable grain and color pattern and the
presence of foreign inclusions.

DISINTEGRATION AND DECAY

The disintegration and decay of exposed granite by weathering
processes are due mainly to the action of freezing water, volume changes
resulting from temperature variations, and chemical and attendant phys-
ical changes caused by water and substances dissolved in it.

Water increases about 10 per cent in volume when it freezes. In
confined places, as in the intergranular openings in rocks, it exerts a
pressure of about 1.04 tons per square inch upon the confining walls.
Granite has so little pore space, generally less than 0.13 per cent, that
it is not damaged readily by freezing water. The effect is greatly in-
creased by the presence of cracks, hence every precaution is taken in
quarrying dimension stone to avoid the development of incipient cracks.

Granite expands when heated and contracts on cooling. For a

rise of one degree Fahrenheit the expansion amounts to about 0.000045

inch per linear foot. The difierent minerals in granite expand un-
evenly and each mineral particle expands unevenly with respect to its
unlike crystal directions. The adjustment of granite is also complicated
by the fact that granite is a poor conductor of heat. Adjacent parts of
a granite body not more than an inch apatt lnrlay expand quite differently.
These unequal changes in volume.may lead to rupture.

The magnitude and rapidity of the temperature changes needed to
break granite and other rocks are not clearly defined. Blackwelderl
found that most igneous rocks withstand rapid temperature changes of
392" F., without producing visible fractures. This test is at least 3
times as severe as that of actual daily temperature changes on the earth's
surface. He also found that a certain granite could withstand slow

temperature variations of B0Oo C.
Fire tests have shown that temperatures below 400o C. have no

disruptive effects on most rocks. The greatest injury in granite de-
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velops at about B0O' C.; however, injurious effects of a milder nature
are noticed at about 500' C. These injurious temperatures are related
to inversion temperatures of quartz.

A11 minerals of a granite are attacked to some extent by surface
and ground waters. The rate of decomposition is usually increased by
the presence, in the water, of dissolved carbon dioxide, oxygen, and,
in most cases, other substances including organic acids and salts. Quartz
and muscovite are among the most resistant minerals. Feldspars react
with water and sorne of its dissolved constituents. They expand, par-
tially dissolve, and leave a residue of white clay. The iron-bearing
silicates, biotite and hornblende, also swell when acted upon by ground
water. They partially dissolve and leave a residue of red clay. A
residual mantle of clay tends to form on all exposed granite bodies.
The upper foot or two of the residue is generally porous, structureless,
and dark-coiored, the color being due to humus. At greater depths the
decayed material still shows the texture of the granite from which it was
derived. This zone of decayed rock grades downward into fresh granite.
fn most of the quarries of New England the residual mantle is lacking
because of relatively recent glacial scraping. In quarries in the South-
eastern States, the removal of the overlying residue and partially de-
cayed rock constitutes an added cost of quarry operation.

In Virginia, the greatest thickness of residual material is about 100
feet. At producing quarries, however, the mantle generally is not more
than 15. feet thick, and cornmonly near the eastern boundary of the
Piedmont region, because of its partial removal by erosion, is very thin.
In some quarries of this region, the overburden consists mainly of trans-
ported sand and gravel. The most extensive outcrops of fresh granite
are found along the eastern border of the Piedmont province and in the
Blue Ridge.

GROUND WATER

The surface of the zone of saturation, or the water table, in granite
and similar rocks, is generally undulating like the land surface but less
so. The water table commonly descends towards local streams or lakes.

Fresh granite contains relatively little ground water unless it is
cut by open joints or faults. The intergrain pore space of granite com-
monly is less than 0.35 per cent of the total volume of the rock. Most
of the ground water pumped from granite is obtained from the surficial
part of the bedrock where the rock has been partially decomposed and
where joints are rnost abundant. Most water wells in granite are less

17
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than 5@ feet deep. Of 33 wells in granite in the Richmond area, studied
by Sanford,2o 60 per cent yielded more than 25 gallons of water per
minute, and only 2 were dry. About 8O per cent of the wells were
successful. Cederstromo reports a yield of 380 gallons per minute from
a well in South Richmond which penetrates 564 feet of granite. An-
other well 4 miles south of Richmond, with a yield of 360 gallons per
minute, was bottomed in granite at 354 feet.

The flow of ground water into granite quarries that have been

excavated below the level of the water table normally is slow, thus gen-
erally pumping is not a large item of quarry operating expense. The
inflow of surface water is aot to be more serious than the inflow of
ground water.

USES

Granite is used in the form of crushed rock, riprap, rubble, and
dimension stone.

Crushed stone is produced in definite sizes specified by the buyer.
It is used in road building, concrete aggregate, and as railroad ballast.
Riprap consists of extremely coarse fragments used in building piers,

shore protections, dams, and other kinds of river and harbor installations
in which heavy pieces of rock are needed to resist waves, tides, and
currents.

Rubble consists of fragments of variable size having at least one
good face. It is used for retaining walls, basement walls, dnd oc-
casionally for residences. Concrete has displaced rubble to a large
extent.

Dimension stone includes paving block, sewer block, and building
and monumental stone. According to cornpilations by the IJ. S. Bureau
of Mines, the total value of granite dimension stone, including rubble,
produced in the United States in 1941 was $10,831,476. About 23 per

cent of this was building stone. Since 1941 production has declined,

due to the war. The value of production for 1943 was reported
as $7,991,454.
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GRANITE AREAS IN VIRGINIA

GENERAL STATEMENT

Granite bodies underlie portions of the Piedmont and Blue Ridge
provinces of Virginia (Fig. 1). Those of the Blue Ridge and the
eastern part of the Piedmont province show the least foliation and are
the best adapted for dimension stone. Of the different named and
described granites, the Petersburg and Red Oak yield the best building
stone. IVIost of the dimension stone quarries of the State are located
in the eastern part of the Piedmont region, at or in the vicinity of Falls
Church, Fredericksburg, Richmond, Petersburg, Kenbridge, and Burke-
ville.

The location and extent of the different granites are shown on
the Geologic map of Virginia published by the Virginia Geological Sur-
vey in 1928. N{any of the quarries described in this report are shown
on the various accompanying sketch maps (Pls. 1,4,7, and 8, and
Figs. 2 to 23, inclusive).

PIEDMONT PROVINCE

LocerroN axo ExrBNr

The Piedmont province extends from the western margin of the
Coastal Plain on the east to the base of the Blue Ridge on the west.
Its eastern boundary is marked by a change in rocks and structure,
whereas the western boundary is largely topographic. There is no
essential difference in the geologic structure of adjacent parts of the
Piedmont and the Blue Ridge provinces. The western part of the
Piedmont in many places has more foliated rocks than the Blue Ridge,
but as yet no definite geologic boundary has been drawn between the
two provinces. Across northern Virginia the Piedmont province has
a width of about 40 miles. This increases to a maximum of about 165
miles along the Virginia-North Carolina boundary.

TopocnRrny

The Piedmont province is a dissected rolling low plateau or plain
surmounted by many linear ridges aiigned in a northeasterly direction.
In the eastern part of the province the divides on the plain-like area
have altitudes of about 3@ feet, whereas at the base of the Blue Ridge
they attain altitudes of about 1,000 to 1,500 feet.

East of a line passing through Haymarket, Pendleton, and. Not-
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taway, the Piedmont has almost no distinct ridges and is a gently south-
eastward sloping plain. The uplands of this part of the province have
an average relief of about 50 feet. Along the larger streams, the relief
ranges from 150 to 200 feet. West of the line indicated, long north-
easterly trending ridges are common. The highest are near the Blue
Ridge. The surface of this part of the province is more rugged and its
dissection is quite marked. The western boundary of the Piedmont
has an altitude of about 800 feet in northern Virginia and about 1,500
feet along the North Carolina boundary (P1. 2).

DnarNecn

Throughout most o{ their courses across the Piedmont province,
the principal streams are swift and have many rock outcrops along their
channels. During Tertiary time, the channels of the streams were
nearer the level of the present uplands. Since then, the streams have
lowered their channels to their present position. The process of down-
cutting is still in action.

Gnor,ocv

The Piedmont province is underlain by granites, gneisses, schists,
and other igneous and metamorphic rocks of pre-Cambrian age; folded
Cambrian and Ordovician sediments; post-Ordovician granites; and
Triassic sedimentary rocks and igneous intrusives. The Coastal Plain
to the east is underlain by more easily eroded, mostly unconsolidated
rocks,- sands, gravels, clays, and marls,-of Cretaceous, Tertiary, and

Quaternary ages. Streams flowing over the boundary between the two
provinces have developed rapids and falls along the FaLl Zone where
they plunge from the resistant granitic rocks of the Piedmont onto the
weaker unconsolidated sediments of the Coastal Plain. Aside from the
"fall zone," there is no other marked topographic break between the two
provinces along most of their contact across Virginia.

Georocrc Srnucrune

The pre-Cambrian and Paleozoic rocks of the Piedmont province
have been intensely folded and dislocated by faults. Most of the folds
are overturned toward the northwest and trend in a northeasterly direc-
tion. Most of the fault surfaces dip towards the southeast. During the
periods of folding and faulting the masses of rock overlying the faulted
areas were pushed upward towards the northwest. A11 of the structures

2T
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have been cut deeply by erosion, which has left outcrops of the more
resistant materials stancling in greater reliel than those of the weaker
rocks.

During Triassic time, the Piedmont surface had slight relief, and
was locally warped into subsiding basins into which were deposited the
Triassic sediments. The deposits in these basins were dislocated by
crisscrossing faults. The movements were accompanied by the injec-
tion of basalt sills and dikes. Following this episode, erosion was
resumed throughout the region and moderate crustal warping con-
tinued its r6le in modifying the land surface. To what extent erosion
has been interrupted by depositional processes in post-Triassic times
is unknown. The present land surface of the Piedmont province is
due almost entirely to stream erosion and weathering acting upon a
complex pattern of resistant and less resistant materials.

The rocks of the Piedmont region crop out in more or less parallel
belts, of variable width, trending northeastward. The Geologic map of
Virginia, published in 1928, shows the outcrop and structure of the
difterent rock belts more clearly than can be explained in words. Be-
cause of the outcrop pattern, the topographic grain of the Piedmont
province, that is the alignment of major hills or ridges, also shows a
northeasterly trend.

MrNnner Rnsouncns

Building stone has been produced from bodies of granite and
greenstone locally throughout the Piedmont province. Granite has

been quarried at or near Falls Church, Fredericksburg, Richmond,
Petersburg, Burkeville, Kenbridge and other places. A granitic rock is
quarried at Red Hill in Albemarle County, a few miles south of Char-
lottesville. Greenstone, a beautiful green, foliated, rock is quarried in
Lynchburg. Crushed granite is produced on a large scale at Rich-
mond, Skippers, and Boscobel, and Catoctin greenstone is a source of
crushed stone near Charlottesville. The productive quarries are in rocks
of either pre-Cambrian or Paleozoic age.

Diabase or trap rock of Triassic age, sometimes called "black
granite," from a quarry near Buena, west of Culpeper, has been used

for dimension stone. Other quarries in diabase are worked for crushed
stone near Bull Run in Fairfax County, east of Leesburg in Loudoun
County, and near Warrenton and Catlett in Fauquier County (Pl. 3A).

Granitic pegmatite dikes of the Piedmont region yield valuable
feldspars and some mica, quattz, and kaolin. Those of Bedford and
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Amelia counties lead in production. The green feldspar ot Amazon

stone of Amelia County is a valuable ornamental stone. An ilmenite-
apatite dike on Piney Rivet in Nelson County is an important source

of titanium pigments and calcium monophosphate. At Roseland in the

same county, an anorthosite body is the site of the largest rutile mine

in the world. The Piedmont also produces small amounts of gold and

silver. Kyanite is mined in Prince Edward County.
According to information compiled by the U. S. Bueau of Mines,

stone producers in the Piedmont region of Virginia in l94l included two
granite dimension stone quarries, 13 producers of crushed stone (7
granite and 6 basalt and greenstone operations), and 2 producers of
miscellaneous stone (greenstone and soapstone). The location of the

larger granite and crushed stone quarries is showu in Plate 1.

BLUE RIDGE PROVINCE

Locerrom emp ExrBNr

The Blue Ridge province extends southwestward across Virginia
a distance of about 300 miles. In its northern part it is only I to 2
miles in width, but in southern Virginia it attains a width of nearly 40

miles. The Blue Ridge separates the Piedmont province on the east

from the Appalachian Valley on the west.

Topocneprrv

Northeast of Roanoke the Blue Ridge is essentially a narrow
mountainous ridge with parallel foothills, but southwest of Roanoke it is
a high triangular plateau broadening southwestward. Altitudes range

from 1,200 feet at Harpers Ferry to 4,031 feet on Stony Man in Shen-

andoah National Park, and 5,719 feet on N{ount Rogers, the highest

point in the State, in the southwestern part of the plateau region. Two
narrow gorges cut throttgh the mountainous region in Virginia. They

are the gorges of the James and Roanoke rivers. Each was cut by the

stream which now flows through it. South of Roanoke River, no gorge

cuts completeiy through the Blue Ridge.
In contrast with the more pronounced northeast alignment of the

ridges and valleys of the Valley Ridges section on the northwest of the

Valley region, a large part of the Blue Ridge presents a complex pat-

tern of sprawling ridges and valleys radiating from one or more majot
crests. The Blue Ridge has a varied and complex geologic structure.

23
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Dnerwacp

The Blue Ridge province is divided into a northern unit and a
southern unit by differences in drainage. In the northern unit, the
waters drain eastward and southeastward into the Atlantic Ocean. The
major streams of this unit have their sources in West Virginia and in
the western part of Pennsylvania. In the southern unit, the higher
eastern part of the Blue Ridge plateau is a drainage divide. To the east
of this divide, the waters flow down the steep eastern slopes of the
mountains to the Atlantic Ocean. The plateau to the northwest of this
divide drains southwestward into the Ohio River.

GBor,ocv

The Blue Ridge province is underlain by a complex assemblage
of pre-Cambrian gneisses, schists, basaltic flows and intrusives,
granites and granodiorites, and other crystalline rocks. Arkose,
shale, slates, basaltic lavas, sandstones and quartzites of Cambrian
age occur along the western border of the mountainous region.

The Blue Ridge is sharply separated from the Appalachian
Valley to the west by differences in geologic structure. The divid-
ing line is nearly straight. The Appalachian Valley is underlain
by less resistant, sedimentary rocks-dolomites, shales, and lime-
stones-of Cambrian and younger ages.

The Blue Ridge province is not sharply separated from the
Piedmont province by differences of geologic structure. In Vir-
ginia, the eastern limit of the mountainous region locally coincides
with the eastern boundary of massive pre-Cambrian granites,
whereas the Piedmont lowlands to the east g'enerally are under-
lain by older, more gneissic and schistose rocks.

Gnor,ocrc Srnucrunn

Structurally, the Blue Ridge is an upfolded land mass, which
has been considerably dislocated by a number of thrust faults.
These movements took place along surfaces tilted steeply to the
southeast and the rock units overlying the surfaces of slipping were
thrust upward to the northwest with respect to those upon which
they rested. Detailed studies of the geologic structure support this
interpretation. The upbowed nature of the Blue Ridge is indicated
by the steep westward descent of the pre-Cambrian mass under-



Vrncrr.rre Georocrcar. Sunvav

MARYLAND
,Jf Active qua.ries

f, Inactive quarrieg

o Potential quarry sites
(Oimension stone)

MILES
foo20

f
-Fl-t

I

I

,(
C2

a J--\ irl.tl ,l 4..__/-
,-t Jt(/

^/''- )r' - --(: /\i {,,/i il-

'-'-.i., 
/./ ".ro.ri

('''vd5o,*'i

SPOTSYLVAN IA

/\"\!'
.'.s"-Y.-.- -. ]f ,-'-.---.

rlrr,:tl,
"/'\.t..t

HESTERFI E

AMPBE

'l o r rw

LUNE
I
I

A-.-._.-.-' I
!
I
I
i

cAROI-t-NA

Map showing location of quarries and potential quarry sites in.granit: and somc olher crystallir.'e rocks in
Vi.gi"ii. 

-eiiiu""q"rtier: 
1,'Belmont TrapRock; _e, F tl. Church-; 3, Fairfax (Bull Run); 4, Annandale;

5,-b1-il;;;6,Ciiil*tii,ri"i"tvt"""t"i";e,R.dliitt; S, MggrqlCieek-;_lQ Shadwelti. lt, fgscglet; fZ,
Sunnyside; i3,'Virginia Greenstone Company; 14, B_urkeville; 15, Trego^; 16, Danville-(C-ily)'2 1/-, vrrgmra-
c"*ii""; i"i&ive iuarriir; ie, Tivlor;^tsiu^tl1lun; 20, pgri<e!eyl^21, Thomas;^?2.-Manticello; 

-23r-Qo-rilui"l-2+lnii,rii'lia ci*iit 'c"-6;i u.i. i; x, ni.6-o{a Graniti _compan-y Nq. 2;26,McO,ov;-.2.7 'v{in1

li.";}i1, i;nlii.a-;Gd;b;-nar. titi; 50, ctresiernltd Golr club; 31, viet_oi; 32, Mackintosh-and Middendorr

iotd il;;ilt;1?;'c#id St"-ii-i;-i4,-Ofrgt_w_sourheast of Atlantic Coast Llne trestle-; 35, Donald-(?);
iis""r;""t?dtiagJ11trri"r t);3T,itotdrinin-Park;3& Middendorf ;3!, \dcGowa!;40, C.ook; {, {urns
& 'd*pb;1 il*;;;'i i +z,,witlt' (l-"i'iier) ; 4!, 4lvtq"i; 44, r}bble;_45i Granite Grove;-46,-Rockv- Run;
+Z,EJlitr'i+S,-K;il{aL"';'+s, D;;"i[eit it'o. t'; SO, Daivill'e Citv No.'2. Base from U. S. Geological
Survey rnap of Virginia.



GnaNrre AnBes rN VTRGTNTA 25

neath the Paleozoic formations of the Appalachian Valley and by
the occurrence of low-lying synclines of Cambrian and Ordovician
rocks in the Piedmont province, east of the Blue Ridge.

Mrxrner RssouncBs

No dimension stone of commercial grade appears to have been
obtained from the Blue Ridge province, but crushed stone of good
quality has been produced from granites and basalts at several
wayside quarries.

Three types of granitic rocks in the Blue Ridge province are
shown on the Geologic map of Virginia, published in 1928; grano-
diorite, lVlarshall granite, and Grayson granite gneiss. The grano-
diorite is shown as underlying most of the northern part of the
Blue Ridge, as well as some of the outlying ridges to the east.
The Grayson granite gneiss is shown as underlying an area in the
southern part of the Blue Ridge plateau.

Other granites are known to occur locally and traverses across
the granodiorite area of the Geologic map of Virginia (1928), have
shown that it locally includes granite bodies, either distinct from
the granodiorite or in uncertain relation to this body. In the region
around Browntown, south of Front Royal in Warren County, an
extensive body of graphitic granite gneiss crops out in the area
mapped as granodiorite.

Red, microcline grani,te.-Red microcline granite, nearly devoid of
iron silicates, crops out in the core of an anticline exposed along
Big Marys Creek, 2.7 miles south of Vesuvius in Rockbridge
County. The red granite is in unconformable contact with con-
glomerates and shaly sandstones of Cambrian age on both flanks of
the arch. Both contacts are well exposed. About half a mile north
of Big N{arys Creek the red granite ends and porphyritic grano-
diorite takes its place. The relation of the two rocks is unknown.

A similar red microcline granite cuts across the Buena Vista-
Robinson Gap road, abost 2 miles south of Buena Vista, at an alti-
tude of 1,700 feet. The unconformable contact of the granite with
the overlying basal conglomerate of the Cambrian series is well
exposed here. This body of granite has been traced four miles
southward to the head of Belle Cove Run. ft is crossed by Pedlar
Gap Run and Bennetts Run. Red granite also crops out in the
anticline cut by James River between Balcony Falls and Snorvden.
Its contact rn'ith basal Cambrian conglomerates is well exposed
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about half a mile west of the bridge on U. S. Route 501 at Snowden.
The relation of these red granite bodies to the granodiorite is un-
known. This granite resembles the Air Point granite described
by Jonas.13

Much of the red granite of Rockbridge County shows marked
dynamic effects, reduction of grain size by crushing, and numerous
joints. It contains no unakite, but veinlets of epidote and quaftz
have been observed. Although some of the granite has a pleasing
color, none appears to be suitable for building stone.

Granodi,orite.-Most of the granodiorite of the northern part of the
Blue Ridge in Virginia is a coarse-grained, massive, dark-gray to
dark greenish-gray rock in which quartz is inconspicuous and dark-
colored. Most of the rock is porphyritic. In so,me specimens the
feldspars are several inches in length, rvith microcline forming the
large crystals. Commonly a dark-colored mineral, either biotite
or hornblende, is present. Locally hypersthene is also prdsent.
The basic ririnerals are late comers and are closely associated with
quattz in the interstices between the feldspars. Both microcline
and plagioclase are common. The plagioclase ranges from albite-
oligoclase to andesine. In places, the rock is gneissic or schistose.
Several sections across the granodiorite area of the Vesuvius quad-
rangle indicate a complex assemblage, including perthitic granite,
red granite, quartz monzonite, granodiorite, and qtarlz-hy persthene
diorite. The outcrops have a northeast-southwest alignment. No
contact surfaces between the various facies were found. The larg-
est body of quartz-hypersthene diorite underlies The Priest and
the Little Priest.

Some of the massive bodies of granodiorite should be consid-
ered potential dimension stone. One of the best exposures. a verv
massive, deep bluish-green, coarsely porphyritic rock, crops out
about 2.5 miles east of Vesuvius along the Vesuvius-Montebello
road.

The red granite and the granodiorite are both very satisfactory
for crushed stone. The former has been used in highway construc-
tion in the James River gorge near Snowden. An outlier of grano-
diorite, about 7 miles northwest of Lynchburg and about 3 miles
south of Holcomb Rock, has been quarried for crushed stone.

Quartz veins and other vein materials are relatively rare in
the granodiorite.
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Unakite.-Bodies of unakite; in places veinlike in form, are com-

mon along the western border of the granodiorite area at Fishers
Gap in the Shenandoah National Park; east of Vesuvius; and, next
to basal Cambrian quartzite, east of Wilkie and about 2 miles west
of Montebello. Unakite is a replacement of granodiorite. It con-
sists of red microcline, gray albite, qtTartz, and green epidote. It
forms dikelike masses of limited extent, or irregular isolated ellip-
soidal bodies of various size up to a few feet in diameter. In some

road cuts it forms sma1l blotches, rounded to roughly rectangular
in form. Some of the conglomerates in the basal part of the Cam-
brian series next to granodiorite are locally replaced or held to-
gether by unakitic material. This type of rock was observed east
of Vesuvius, also north of Big Marys Creek at an altitude of 2,500

feet, about 0.4 mile west of meridian 79" LO'.

Old. Rag granite.-In the Shenandoah National Park, Furcrone
found a coarse-grained granite with blue quartz to be common along
the eastern border of the granodiorite area. He named it the Old
Rag granite from an exposure east of Old Rag post office. The
feldspars of this granite are orthoclase and microcline, a micro-
perthite with rods of albite. Locally the rock is about 50 per cent
microperthite. The quartz is either scattered or in crude layers.
This granite resembles granodiorite but is more quartzose. It in-
trudes the Catoctin g'reenstone of the eastern part of the Blue
Ridge. Furcron thinks that the Old Rag granite is a differentiate
of the same magma from which the Blue Ridge granodiorite was
derived.

The Old Rag granite resembles a gtay to white, coarse-grained,
perthitic granite with colorless to bluish quattz, extending from
Alto northeastward across Rocky Mountain to Louisa Spring
Branch, and thence northward across State Highway 56, between
Wilkie and Mill Creek, in the Vesuvius quadrangle.

Air Point gra.nite.-Furcrone also found a pink orthoclase-micro-

cline granite with blue quartz intruded into the granodiorite and
greenstones of the Park area. He called this the Air Point granite
because of its similarity to a granite at Air Point on Bent Mountain
in Roanoke County described by Jonas.l3 It grades into a pink
granite containing epidote. The feldspars are microcline and albite.
The epidote is secondary. This granite is similar to the granite on
BiS Marys Creek in the Vesuvius quadrangle and the granite
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crossed by Pedlar Gap Run, Bennetts Run, and Belle Cove Branch,
south of Buena Vista, in the Buena Vista quadrangle. It also
resembles the granite of the Balcony Falls anticline.

Grayson granite gneiss.-Jonasla believes that the Grayson granite
gneiss of southern Virginia is continuous with the Blue Ridge
granodiorite of northern Virginia, and thaf both rocks are of pre-
Cambrian age. She states that the basal Cambrian formations west
of Snowden on James River, west of Montebello, and on the south-
east slope of Iron Mountain in Grayson County, have pebbles of the
granodiorite and the Air Point granite.

Detailed studies of the structure and petrography of the Gray-
son granite gneiss have not yet been published. Samples taken in
the area mapped under this name, along the main highway between
Mouth of Wilson and Troutdale, in Grayson County, are slightly
schistose and of a grayish-pink color. The feldspars of these sam-
ples are mostly microcline with minor amounts of albite-oligoclase.
The dark-colored minerals amount to less than one per cent. Horn-
blende is more common than biotite. White mica, as a product of
dynamic metamorphism, is common. Small bodies of unakite are
exposed along the road, near the western border of the Grayson
granite gneiss, ll miles northwest of Grant.

Whether any of the Grayson granite gneiss would make good
dimension stone is unknown. Several exposures in cuts along -State
Highway 16, between Mouth of Wilson and Troutdale in Grayson
County, are sufficiently massive to make excellent crushed stone.

Syenite.-Watson states2s that in a part of Carroll County, extend-
ing northward from the northwest edge of Sylvatus, is an area of
crushed and sheared hornblende syenite; also that a p,ink horn-
blende-biotite syenite, with more or less qvartz, extends from
Sylvatus northeastward along the Carroll County line.
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TNDIVTDUAL AREAS e*JOua**rrs
PIEDMONT PROVINCE

Farrs Csuncu AnBe

Two exposures of fresh granite are known in the vicinity of
Falls Church in Fairfax County. A pink granite is quarried about
half a mile west of Falls Church on the south side of the Lee
Highway, U. S. Route 211. This quarry, here termed the Falls
Church quarry, is referred to in earlier reports as.Tripps quarry.
Quartz diorite has been quarried a short distanCe southwest of
Tripps Run, about Il miles south of Falls Church. The diorite
outcrops are a short distance east of the main road leading south
from Falls Church. The location of the quarries in the Falls Church
area are shown in Figure 2.

FALLS CHURCH QUARRY

The Falls Church quarry is located at the northeast end of a
low ridge which trends southwestward. The long direction of the
quarry extends southeast with the quarry face. The quarry is about
30to 40 feet high and240 feet long.

Fairly fresh pink granite is overlain by from about 4 to 10 feet
of residual clay derived from granite. The residual material is not
thoroughly decomp'osed and contains fragments of granite. An
abundance of fresh rock appears to be available at shallow depths.
On the quarry face a zone of rock about 50 feet wide is in excellent
condition; however, the remainder is faded in color and shows other
signs of decay.

This quarry has produced both dimension stone and crushed
stone. Stone from h,ere has been used in several buildings in Falls
Church, including the Falls Church School and Columbia Baptist
Church, and also in St. Mary's Episcopal Church in East Falls
Church. The appearance of the rock in these buildings is very
pleasing. The stone has retained its pink background, spangled
with glistening white mica flakes, and shows no discoloration or
decay. The rock should be used more extensively.

The minerals o{ the Falls Church pink granite are quartz,
microcline, minor amounts of albite-oligoclase, muscovite and
biotite. The two micas are not evenly dispersed; muscovite is
gener'ally more common than biotite, with biotite occurring in
excess locally. The mica content averages between 5 and 10 per
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cent. The quartz content is high, f.rom 25 to 30 per cent. Some of
the feldspars are cloudy and many of them contain secondary mus-
covite flakes aligned with the cleavage surfaces of the feldspar.
Many of the mica flakes enclose minute grains of quartz and feld-
spar. Most of the mica is in close association with feldspar, and
much of the quartz more or less comp etely encloses feldspar grains.
Mica flakes average 0.04 inch in length and the feldspars, about
0.02 inch.

No dikes cut the rock and quartz veins are rare. The jointing
in this quarry is complex and the fractures are rather closely spaced.
It would be difficult to obtain large blocks from the present quarry
face. The joint directions as observed are tabulated belot':

Joi,nts in tke Falls Chwrch quarry, Fairfar Cownty, Vi'rgini'a

1.

2.

3.
.t.

5.

6.

B.

9.

10.

11.

12.

13.

14.
15.

16.
L/-
18.

Strike
N.4'W.
N.50"E.
N.50'8.
N.65'W.
N.-S.
N.50"E.
N.78"E.
N.30'W.
N.-S.
N.65'E.
N.85'8.
N.85"E.
N.32'W.
N.62'W.
N.75'W.
N.B5"W.
N.60'E.
N.72'W.

Dip Remarks

75'W. Spacing interval, 2 to 3 feet.
5oN. Spacing irregular.

45oE. Numerous.
75"N. Smooth surface.
80"W. Numerous.
50's.
800N.
BOOS.

57"8. Smooth', polished surface.
60"N. Spacing interval, 2 to 4feet.
80"S. Numerous.
50.s.
BOOS.

75"N. Smooth, polished surface.
5.S.

80"N. Spacing interval, I ta 2feet.
50'N. Coated with quartz.
85.S.

I to 4, inclusive, at southeast end of quarry; 5 to B, inclusive,
about 70 feet west of southeast end of quarry; 9 to 13, inclusive,
about 100 feet from northwest end of lluarry ; 14 to 16, inclusive,
about 40 feet from northwest corner of quarry; and 17 and 18, at
northwest corner of quarry.
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TRIPPS RUN QUARTZ DIORITE

Outcrops of quartz diorite along Tripps Run are located on the
farm of J. W. Kerns, about lj/z miles south o{ Falls Church (Fig. 2).
They occur along the eastern slope of a grorlp of knolls about 50 feet
high which extends along the western side of Tripps Run for a quarter
of a mile. No quarry has been opened, but loose fragments up to 2
feet in diameter, obtained from here. have been used in the construction
of a house, and a retaining wall enclosing the garden on the Kerns farm.

Different varieties of rock crop out here. A pink color, noticeable
at the north end, becomes faint farlher south. One of the reddest
samples contained about 30 per cent oligoclase, 35 per cent red quartz,
and 35 per cent biotite with minor amounts of garnet. A sample farther
south contained approximately 30 per cent quartz,35 per cent andesine,
and 35 per cent biotite, including minor amounts of. quartz. Sharply
defined ellipsoidal inclusions are common at the south end. One kind
is a fine-grained, light-colored, granitic rock. The others are dark-
colored, consisting mainlv of hornblende with minor amounts of quartz,
oligoclase, and pink garnet.

Pegmatite dikes up to 2 inches in width were noted in several
places. They consist of sugary grained qaartz with minor amounts of
pink microcline and biotite. Both feldspar and mica flakes are about a
quarter of an inch in length. Locally, knots of red microcline are com-
mon along the south end of the outcrops.

Joints are closely spaced. The two principal sets strike north-south
and N. 80o W., and both are nearly vertical.

The outcrops of this locality indicate that the rock is too variable
in color and grain pattern to be suitable for dimension stone; however,
it should yield good crushed stone.

ANNANDALE QUARRY

The Annandale quarry is located on U. S. Route 50 about 2 miles
west of Annandale in Fairfax County, on the west bank of a small branch
of Accotink Creek (Fig.2). The pit was started where the stream had
undercut its bank anci is about 300 feet.north of the Little River road.
The quarry faces are aligned with the two major joint surfaces o{ the
rock. Each face is about 40 feet long and 40 feet high, which is about
the maximum height possible above creek level. The overburden is
residual clay, ranging from 4 to 16 feet in thickness.

When examined the quarry was being operated by the Fairfax
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Granite Company of Fairfax, Virginia. The products were rough
block stone and slabs. The latter averaged 24 x 15 x 4 inches in size.

The granite in this quarry is a uniform, massive, bluish-gray rock.
The average content of the rock is about 25 to 30 per cent quartz, 15

per cent mica, and 60 per cent {eldspar. Most of the mica is biotite.
The feldspar is mainly microcline with small amounts of albite-oligo-
clase. The feldspar grains average between 0.05 and 0.1 inch in length.

The rock has some schlieren that contain very little mica. The feldspars

of the schlieren are similar to those in the main body of the rock. The
schlieren weather to a cream-gray color.

The rock in the quarry is cut by jo nts that strike N. 50' W. and N.
30" E.; and dip 80" N. and BOo W., respectively. An eastward-striking
vertical joint is also present.

Fernpex CouNrv

FAIRFAX TRAP QUARRY

The Fairfax Quarries, fnc., operates a quarry in trap rock a short
distance east of Bull Run Creek, along U. S. Route 211 between Fair-
fax and Warrenton (Pl. 1). The production of this quarry, which has

a capacity of 75 tons per day, is for road construction and consists of
crushed materials ranging from rock particles an inch in diameter to
rock dust. The equipment includes a jaw crusher, rotary screens, and
a storage bin.

The rock is a grayish-black, medium-grained diabase of Triassic
age. It is uniform in texture, fresh, and very tough. The quarry walls
are parallel to the principal joints. One set strikes N. 10o W., with
spacing intervals of 1 to 2 feet. The other set strikes N. 80o E., with
wide spacings. Sheets ranging from 1 to 3 feet in thickness are very
distinct. The over:burden, from I to 4 feet thick, consists of brown
clay containing diabase boulders.

occoguAN QUARRTES

The Smoot Sand and Gravel Corporation of Washington, D. C.,
has operated two granite quarries on the north side of Occoquan Creek,
a short distance from the bridge on State Highway 123 at Occoquan,
in Fairfax County, on land owned by Clark & Son of Occoquan (Pl.
1). The rock was used f or riprap by the United States Engineers
Office and was shipped from Occoquan by water. The quarries were
not being worked at the time of the writer's visit.

JJ
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Quarry No. 1 is located a few hundred feet west of the highway
bridge. The floor of the quarry is about 75 f.eet above creek level and
the cut extends into a bluff. The north wall is about 100 feet high and
shows fresh rock to within 3 feet of the top. The main quarry face is
250 feet long and extends N. 60" E. The overburden is clay. The
least weathered rock is in the middle of the north wall. The east and
west walls show some decayed rock.

The rock is a porphyritic granite gneiss, consisting of pink micro-
cline phenocrysts up to an inch in diameter, enclosed in a groundmass
which is mostly quartz. Plagioclase is scarce and consists of albite-
oligoclase. Biotite is the principal mica, but chlorite and muscovite are
present. The micas show a distinct parallel arrangement and locally are
abundant, although the average mica content is about 10 per cent.
Quartz constitutes about 30 to 35 per cent of the rock by volume.

Locally due to shearing, the rock has become a chlorite-mica schist.
In this facies the principal minerals are chlorite, biotite and muscovite.
Near the middle of the main quarry the rock is coarsely porphyritic
with microcline phenocrysts 2 inches in length. In this facies the qtTartz
is of two kinds: bluish ellipsoidal phenocrysts about a quarter of an
inch in length, and a sugary variety. The minerals present are micro-
cline, quartz, and a small amount of albite-oligoclase. A quartz vein
about two feet wide, and concordant with the schistosity, was noted.
Sorne .loose granite blocks show pegmatite dikes up to several inches
in thickness. The pegmatite is associated with the schistose facies of
the rock. The east wall contains a band of chlorite schist 2l feet wide.
The schistose facies strikes N. 30' E. and dips 85" or less to the west.

The principal joints follow the schistosity in strike and dip and
their spacing ranges from a few inches to about 3 feet. Flat or horizon-
tal joints, normal to the plane of schistosity, are abundant and are
spaced at varying intervals. A vertical joint near the middle of the
north base of the quarry, striking N. 50' W., shows very smooth walls.
Another vertical joint strikes N. 15" W.

Quarry No. 2 is located directly north of the highway bridge, about
500 feet east of quarrv No. 1. It is about 150 feet long parallel to the
creek and 100 feet wide in the opposite direction. The rock in this
quarry is more schistose and variable than that in quarry No. 1. The
schistosity strikes N. 35" 8., and dips steeply to the west. Both the
east and west walls follow the schistosity. The north wall is about 100
feet high and hard rock extends nearly to the grass roots, but the upper
15 to 20 feet is weathered. Most of the ioints follow the schistositv
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and are spaced at intervals ranging from a few inches to 3 feet. One
set, less prominent, strikes N. 60' W. and dips 45' N. Horizontal or
flat joints at right angles to the schistosity also are common.

The rock is mainly a biotite granite gneiss cgntaining locally sheared
zones and schistose bands. Quartz, in the form of elongated, bluish
phenocrysts a quarter of an inch in length, is conspicuous. Locally,
albite-oligoclase also forms white phenocrysts which are unlike those in
the rock of quarry No. 1. Grains of calcite are common. In places

the feldspars have been rolled into thin sheets 0.05 inch in length. A
body of chlorite-biotite schist, 40 feet wide, is exposed in the eastern
part of the quarry.

LouoouN CouNrv

BELMONT TRAP QUARRY

The Belmont trap quarcy is located on the east side of Goose

Creek,4 miles southeast of Leesburg in Loudoun County (Pl. 1). It
was first opened about 1BB0 and has produced both building stone and
crushed stone. During recent years its product has been crushed stone

for road metal and railroad ballast. The rock is diabase, an intrusion
in Triassic sediments. Outcrops of the diabase extend southward to
Bull Run in Fairfax County, a distance of about 15 miles. Robertsl8
has described the quarry and the geology of the area in which it is

located.
The principal ieldspar of the diabase is labradorite. Shannon2l

reported the following average analysis of Goose Creek diabase from
this locality: Silica 51.56 per cent, alumina 13.81 per cent, ferric oxide
0.96 per cent, ferrous oxide 11.32 per cent, magnesia 7.4O per c€nt,
lime 10.08 per cent, soda 2.OB per cent, potash 0.96 per cent, titanium
oxide 1.4B per cent, phosphorus pentoxide 0.16 per cent, and manganous
oxide 0.19 per cent. The U. S. Bureau of Public Roads has reported
the following mineral analysis of the diabase: Essential minerals,
plagioclase 48.30 per cent, augite 41.70 per cent; accessory minerals,
magnetite 3.30 per cent, apatite 0.50 per cent; and secondary minerals,
chlorite 40.0 per cent, kaolin 2.0 per cent, and biotite 0.2 per cent.
Results of physical tests on samples of this stone, as given by Roberts,
are listed in Table 27.

35
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LOVETTSVILLE-TAYLORSTOWN TRAVERSE

The Lovettsville-Taylorstown traverse, between Lovettsville and
Taylorstown in northern Loudoun County, is underlain by Catoctin
greenstone and outcrops are scarce (Fig. 3). Local strips are underlain
by granite gneiss which is shown as Marshall granite on the Geologic
map of Virginia (1928).

o | 2 sMilesYr r i .

Frcunr 3.-Index map of the Lovettsville-Tavlorstown traverse. Loudoun
County, Virginia- 1-2, 4,'5,7,9, Catoctin greensto'ne; 3, 8, 10a, granite gneiss;
6, 10b, pegmatitic granite; lI, greenstone schist. Base from U. S. Geological
Survey topographic map of the Thorofare Gap quadrangle.

The widest belt of granite gneiss, about a quarter of a mile wide,
occurs about 2 miles northeast of Lovettsville and about the same dis-
tance northwest of Taylorstown. The gneiss is high in quartz. Some
has more potash feldspar than soda-lime, whereas some has a considerable
content of both. Narrow pegmatite dikes containing blue quartz are
common. Petrographic data on the outcrops examined in this traverse
are given in Table 1.

MIDDLEBURG AREA

In the vicinity of Middleburg, exposures of granite and granite
gneiss were examined, along U. S. Route 50, from a tributary of Goose
Creek about Ifu miles west of town to a point about 2l miles east of
town (Fig.4). Petrographic data on the rocks in this traverse are
given in Table 2.

Most of the outcrops are of strongly foliated biotite granite gneiss
in which microcline is the dominant feldspar. Exposures about half a
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A, Quarry in Triassic diabase,
Virginia Geological Survey
zonite grreiss rrear R.d H ill,
Superior Stor.re Company.

BulurrN 64 Prerc 3

D

near Catlett, Fauquier County, Virginia. (From
Bulletin 54.) B, Red Hill quarry in quartz mou-
Albemarle County, Virginia. Photograph courtesy
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B.

A, Quarrf irr Triassic cliabasc, r.rear Catlett, Fauquier Count-v, \'rirginia. (lrrom
Virginia Geological Susvel'Rulletin 54.) B, Red Hill quarry in quartz mou-
zonite glciss near Red Hill, -\lbemarle Countl', Virgiuia. Photograph courtesy
Superior Stor.re Compall'.
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mile east of town contain angular quartz which is unevenly distributed
and gives the rock the appearance of a Ioliated arkose. A fine-grained,
faintly foliated granite is exposed in a cut about three-fourths mile west
of town.

o,,,,! ? ?Miles
Frcune 4.-Index map of the Middleburg area, Loudoun and Fauquier counties,

Virginia. 1, 13, Catoctin greenstone; 2, muscovite schist; 3-8 foliated granite;
7, biotite schist; 8, 11, 12, biotite granite grreiss; 9-10 arkose. Base from U. S.
Geological Survey topographic map of the Thorofare Gap quadrangle.

None of the rocks in the vicinity of Middleburg are suitable for
dimension stone, but they would yield crushed stone. Exposures of
Catoctin greenstone east and west of the area examined offer additional
sources of crushed stone.

Feuguren CouNry

MARKIIAM-THE PLAINS TRAVERSE

Exposures of granite and other crystalline rocks were examined by
the writer along State Highway 55, betli'een Nlarkham and The Plains,
covering a traverse about fifteen miles in length (Fig. 5). Petrographic
descriptions of the rocks studied along this traverse are given in Table
3.

The area between Markham and the northwestern base of Little
Cobbler Mountain is underlain by a massivet grdy, coarse-grained horn-
blende gr4nite, similar to that forming the core of much of the northern
part of the Blue Ridge in Virginia. Potash feldspar is dominant in this
rock. An isolated occurrence of this same rock, having a pale-pink
color, was noted about a mile northeast of the northeast end of Little
Cobbler Mountain. The area between the northeastern base of Little
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Cobbler Mountain and a point alotg the highway about 2 miles southeast
of Delaplane is underlain by typical Catoctin greenstone which here
consists mainly of chloritic, basaltic schists. About midway between
Delaplane and Marshall, a fine-grained, foliated sericite schist, which
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looks like a felsite, is exposed in a northeasterly trending belt about lfu
miles wide. Foliated phyllite is exposed from a point about a mile west
of Marshall to a point about 2 miles east of that town, except at a loca-

tion about ll miles east of town, where fragments of coarse-grained
granite containing blue quartz occur in the residual soil.

Diabase or trap rock has been quarried on the north bank of Cedar
Run near Catlett (P1.3A), and at other localities between Catlett and
Calverton.

The coarse-grained granites northwest of Little Cobbler Mountain,
between there and Markham, and the exposure about a mile northeast

of the mountain may offer possible sources of dimension stone. These

sites would afford excellent crushed stone.

ReppeHeNnocK CoUNTY

WASHINGTON-BEN VENUE TRAVERSE

The Washington-Ben Venue traverse, from Washington eastward
along U. S. Route 21.I, through Ben Venue, Rappahannock County,
about six miles in length (Fig. 6), is underlain entirely by the Marshall

39

Frcune 6.-Inde* map of the Washington-Ben Venue traversg
Rappahannock County, Vlrginia. 1, Catoctin greenstone; 2-7a 8,
granite gneiss; 7b, massive gabbro; 9-13, porphyritic granite. Bas.e
from U. S. Geological Survey topographic map of the Luray quad-
rangle.

Ben Venue

RAPPAHA
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granite, as shown on the Geologic map of Virginia (1928). Petrographic
data on the rocks examined along this traverse are given in Table 4.

Most of the rocks in this area are granite gneisses and augen granite
gneisses, nearly all of which show marked foliation. In most of the
samples examined, potash feldspar is more abundant than the soda-lime
variety and the quartz is either blue or violet. The bluish quartz is
characteristic of pegmatitic facies of the Marshall granite. Because of
their variable mineral content, state of decomposition, and foliation,
none of the outcrops in this section offer sources of dimension stone, but
crushed rock could be obtained from most of the larger exposures.

Fnnornrcrssunc AnBe

GENERAL GEOLOGY

A quartz diorite gneiss is the principal rock underlying the Pied-
mont province at Fredericksburg. It is well exposed in the rapids of
Rappahannock River in the Fall Zone and along the near-by bluffs.
Granites occur along Hazel Run about 1 mile southwest of Fredericks-
burg and on the south bank of the Rappahannock about 2rl miles north-
west of the city. The location of the quarries in the Fredericksburg area
is shown in Plate 1 and Figure 7.

The quartz diorite gneiss of the Fredericksburg area is a rather
evenly banded rock. Dark-colored minerals are dominant, and light-
colored bands, averaging about 0.2 inch in width, generally are not
continuous. Several samples had the same mineral constituents which
include hornblende, biotite, albite-oligoclase, and qlJartz.

An analysis of the gneiss was published by Watson2s as follows:
Silica 68.45 per cent, alumina 10.00 per cent, ferric oxide 5.71 per cent,
ferrous oxide 2.59 per cent, magnesia 3.26 per cent, lime 6.20 per cent,
soda 1.98 per cent, potash 1.18 per cent, and water O.62 per cent. A
recalculation of this analysis into minerals gave the following results:
albite 16.64 per cent, anorthite 2.98 per cent, biotite 13.40 per cent,
hornblende 35.99 per cent, and quartz 30.86 per cent.

The quartz diorite gneiss has not been quarried. It would be
suitable for riprap and crushed stone. Exposures of fresh rock in
bluffs about 100 feet high are located near the river and both quarrying
and hauling could be done at a low cost.
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TAYLOR QUARRIES

The Taylor quarries embrace five granite quarries along the
south side of Rappahannock River, about 2/z miles northwest of the
city on the M. F. Taylor estate, upstream fro.m the power dam.
They were worked by Cartwright and Davis about 35 years ago,

4I
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FREDE(ICKSBUR\$

8 Abandoned quarfy

ol
I

Froune 7.-Index map of the Fredericksburg area, Spotsylvania and Stafford
counties, Virginia, showing location of granite quarries and prospects. 1, Taylor
quarries ; 2, Hazel Ruri quarries. Base from U. S. Geological Survey topographic
map of the Fredericksburg quadrangle.

and the stone was used extensively for monuments. The blocks
were shipped by canal boat to Fredericksburg, where they were
polished for.the market.

z Miles'I
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None of the granite bodies in which the quarries are located
appear to be more than 2A0 feet in width. The granite masses are
bordered by quartz diorite gneiss into which they are injected.
Narrow dikes and sills of granite project into the gneiss, and frag-
ments of gneiss form inclusions in the granite. The grain and
mineral content of the granite do not appear to change along its
contact with the gneiss.

The granite is dark-blue, has a fresh vitreous luster, and is
massive with no gneissic or schistose structures. The average feld-
spar grain has a maximum length of about 0.15 inch. The dark-blue
color is due to minute flakes of dark-colored mica scattered through
gray-white feldspar. The minerals present include microcline,
albite-oligoclase, quartz, biotite, and muscovite. Near the contacts
with the quartz diorite gneiss, small amounts of epidote, in minute
grains, are present. Microcline is the principal feldspar. Small
pegmatite dikes from I to 2 inches in width are rather common.
They contain orthoclase, microcline, oligoclase, biotite, muscovite,
and magnetite, with orthoclase being more abundant than micro-
cline. The plagioclase of the pegmatite has more lime than that
of the granite.

Quarry No. t has a face 65 feet long and 1@ feet high. The
rock has neither pegmatitic nor gneissic inclusions. Joints are
scarce, but vertical joints, striking N. 15o E. and N. 80o E., were
observed.

Quarry No. 2 is about 300 feet west of quarry No. 1. The pit
is 100 feet high by 150 feet square. About 20 per cent of the blocks
on the dump show pegmatite dikes. Vertical joints, striking N.
15o E., and others, striking l{. 80' E. and dipping 85o N., were
observed. Outcrops of g'neiss occur between quarries Nos. 1 and 2.

Quatry No. 3 is about 300 feet west of quarry No. 2. The pit
was flooded at the time visited. Granite blocks on the refuse heap
are free from flaws such as veins and inclusions. Joints noted had
a strike of N. 30" E.

Quarry No. 4 is about 500 feet west of quarry No. 3 and about
0.8 mile west of the canal locks built of the local granite about 100

years ago. The pit, which has an area of 25,W square feet, u'as
flooded at the time of the writer's visit. Vertical joints, striking
N. 35" W., N. 40o E., N. 75' W., N. 10o E., and N. 65o, were ob-
served. One set strikes N.22" W. and dips 85" W. The south wall
of the quarry is parallel to the vertical joint, striking N. 65" W.
Pegmatitic material coats a joint striking N. 85' E. ,and dipping
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70" N. Pegmatite dikes are common and inclusions of gneiss are
also abundant. The rock in the middle of the quarry face is free
from flaws. The overburden is residual cray.

Quarry No. 5 is about 200 feet west of quarry No. 4, near the
borderline of the property. The pit has an area of 1,500 square
feet. The rock in the quarry and blocks on the dump are of good
color and luster, free from the usual flaws, inclusions and pegmatite
dikes. The joints noted were all vertical and trend N. 30' W.,
N.75'W., and N. 15" W.

]iAZEL RUN GRANITE

Outcrops of a light-gray granite are scattered along Hazel Run
about 1 mile southwest of Fredericksburg, and several o1d pits are
located along the tracks of the Richmond, Fredericksburg & Poto-
mac Railroad (Fig. 7.). Stone from a pit north of the tracks was
used in the Presbyterian Memorial Chapel in Fredericksburg, built
some years ago. No stone has been removed in recent years.

The Hazel Run granite is not the same as the granite on Rap-
pahannock River. It contains considerable mica, both light- and
dark-colored varieties. Garnet is present in variable amounts. The
average mineral content is about as follows: mica, with small
amounts of garnet, 5 per cent; quartz 25 per cent; and feldspar 70
per cent. Microcline is the principal feldspar and albite-oligoclase
is also present. The feldspar grains average about A.2 to 0.3 inch
in length.

Shear effects and some parallelism of the minerals were notice-
able, especially in the micas. The schistosity strikes N. 10o to
20" 8,, and either dips steeply to the west or is vertical. Vertical
joints, striking N. 30" W. and N. 75' W., and others, striking north-
south and dipping steeply to the west, were observed. Generally
they are spaced more than 5 feet apart.

Numerous pegmatite dikes, up to a few inches in width, cut
through the rock. Their minerals include microcline, orthoclase,
quartz, and a little biotite. No plagioclase was found.

Curpernn Anue

TWIN MOUNTAIN TRAP 9UARRY

The Twin Mountain quarry, formerly known as the Buzzard
Mountain quarry and later as the Catlin quarry, is located about 1

mile east of Buena and about the same distance west of the main
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line of the Southern Railway, between Culpeper and Orange (Pl.
1 ). It was first worked about fifty years ago for stone f or railroad bal-
last and bridge abutments. From 1919 until 1926 the main product was
railroad ballast. During L926 dimension stone was produced and,
in addition to rough blocks used in retaining walls and buildings,
polished base courses from this quarry were used in the construc-
tion of the Chevy Chase Bank and Shannon-Lucks Building in
Washington, D. C.

The quarry is connected with the main line of the Southern
Railway by a spur track. The equipment consists of a 30-ton der-
rick, with a mast and a 60-foot boom of wood and 12-foot bull
wheels; an overhead crane; a S0-horsepower boiler; 3 drum-hoisting
engines ; a 350-pourid steam-driven air compressor; a steam drill;
two polishing machines; a sand-blasting machine; a |,2ffi-gpm.
centrifugal pump; a 2O,@O-gallon water tank; and a mill house.

The rock in which the quarry is located is a hypersthene dia-
base stock of Triassic age. The quarry and rock have been de-
scribed by Robertsle, and an analysis of the diabase listed by him
is given in Table 28. The rock is dark-gray and even textured.
The minerals include labradorite, augite, minor amounts of hyper-
sthene, magnetite, and biotite. The feldspars form laths in a
groundmass of pyroxene. The augite grains are more distinct than
the feldspar, the largest grains being about three-sixteenths inch
in length. The rock is fresh to within a few inches of the surface.
The overburd.en averages less than a foot in thickness, and a con-
siderable area of bare rock exists. At the quarry the rock surface
dips about 5o to the northwest.

Joints are scarce, but at the east end of the quarry one strikes
north-south and another N. 65' E. Both are vertical. The rock is
reported to break most easily along horizontal surfaces and on ver-
tical planes striking N. 50" E. Results of physical tests made on
samples of diabase from this quarry by the U. S. Bureau of Public
Roads, are given in Table 27.

The rock of this quarry is highly recommended for dimension
stone. It takes a good polish and is very durable. It is similar to
the Gettysburg, Pennsylvania, granite.

SPERRYVILLE-BOSTON TRAVERSE

The Sperryville-Boston traverse extend.s from Sperryville, Rap-
pahannock County, southeastward along State Highway 522-3

through Woodville and Boston to a point about midway between
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Boston and Culpeper, Culpeper County, a distance of about 16 miles
(Fig.8). At Sperryville it connects with the Thornton Gap-Sperry-
ville traverse. The Sperryville-Boston traverse is in the area un-
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derlain by Marshall granite as shown on the Geologic map of Vir-
ginia (1928). All the rocks in this traverse have been severely
folded. They range from basic schists to acid gneisses and include
rocks of both igneous and sedimentary origin. Petrographic data
on the rocks are given in Table 5. None of these rocks are suited
for dimension stone. The State Department of Highways formerly
operated a quarry for road metal in granite gneiss along Hazel
River, about 211 miles southeast of Boston.

Cnenrorrnsvnre AnBe

sHADwELL guennv*

The Charlottesville Stone Corporation has an active quarry
about 3rl miles east of Charlottesville and about three-fourths
mile west of Shadwell, just south of U. S. R,oute 250 (Fig. 9). The
quarry is about midr,vay between the highway and the main line of
the Chesapeake and Ohio Railway, with the main operation being
in the southwestern slope of a small hill east of a southward-
coursing tributary to Rivanna River. Crushed stone is produced
for road building, concrete, bridge foundations, and other uses.
The crushing plant has a capacity of 7,000 cubic yards per month
and the sizes of the products marketed range from rock dust to
3-inch particles.

The quarry is in the Catoctin greenstone of pre-Cambrian age.
The rock is a ma.ssive, dense, fine-grained, greenish-gray metabasalt
having a conchoidal fracture and containing chiefly chlorite and
secondary amphitroles (hornblende, actinolite and tremolite). Dis-
coid flattened bodies of chlorite, 0.5 to 1.0 inch in diameter, are
common. Quartz and epidote, in irregular veinlets and small
masses, occur locally. The greenstone is amygdaloidal and the
amygdules commonlv are filled with quartz and ringed by epidote
or chlorite. Unakitic material occurs locally in small veins or dike-
like bodies, from about 3 to 15 inches wide, generally along or near
small fracture zones containing decomposed, schistose greenstone.

Jointing is well developed. Of the joints observed one set strikes
N. 70' to B0o E. and dips 76 SE., another strikes N. 18" b 2A" E.
and dips 16" SW., with a nearly horizontal or flat joint striking N.
40" W. The stream along which the quarry has been opened florvs
S. 18' to 20" E., apparently along a joint, the dip of which was not
recorded. The spacing interval between joints ranges from 3 to 10

-B" A. A. Pesau and W. M. McGill.
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feet. The overburden, mainly clay, ranges from about 2 to 5 f.eet
in thickness. Locally, along or above weathered zones or enlarged
joints filied with decayed rock, thicknesses of B to 10 feet or more of
soil and weathered material overlie fresh bedrock.

MooRES cREEK gueRnv*

Fox Brothers are operating a small quarry along Moores
Creek, about half a mile south of Belmont Park in the southeastern
part of Charlottesville. The quarry is located on the south side of
the creek in the north end of a small hill, about midway between
the old and new Chariottesville-Scottsville roads (Fig. 9). It is
just west of the old Thomas quarry, formerly operated by the Char-
lottesville Stone Corporation, and about half a mile east of.the old
Berkeley quarry. The quarry was opened about 1936 and its main
products are crushed stone for use in concrete and as road metal.
Material marketed ranges from rock dust to particles 2l inches
in diameter.

The quarry is in the northeasterly trending belt of Catoctin green-
stone which, as shown on the Geologic map of Virginia (1928), forms
Carter and Southwestern mountains and underlies relatively narrow
belts of land paralleling these mountains. The greenstone at the quarry
site is a massive, dense, fine-grained, dark greenish-gray rock, similar
to that in the Shadwell quarry of the charlottesville Stone corporation,
but it contains less chlorite and minor amounts of pink microcline.
Small cubes of pyrite were observed in some specimens. Small masses
of quartz occur locally and narrow quartz or quartz-epidote veins are
common, generally along or parallel to joints, with which they agree
in strike and dip. Joints, having a spacing interval of from 1 to 3 feet,
were observed striking N. 35. to 40o E. and dipping 41" SE., and
striking N. 35" to 40o W. and dipping 51" NW. Other joints, with
spacing intervals of 8 to 10 feet, strike N. 5Zo 8., with a dip of 53.
NW., and'N. 35' W., with a dip of 78. NE. Another was recorded
striking N. 60' E., with a dip of 48o NW., and a vertical joint had a
strike of N. 30' W. Local enlarged portions of joints and small
crevices in the upper part of the quarry face, just beneath the over-
burden, are filled with decornposed or schistose material. The thickness
of the red clay overburden ranges from about Z to 5 feet.

-8" A. A. Pegau and W. M. Mccill.
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MoNTTcELLo guennvx

An inactive quarry, formerly operated by Fox Brothers, is located
at the northwestern base of Carter (Monticello) Mountain, on the south
side of Moores Creek just outside the Charlottesville City limits (Fig.
9). The rock here is an amygdaloidal metabasalt of the Catoctin forma-
tion. The amygdules contain calcite and locally epidote. The principal
joint strikes N. 35' E. and dips 70" E.

TlroMAS guannvs

The old Thomas quarry, operated by the Charlottesville Stone Cor-
poration from about 1930 to 1936, is located on the south side of Moores
Creek just east of the quarry now being operated by Fox Brothers
(Fig.9). The quarry is in the same belt of greenstone as are the
Berkeley, Monticello, Moores Creek, and Charlottesville Stone Corpora-
tion quarries, and the rock is similar to that in the Fox Brothers quarry
above described. Crushed stone was obtained from this operation.

BERKELEY guannv*

The old Berkeley quarry, abandoned about 1931, is located. on
Moores Creek, just west of the old Charlottesville-Scottsville road,
about half a mile south of the present city limits of Charlottesville (Fig.
9). The quarry is in the same belt of Catoctin greenstone as are the
other quarries in the vicinity of Charlottesville, as shown on the Geologic
map of Virginia (1928). The rock is a massive, dense, fine-grained,
greenish-black metabasalt having a conchoidal fracture. The minerals
include labradorite, augite, and minor amounts of chlorite. Pyrite,
and chalcopyrite-bearing quartz veins about 4 inches wide, striking N.
30o E. and dipping 45o E., are common. They are slightly offset by
the principal joints. The most prominent joint strikes N. 50" to 7Oo W.
and dips 45" W. Also observed were two vertical joints, one striking
N. 55" W., and the other, which locally is slaty, N. 35' E. The over-
burden, clay, is about 3 feet thick. Results of physical tests on samples
of rock from this quarry, made by the State Department of Highways,
are given in Table 27.

49

*By W'. M. McGill.
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RED HrLL guennv*

The Superior Stone Company has a large quarry on the south-
east slope of a small hill, about half a mile northeast of Red Hill in
Albemarle County and about six miles southwest of Charlottesville.
The quarry is on the rvest side of the main line of the Southern Rail-
way, approximately opposite the southwestern end of Dudley Moun-
tain (Pls. I and 4). Opened in the fall of.194O, alter a detailed study
of the area, the plant is under the able management of experienced
crushed stone operators. Railroad ballast and crushed stone
for a variety of uses, are produced. Efifrcient machinery and equip-
ment, a well-planned layout, modern operating devices, safety measures,
and other facilities permit of the production of large quantities of stone.
The quarry and plant (Pl. 3B) were described in the April, 1941, issue
of. Rock Prodwctsga, from which the following description is taken.

Primary drill holes Uf inches in diameter are sunk with Ingersoll-
Rand tripod type drills and, despite unfavorable topography requiring
bracing and supporting timber, well drills are used to sink 8-inch blast
holes. Jackhammers are used for secondary drilling. Excavating is
done by a Bucyrus-Erie steam shovel, from which stone is hauled to the
primary crusher by Easton side-dump, semitrailers pulled by 95-horse-
power Ford tractors. These semitrailers are dumped by an Easton
pneumatic hoist. Primary crushing is done by a Traylor Bulldog jaw
crusher rvhich discharges a minus 7-inch product onto a 36-inch belt
conveyor feeding a scalping screen-a large 6- by 10-foot Robins Gyrex
double-deck vibrating screen. Separations from the scalping screen are
fed to each of two secondary crushers and products from them go to
the washing and sizing units and then to stock piles. All stone is
washecl. Manually operated gates and belt conveyors permit of direct
loading of any one size or a mixture of several sizes of stone into rail-
road cars or trucks.

A large open reservoir constructed by damming a near-by surface
stream affords an ample supply of water for the washing plant, which
uses 600 gpm., fire protection, and other emergency needs. Fire-fight-
ing equipment and novel "grenade type" extinguishers have been in-
stalled throughout the plant and adjacent to quarry operations.

The quarry is in an even-granular to porphyritic, medium-grained,
light- to dark-gray rock, composed essentially of feldspar, quartz, and
biotite. The rock may be described as a quartz monzonite gneiss and
may be a facies of the Lovingston granite gneiss, briefly described under

tBy A. A. Pegau and W. M. McGill.
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the Afton-Shelton-Charlottesville traverse. The feldspar commonly is
oligloclase, r,vith varying but minor amounts of microcline. The quartz
is gray to purple and locally occurs in small streaks and veins. Biotite
is evenly distributed or segregatecl in blotches. Epidote, generally with
pink microcline, occurs in places in small veins or dikelike rnasses and
yields a unakitic-like rock. Joints are well developed. Of those noted,
two were flat or horizontal joints and another, rather prominent, had a
strike of N. 15' b 2A" E. and a dip of 80" to 85' SE. Others, vertical
or nearly so, were observed striking 11.22" E., N. 0" E., N. 10'to 15o

W., and north.

CIIARLOTTESVILLE-AFTON TRAVERSE

The Charlottesville-Afton traverse extends from Charlottesville
west, along U. S. Route 25O, and roughly parallel to the main line of
the Chesapeake and Ohio Railway, through Ivy and Crozet to Afton, a
distance of about 23 miles (P1.4). Petrographic data on the different
rocks along the traverse are given in Table 6.

Most of the area between Charlottesville and the Blue Ridge at
Afton is underlain by granite gneiss and Catoctin greenstone of pre-
Cambrian age and by phyllite, mica schist, and related rocks of the
Loudoun formation of Cambrian age, all striking northeastward. Nearly
all of the foliated pre-Cambrian granite gneiss, shown on the Geologic
map of Virginia (1928) as Lovingston granite gneiss, is quartz mon-
zonite. The principal feldspar of the gneiss is oligoclase-andesine.

Some of the foliated gneisses contain no potash feldspar, but they gen-

erally contain muscovite.
An unusual exposure of massive, coarse-grained .granite, with al-

most no foliation, occurs on Lickinghole Creek, along the Crozet-Jarmans

Gap road and near the Chesapeake and Ohio Railway, about 2/z miles
west of Crozet. There are in this traverse no outcrops of massive, gray-
green granodiorite such as are common in the northern part of the Blue
Ridge region in Virginia.

None of the granite gneisses of the Charlottesville-Afton traverse

are suitable for dimension stone and most of the outcrops are too foliated

and decomposed to yield good crushed stone. The Catoctin greenstone

of the belt east of Charlottesville and that of the Blue Ridge region

generallv yield good crushed rock.

JI
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AFTON-SH ELTON-CHARLOTTESVILLE TRAVERSE

The Afton-Shelton-Charlottesville traverse embraces numerous ex-
posures of crystalline rocks examined along State Highways 151 and 6,
from Afton southward via Avon and Martins Store to Shelton, and
thence northeastward along U. S. Route 29, through Covesville, North
Garden and Red Hill to Charlottesvitle (Pl. 4). This traverse covering
about 42 miles, is shown on the Geologic map of Virginia (1928) as

being underlain mainly by Marshall granite and Lovingston granite
gneiss. The studies by the writer did not disclose any distinctions be-
tween these two rocks in this area. Nearly all of the exposures in the
area covered by the traverse are gneissic. Petrographic data on the
rocks examined are given in Table 7.

The Marshall granite has been described as "pink to green granite
and quartz monzonite; injected by a pegmatite with blue quartz; in-
cludes some other pre-Cambrian rocks."24 The Lovingston granite
gneiss has been designated as including augen gneiss and biotite-qtartz
monzonite.

If a pink to green color is distinctive of the Marshall granite, much
of the traverse from Avon to Martins Store, about B/z miles, is under-
lain by this unit. In this part of the traverse the granite contains pri-
mary, violet-colored quartz. Quartz monzonite occurs about half a mile
south of Avon. A11 other exposures of granite are normal potash
granites in which potash feldspar is definitely more abundant than
plagioclase. The sheared foliated granites, in which biotite and mus-
covite are abundant as secondary minerals, generally contain no potash

feldspar. Secondary biotite is abundant in most of the exposures be-

tween Martins Store and North Garden. This is a common character-
istic of the Lovingston granite gneiss. Porphyritic facies, in which
large ellipsoidal feldspars are embedded in a mashed and foliated ground'
mass, occur locally throughout the area of the traverse. A pink granite

crops out on U. S. Route 29 about 3 miles north of Covesville.

An interesting exposure of a coarse-grained, granitic conglomerate

along U. S. Route 29, aboutll miles southwest of Charlottesville, may

represent the basal beds of the Loudoun formation. Residual boulders

of unakite occur about 3l miles southeast of Charlottesville. The oc-

currence of secondary unakite in granite or granodiorite in close prox-
imity to bodies of greenstone has been observed elsewhere.

None of the exposures in the area covered by this traverse show

rock that would be desirable for dimension stone. The pattern of the

rock is too variable, due to shearing and the development of secondary
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foliated minerals. Nearly all the exposures in which mica is a minor
constituent offer sources of good crushed stone. A small quarry on the
east side of State Highway 151, on the western slope of Perry Mountain
a short distance north of Martins Store, has produced crushed stone
from a granite containing about 30 per cent biotite. Recently a large
crushed stone quarry has been opened by the Superior Stone Company
in a quartz monzonite gneiss, thought to be a facies of the Lovingston
granite gneiss, about half a mile northeast of Red Hill station on the
Southern Railway.

Goocnr,emo Couxrv

COLUMBIA QUARRY

The Columbia quarry, now inactive, is located just east of Colum-
bia along the Fluvanna-Goochland County line (Pl. 1). It was described
by Taberz2 under the name of the Cowherd quarry. The pit, which has a

maximum depth of about 60 feet and a floor area of 20,000 square feet,
is in a hillside.

The quarry is in a quartz-diorite gneiss. The gneissic structure
strikes approximately N. 25' E. and dips steeply to the east. Biotite,
which forms dark-colored bands about 0.04 inch wide and several inches
long, constitutes about 20 per cent of the rock and quartz about 40 per
cent. The feldspars are mainly albite-oligoclase and oligoclase. The
general texture of the rock is quite uniform. Qaartz and calcite veins,

one 10 inches wide, are aligned with the gneissic structure. An analysis

of this rock, published by Taber, is given in Table 28.

Rrcslroxu AnBe

LOCATION

The Richmond granite area lies between the Triassic coal-bearing
basin on the west, and the sediments of the Coastal Plain on the east.

It embraces parts of Hanover, Henrico, Goochland, and Chesterfield
counties and has a width ranging from about 5 to 15 miles. The
granites of this area show marked similarity and are believed to be part
of a large body of granite extending southward through Petersburg
into North Carolina, and designated as Petersburg granite on the

Geologic map of Virginia (1928). The granites and former producing
quarries of this area have been described by Watson2T and the location
of most of the quarries is shown in Plate 1 and Figures 10, 11, and 12.

JJ
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The Richmond area was formerly a large producer of block stone
for building and paving. From it came stone for the State Capitol and
U. S. Post Office in Richmond, and for the State, War, and Navy
Building in washington. A number of beautiful residences built of
rough blocks of local granite can be seen in that section of Richmond
north of Cary Street and west of the Atlantic Coast Line Railway.
The use of stone from this area for buildings, especially residences,
should be revived. Homes built of granite have beauty and durability,
and can be made very comfortable by modern devices and installations
such as air conditioning and rock wool insulation. The Richmond
granite area supplies a large volume of crushed stone for highway, rail-
road, and other construction uses.

TI{E GRANITES

All samples of granite from the Richmond area are biotite-bearing
and contain more potash feldspar, microcline as a rule, than plagio-
clase, as shown in Tables 8, 9, and 10. The plagioclase ranges from
albite to oligoclase. Oligoclase is rare. In some samples no plagioclase
was found. Quartz averages about 25 per cent of the rock.

Most of the granite is gray .w'ith a sprinkling of pink feldspar.
Many grains lack crystal faces, but a sprinkling of large pink crystals
with faces is common. The smaller crystals average less than 0.1 inch in
diameter, whereas the larger ones are about twice that size. Locally,
the gray granite is intruded by a finer grained, blue granite, exposures
of which are scarce. A good contact of the two can be seen in the
Forest Hill Park quarry on the south side of James River (Fig. 10).

Pegmatite dikes are present in nearly all exposures of granite.
They are sheetlike bodies with nearly plane rvalls, commonly less than 6
inches in width. They have about the same minerals as the rock in
which they are found, with gray orthoclase and pink microcline being
the principal feldspars. Soda plagioclase is present in small amounts.
Some of the pegmatites contain small cavities.

The granite of the Richmond area rarely shows shear zones or
crushed elongated grains. It is massive and commonly has a nearly
horizontal, wavy sheet structure. Joints are u'ell developed. Most of
them are vertical and strike in northeasterly and northwesterly direc-
tions, with such spacing betrveen ihem that it would be hard to separate
blocks more than 5 feet in length.

Outcrops of granite are common along James River and local
tributary streams. Commonly the granite is fresh up to the loose
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surface mantle, but where weathered, as along joints, it locally has

a mottled reddish tint. At most quaffies the overburden, which prevail-

ingly is loose gravel and clay, is less than 10 feet thick.

Results of physical tests and chemical analyses of samples of
granite from several quarries in the Richmond area are given in Tables

27 and.28.

RlcrrMoND GRANTTE coltpeNv's QUARRIES

The Richmond Granite Company's two quarries are located on

the north side of Brook Run, a short distance northwest of Joseph
Bryan Park in the northwestern part of Richmond, about 250 yards east

of the Richmond, Fredericksburg & Potomac Railway (Fig. 10). They

are not now in operation. In the easternmost, No. 2, quarry the rock

is a gray, microcline-biotite granite, with a sprinkling of red feldspar,

typical of the stone of the Richmond area. Feldspar grains average

about 0.02 inch, with some partly faceted crystals having a length of
about 0.2 inch. The mineral composition of the granite is given in
Table 8. Vertical joints striking N. 75' W., N. @o \M., and N' 50o

W., with a spacing interval of about 5 feet for the first set, were noted'

Another set had a strike of N. 25' W., with a dip of 80" W. Also

observed was a flat or horizontal joint having a spacing interval of about

5 feet.
The granite in the westerly, No. 1, quarry is identical with that in

the quarry just described. A pegmatite dike approximately 5 inches

wide follows a joint surface striking N. 25' E. Its minerals include

qtTartz, microcline, albite, and biotite. Quattz is mostly segregated along

the middle of the dike. Among the joints observed, one was vertical

with a strike of N. 85' E., and. another, striking N. 50' W., had a dip of
80' N. The rock in this quarry shows no weathering effects except a

slight reddish coloration along joints. Blocks with edges 3 to 5 feet

in length could be obtained here.

SUNNYSIDE QUARRY

The Sunnyside Granite Company's quarry is located south of
Cary Street and west of the Atlantic Coast Line Railway, north of James

River, in the western part of Richmond (Fig. 10). It is operated by

the Sunnyside Granite Company, Inc., of Richmond. The quarry pro-

duces crushed rock oniy and has a capacity of 500 cubic yards per day'

The pit is more than 80 feet in depth. The overburden at the quarry
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ztoz{

lf Aciive quarry
.! Abandoned quarry
I Oufcnop

Frcupo l0.-Index map of the Richmond area. Henrico and Ches-
terfield couaties, Virginia, showing location of granite qurr.iet 

"naoutcrops.. l-2, Richrnond Granite Company's quarries; 3, Sunnysidequarry; 4, I\fcCloy quarry; 5, Philadelphia quarry; 6, MiGian;gan ( l)qy?rry:7, abandoned--qtarry;8,9, tli, 15, granite outcrops; ft, Don-
lldJ-l)-quarrl;ll, Wray (?) quarry; I2.-Forest Hitt Faik quany;
13, M-iddendorf qlarry;_ 14, Belle Isli quarry; 16, McGowan quariy.
Base from U. S. Geological Survey topographic maps of the Ricirmond
(15') and Bermuda Hundred quaAranitei.
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is about 16 feet thick, and consists of stratified gravels interlayered
with clay. A white clay about lll f.eet in thickness rests directly upon
the granite. The granite is quite fresh up to its contact with the over-
burden. No residual clay was identified.

The granite is gray with reddish tints. The minerals of the rock
are quartz, orthoclase, microcline, albite-oligoclase, biotite, and zircon.
The potash feldspars are slightly more abundant than the plagioclase.
The largest feldspars are 0.08 inch in length. Biotite, the only dark-
colored mineral, constitutes about 10 per cent of the rock. Neither
schistosity nor gneissic banding was noticed. Results of physical tests
on samples of granite f rom the Sunnyside quarry are given in Table 27.

Coarse-grained granite dikes up to 2 inches in width are common.
They contain pink microcline, quartz, and a little biotite.

Joints are abundant, striking in many directions. A horizontal
parting or sheet structure is also present.

MCCLOY QUARRY

The McCloy quarry is located within the city limits of Richmond,
about 500 yards west of the Richmond Reservoir and about three-fourths
mile north of James River (Fig. 10). It has been idle for many years.
The rock in this quarry is a microcline-biotite granite, typical of the
Richmond area. The minerals of this granite are listed in Table 8.
Sheet structure is well developed in the rock.

. BOULEVARD BRIDGE QUARRY

The Boulevard Bridge quarry, thought to be the old Wray quarry,
is located about 0.1 mile east of the south end of the Boulevard Bridge,
pn the south side of James River in the western part of Richmond (Fig.
10). The rock in this quarry is a medium-grained, gray, biotite granite
containing pink feldspars. The principal joints are vertical or nearly so
and strike N. 10" W. and N. 60' E., with a spacing interval of about
2 to 3 feet. Outcrops of the same kind of granite occur half a mile
east of this quarry at the base of the river bluffs. For a petrographic
description of this granite, see Table B.

MCGOWAN QUARRY

The lVrcGowan quarry is located near the Richmond Brick and rile
Company's plant, on the south side of Broad Rock Branch, a short dis-
tance east of U. S. Route 1in Chesterfield County (Fig. 10). The
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quarry which is not now in operation, is about 12 feet deep. Petro-

graphic data on granite from this quarry are given in Table 8.

The granite, a gray, biotite-microcline granite with a small con-

tent of albite-oligoclase, is similar to that of other quarries in the Rich-

mond area. The largest feldspars are about 0.08 inch in length. Verti-
cal joints, spaced at intervals ol 2 to 3 feet and striking N. 25' E- and

I{. 50' W., cut the rock. A horizontal parting is well developed. Pyrite
is common as a secondary mineral, occurring mainly along the horizontal

partings. The granite contains coarse- and fine-grained dikelike bands'

At one place coarse- and fine-grained dikes grade into one another.

The dikes, which do not exceed 6 inches in width, have the same minerals

as the granite. Part o{ the granite has been so much sheared as to be

schistose; however, the rock as a whole is in f resh condition. The

clay overburden is about 10 feet thick.

OTHER LOCAL QUARRIES

Among other abandoned quarries now within or very near the

Richmond city limits, and several of which have been described by

Watson26, and Darton8, may be mentioned the Philadelphia, McGrani-
gan, Donald, Forest Hill Park, Middendorf, Belle Isle, and Mackintosh
(Mclntosh) quarries. The location of these and a few others, the

original names of which are not now known, is shown in Figure 10,

ancl briefly referred to in Table 8, which includes petrographic data on

samples of granite from quarries in the Richmond area.

GRANITE STATION-LORRAINE DISTRICT

That part of the larger Richmond area, along James River,
southwest of the city, is here described as the Granite Station-Lor-
raine district. It is underlain by the Petersburg granite as shown

on the Geologic map of Virginia (L928) and there are numerous
outcrops and several abandoned quarries along or near James River
and the River Road (Fig. 11). Irlot all of the quarries rvere visited
or examined during the investigation on which this report is based,

but outcrops of granite near most of them were examined and

sampled. Of the quarries not described in this report, but which
have been described by other writers, are the Winston and West-
ham quarries. The location of these, together with other quarries

and outcrops examined by the writer, is shown in Figure 11, and

petrographic data on samples of granite from various quarries and

outcrops are given in Table 9.



INorvrouer, AnBes eNo Ouennros

GRANITE STATION QUARRY

The Granite Station quarry is located about 300 yards east of
Granite Station on the south side of the Southern Railway tracks,
about a quarter of a mile southeast of the Vietor quarry (Fig. 11).
ft is more than 50 feet deep. Its operation has been intermittent,
depending upon the demand for paving block which is its main
product. Petrographic data on stone from the quarry are given in
Table 9.

The granite in this quarry is similar to that of the Vietor
quarry and contains quartz, microcline, albite-oligoclase, and bio-
tite. A marked horizontal sheet structure, with a spacing interval
of 2 to 3 feet, is evident. Vertical joints are scarce, but the best
defined one has a strike of N. 4.5' E. Pegmatite dikes are rare and
contain the same minerals as the enclosing rock. On one of the
horizontal parting surfaces a coating of stilbite crystals about one-
eighth inch in thickness was observed. Building block could be

obtained from this quarry.
Only a short distance to the northeast are the overgrown pits

of the old State or Capitol (Mackintosh) quarry which is said to
have furnished stone for the State Capitol and the United States
Post Ofifice in Richmond.

VIETOR SUARRY

The Vietor quarry is located on the north side of the Southern
Railway tracks about 300 feet east of Granite Station, on the south
side of the James River in Chesterfield County (Fig. 11). It rvas
last worked for paving blocks. Petrographic data and phvsical
properties of stone from this quarr)r are given in Tables 9 and 27.

The stone of this quarry is the gray potash granite typical of
the Richmond area. Biotite constitutes about 20 per cent of the
rock which also contains quartz, microcline, and albite-oligoclase.
The average size of the feldspar grains is about 0.08 inch, with scat-
tered phenocrysts of microcline measuring 0.4 inch being present.
Pegmatite dikes up to 6 inches in width are common. They con-
tain quartz, microcline, and scattered flakes of biotite. Quaftz oc-
curs along the middle of the dikes. Some of the vugs in the.central
portion of the dikes are lined with calcite crystals. Biotite segrega-
tion lenses about 8 inches long and 2 inches wide also occur in the
granite. The rock splits along two vertical surfaces, one striking
N. 75' E. and the other, N. 20' W.
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4Miles

Frcunr ll.-Index map of the Granite Station-Lorraine district, Chesterfield
and Hqrrico counties, Virginia, showing location of granite quarries and outcrops'
17, Granite Station quarry; 18, Vietor quarry; 19, Mackintosh quarry; 20, aban-
dongd quarry south of Chesterfield Golf Club; 21, Winston quarry; 2-31, granite
outcrops. Base from U. S. Geological Survey topographic map of the Goochland
quadrangle.

QUARRIES SOUTHWEST OF GRANITE STATION

The Old Dominion Granite Company's (Middendorf) and the
Mackintosh (Mclntosh in earlier reports) quarries, extensive but
long abandoned, are located about half a mile southwest of Granite
Station along Powhite Creek (Fig. 11). Dartons described them in
his report on the Richmond area. They were served by a spur line
of the Southern Raih,r'ay. The granite of these quarries is of the
same kind as that of the Vietor and Granite Station quarries. It is
a microcline granite, with minor arnounts of albite-oligoclase and

biotite. The rock is massive and undecomposed. The principal
joints, which are vertical, strike'N. 5o to LOo W. and N. 60o E., and
are spaced about 5 feet apart. Sheet structure, with parting inter-
vals of approximately 5 feet, is well defined. An unlimited amount
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of stone is still available and large building blocks can
in this locality.

Petrographic data and chemical analyses of stone
and other near-by quarries are given in Tables 9 and 28.

6r

be obtained

from these

TANAKIN-MAIDENS TRAVERSE

The Manakin-Nlaidens traverse, about 72/z miles in length,
extends along the north side of James River, between the Chesa-
peake & Ohio Railway and State Highway 6, from the vicinity of
the Boscobel quarry on the east, to Maidens on the west. As shown
on the Geologic map of Virginia (1928) this area is underlain mainly
by gneiss, a gneissic facies of the Wissahickon formation, and a
garnetiferous biotite granite gneiss, designated the Baltimore gneiss.
The large quarry at Boscobel is the only presently active one in the
area of this traverse. The location of this quarry and the various
outcrops examined are shown in Figure 12, and petrographic data
on samples of rock are given in Table 10.

BOSCOBEL QUARRY

The Boscobel quarry, a large granite quarry, is located at Bos-
cobel, about 12 miles west of Richmond on the Chesapeake & Ohio

9. t 1 I 't s Miles

Frcunn 12.-Index map of the Manakin-Maidens traverse, Goochland County,
Virginia. 32a, 32b, 32f, 32i, granite; 32c, 32i, 38, 43b, pegmatiie; 32d, 32e, 32g, 33',
36a, 37, 39-41, 42a, 43a, 44, gneiss ; 34-35, 36b, 4Zb, granite sitt; 32, Boscobel quarry.
Base from U. S. Geological Survey topographic map of the Goochland quadrangle.
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Railway, in Goochland County (Fig. 12). The quarry, which is
owned by Mr. C. S. Luck, Jr., of Richmond, produces only crushed
stone and has a capacity of 750 tons per day. Most of the product
is used as railroad ballast and in highway construction.

Three kinds of rock are exposed in the quarry. One is a fine-
grained, pale-green rock, composed of qtJartz, albite-oligoclase, and
small amounts of biotite. Some secondary calcite, chlorite, and
pyrite are also present. This rock may be a dacite. It is intruded
by sheets of pink granite which strike N. 45" E. and dip 20" E.
They are composed of quartz, red microcline and albite-oligoclase.
The granite sheets contain cavities about 3 inches in width which
are lined with doubly terminate d quartz crystals, garnet, calcite,
pyrite, and a tarry substance. The pink granite, which is the sec-

ond type of rock, varies in texture from medium grained to pegma-
titic. This rock seems to have been injected at a shallow depth.
The third kind of rock is a hybrid-a mixture of the green and pink
rocks. Local foliation of the hybrid rock has developed muscovite.
fntrusive relations were well shorvn in this quarry at the time of
examination. Petrographic data and results of physical tests on

the rock of this quarry are given in Tables lO and 27.

The principal joints strike N. 70' E. and N. 45" E., with dips
of. 75" E. and 75" W., respectively. A fault trending N. 30o E.,

with a dip 80' W., cuts the south wall of the quarry. The hanging
wall side appears to have been pushed upward.

Pnrrnssunc Anee

GENERAL STATEMENT

Granite has been produced from a number of quarries in the
vicinity of Petersburg. Among these are the Cook quarry in
Chesteifield County north of that city; the Lassiter, Walsh, Burns
and Campbell, Petersburg Granite, Asylum and other quarries, on

the western edge of the city limits; the Booth and Rocky Run
quarries on or near Appomattox River, a few miles northwest; and

the Butterworth quarry, along the Seaboard Air Line Railway be-

tween Dinwiddie Court llouse and DeWitt, all in Dinwiddie
County. Several of these have been described by Watson'2e The

location of the quarries described herein is shown in Figure 13, and

chemical analyses of stone from one of them are given in Table

28.
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All of these quarries are in the large body of granite shown as
Petersburg granite on the Geologic map of Virginia (1928), In the
vicinity of Petersburg the granite belt varies in width from about
lOto 24 miles. The main body extends southward, just west of the
Fall Zone, into North Carolina. The granite at the first six named
quarries is similar-a grayish-pink, massive, medium-grained rock.
Biotite is the principal mica. Examination of specimens under the
microscope rarely gives any indication of the minerals having been
mashed into elongated bodies.

COOK QUARRY

The Cook quarry, now. inactive, is located about 2 miles north
of Petersburg', west of U. S. Route 1 and just west of the Seaboard
Air Line Railway on the south side of Oldtown Creek, in Chester-
field County. The floor of the quarry has an area ol about 40,000
square feet. The granite exposed is grayish-pink. The average
feldspar grain is about 0.1 inch in length. Both grain and color
show a high degree of uniformity. No dikes were seen. The rock
is in excelient condition to within 6 inches of the top of the quarry
face. The overburden is not in excess of 4 feet.

The principal minerals which compose the rock include ortho-
clase, microcline, albite-oligoclase, quartz, biotite, and minor
amounts of muscovite. The rock shows no indication of having
been severely squeezed.

Sheet structure is evident. The sheets are from 2 to 9 feet in
thickness and form a low dome. The quarry is on the south side of
the dome. Vertical joints strike north-south, N. 65" E., and N. 20'
to 35o W.

The rock in the Cook quarry is admirably adapted to the uses
formerly made of it-for road construction, curbing blocks, and
crushed stone; wall, bridge, and culvert work in rough and dressed
state; and general buiiding purposes. Stone from this quarry is
said to have been sh,ipped north to New York and west to
Cincinnati.

BURNS AND CAMPBELL QUARRIES

The Burns and Campbell quarries comprise a group of three
or four openings formerly known as the Lassiter, Walsh, and
Petersburg Granite Company quarries, on property now owned by
the Central State Hospital. They are just south of U. S. Route 1,
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within a quarter of a mile of the Seaboard Air Line Railway and a

short distance west of Rohoic Creek, just west of the city limits
of Petersburg. They have been worked extensively for monumen-
tal, building, and paving stone. The rock has very few joints, and
it is reported that blocks up to 20 feet in length have been extracted

r o z Miles

Frcunr 13.-Index map of the Petersburg atea, Chesterfield and Dinwiddie
counties, Virginia, showing location of abandoned granite quarries and prospects.
l, Cook-quarry;2, Sheep Pasture quarry; 3-4, Lassiter quarries; 5, Burns &^Camp-
beIl quariy; 6, Aiylum iuarry; 7, Dibbie quairy; 8, Granite Grove quarrv; 9, 9."
graniie qiirri;10, Blu; grinite quarry; 11, Ferndale Park quarrv.- Base frorn
U. S. Geblogical Survey topographic maps of the Bermuda Hundred and Petersburg
quadrangles.

for monumental use. It is well known as a monumental stone and

has the highest recommendation for durability. A tombstone of
this granite erected in Petersburg more than 50 years ago shows

no disintegration.
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The mineral content of the rock is approximately 30 pgr cent
quartz,60 per cent feldspar, and 10 per cent biotite. The feldspars
have the following order of abundance: orthoclase, microcline, and
albite-oligoclase. The feldspars average about 0.01 inch, but scat-
tered grains have a length of about 015 inch. The biotite shows a

faint parallel arrangement and the borders of some of the feldspars
show a little granulation.

Joints are widely spaced. Those recorded strike N. 10o W.,
N. 75" to B0o E., N. 15o E., and N. 65o W., all being vertical or
nearly so. Pegmatite dikes from 0.5 inch to 2 inches in width occur
in groups but are not abundant enough to mar the greater part
of the rock. They strike N. 45" E. One group dips about 5o E.,
and ano'ther 30" E. The overburden, about 3 to 4 feet thick, is a
transported quartz gravel with a clay matrix. The rock is fresh to
within a few inches of the overburden.

CENTRAL STATE HOSPITAL QUARRIES

Of several abandoned quarries on the property of the Central
State Hospital, the Asylum and Dibble, a short distance west of the
Burns and Campbell (Lassiter) quarries, were operated prior to
1900 by the Petersburg Granite Company. These and the Burns
and Campbell quarries above described were located immediately
on or very near the former electric car line of the Petersburg Pas-
senger and Power Company from Petersburg to Ferndale Park.
The openings, reported to have been large, were made in flat ex-
posures of granite. The stone was used mainly for building pur-
poses in Petersburg.

The stone in the Asylum and Dibble quarries is the same, but
sheet structure is not evident in the Asylum quarry. Joints ob-
served strike N. 10o to 25o W., with dips ranging from 55o to ver-
tical. They are widely spaced, permitting the removal of large
blocks. Watsonso described the stone as "a biotite granite of me-
dium texture and medium-gray color. It consists, in order of abun-
dance, of potash and soda-lime feldspars (orthoclase, variable micro-
cline, and much oligoclase), quartz, black and white mica (biotite
and muscovite), u.'ith accessary magnetite, titanite, apatite, and
zircon, and secondary chlorite, epidote, and muscovite."

There is another abandoned quarry, now designated as the
Sheep Pasture quarry on the property of the Central State Hospital.
It is on Rohoic Creek about 2,000 feet south of U. S. Route 1 and
immediately west of the Seaboard Air Line Railway.
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rETERSBURG GRANTTE colrpeNy's 9UARRTES

There are three abandoned quarries, the Granite Grove, the
Grey Granite, and the Blue Granite, along Cattail Branch, rn'est of
U. S. Route l and south of the Cox Road (U.S.Route 460), just
west of the Central State Hospital farm, which are reported to have
been operated by the Petersburg Granite Cornpany. The most
northerly of these, the Granite Grove quarry, is about 1,200 feet
west of the Dibble quarry, which r,vas operated by the same com-
pany. The Grey Granite quarry is about 1,500 feet northwest of
U. S. Route 1 and about the same distance southwest of the
Granite Grove quarry. The Blue Granite quarry is about 2,2N
feet farther southwest along Cattail Branch and about 1,500 feet
southeast of U. S. Route 460.

BOOTH QUARRY

The Booth quarry is located on Booth Branch, near Wallace
Creek, on the Booth farm, north of U. S. Route 46A and the Norfolk
and Western Railway and south of Appomattox River, about 3

miles east of Sutherland in Dinr,viddie Corrnty. It has a floor space
of about 1,500 square feet. The exposed granite is a light-pink
porphyritic rock with a slight gneissic structure, striking N. 50o W.,
with a vertical dip. The largest feldspar crystals average 0.3 to 0.4
inch in length. Locally red granite is intruded into a grayish-blue.
biotite granite gneiss. Granite veins and pegmatite dikes cut the
gneiss. The clay overburden is from 2 to 3 feet thick. The princi-
pal joints observed were striking N. 50" E., with dips of 70" E. and
vertical.

ROCKY RUN QUARRY

The Rocky Run quarry, now inactive, is on Rocky Run on the
Dinwiddie County side of the dam across Appomattox River, about
7 miles west of Petersburg, and about 2 miles northwest of the
Booth quarry. From it was quarried granite for the construction of
locks and retaining r'valls for a canal. The rock here is a grayish-
pink granite similar to that in the quarries just west of Petersburg.
Locally it contains angular masses of pink pegmatite. The prin-
cipal joints noted were striking N. 50' E. and N. 25' E., with dips
of. 75" E. and vertical. Hoizontal sheets. 2 to 3 feet thick. also
occur.
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OTHER QUARRIES

There is an abandoned quarry in granite a short distance west'
of Ferndale Park, between Appomattox River and the Battersea
Canal, southwest across the river from Matoaca. On the Borner
Butterworth farm, about midway between Dinwiddie Court House
and DeWitt, and a short distance east of U. S. Route 1 and the
Seaboard Air Line Railway, is a quarry from which it is reported
was obtained granite used in the new Post Office Annex (Parcels
Post) Building, in Richmond.

GnBBmsvrrrE CouNTy

TREGO QUARRY

The granite quarry of the Trego Stone Corporation is located
about 2 miles west of Skippers (Trego Station), and a short dis-
tance west of Fontaine Creek in Greensville County (P1. 1). A spur
track extends from the Atlantic Coast Line Railroad at Trego to
the quarry. The Trego quarry is one of the largest producers of
crushed granite in Virginia (Pls.5 and 6). The overburden is a
transported clay containing seams o{ gravel, and having a thickness
of from 15 to 20 feet. The decornposed granite averages about 7
feet in thickness and is removed with the clay overburden. Joints
are very evenly spaced. Two prominent vertical joints strike N.
70" W .and N. 20" E., respectively. Another strikes N. 65' E. and
dips 70' S. The principal quarry face extends in a N. 2A" E. direc-
tion, along one of the main joints. Working this face yields the
best results, with the least amount of secondary drilling.

The quarry is equipped with caterpillar steam shovels, 6-inch
churn drills, jack hammers, and other mechanical appliances. The
primary breaking in the mill is done by a 48 by 60 inch Blake jaw
crusher. The product from the crusher goes on a 42-inch belt con-
veyor to a 2O-inch Superior-McCully gyratory crusher which re-
duces the 8-inch pieces to 4-inch size. The product fro,m the crusher
travels on a 36-inch belt conveyor to two 60-inch sizing screens,
which yield several sizes. The oversize from the screens goes to a
Symons cone crusher and then back to the sizing screens. From
the sizing screens, the products go to two vibrators, whgre they are
washed and, if desired, resized, according to demand. Forty-trvo
different sizes of crushed stone can be produced. The capacity of
the mill is 350 tons per hour. The largest daily shipment has been
87 cars.
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The rock in the quarry is a fine-grained, even-textured, biotite
granite. The average grain size of the feldspars and quartz ranges
from about 0.01 to 0.02 inch in diameter. The proportions of the
major minerals are approximately as follows: feldspars 75 per cent,
quartl 20 per cent, and biotite 5 per cent. Most of the feldspar is
orthoclase, but minor amounts are microcline and albite.

Results of tests of physical properties of granite from the Trego
quarry are given in Table 27.

LuneNsunc CouNrv

KENBRIDGE QUARRY

The Kenbridge granite quarry is about 2.1 miles south of the
Virginian Railway at Kenbridge, Lunenburg County (Pl. 1). The
quarry is located on the steep southern slopes of a hill above Flat
Rock Creek, in the area of Red Oak granite shown on the Geologic
map of Virginia (1928). The overburden is only a few feet thick
and a considerable area of excellent stone has been exposed by
stripping and quarrying. Th,e quarry was last operated by the
Pyramid Granite Company of Philadelphia. The rock has been

used for paving, curb stone, and sewer blocks, but not for monu-
mental stone.

The rock is a pinkish-gray, coarse-grained granite gneiss with
feldspar phenocrysts about three-fourths inch in length. A11 the minerals
show marked elongation and parallel arrangement. The quartz content
is high, about 25 to 30 per cent. Both light- and dark-colored micas

are present, with the dark-colored mica being more abundant. Micro-
cline is the principal feldspar. The soda feldspar, albite-oligoclase, is

rather rare. The characteristic composition of this rock has been de-

scribed as that of. a quartz-biotite monzonite.lo
The gneissic structure is vertical and has a variable strike ranging

from N. 5o E. to N. 30' W. It affords the surfaces of easiest splitting
which are spoken of as the "ru11." Next to the "run," a sheet structure
is utilized in removing block stone. It strikes N. 2Oo to 25o W. and

dips 15' to 20o SW. Joints are scarce, but one strikes N. 5o W. and

dips B0' S.

Most of the rock is free from flaws. An inclusion of gray granite

gneiss about a foot in length and with sharply defined surfaces was

observed at one place in the quarry. It is composed of albite-oligoclase,

quartz, and biotite with small amounts of secondary calcite and epidote.

The granite gneiss is cut by several narrow dikes of the same com-
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position as the enclosing rock. They too are gneissic, hence were rn-
jected before the gneiss-forming processes were active. One, about 2
inches in width, striking \I. 62' E., is offset by a fault that strikes N.
40' W. and dips 70' S. Grooves on the fault surface dip 40' SE. The
south wall of the fault appears to have moved upward in the direction
of the grooves. Another gneissic dike about 2 inches in width strikes
N. 20o W. and dips 70' S.

A small pegmatite dike 2 or 3 inches in width cuts across the gneissic
rock in an east-west direction. It was injected after the deformation
which developed the gneissic structure. It is exposed for a distance
of about B feet and contains quartz, microcline, biotite, garnet and
hornblende. Locally, thin lenses of quaftz, a few inches in length, are
embedded in the granite gneiss.

Results of physical tests made on specimens of granite from this
quarry are given in Table 27.

MBcxr,BNsuRG CouNTy

vrRGrNrA GREv GRANrrn quannv*

The Virginia Grey Granite Quarries Inc., has recently opened a
small quarry on the northwest slope of a small hill on the south-
west side of, and about 2A f.eet above, Cox Creek, near State Road
637, about 6l miles southeast of Boydton and 2l miles north of
Buggs Island in Mecklenburg County (P1. 10A). The quarry is in
a natural surface exposure which slopes northwestward above
creek level, and at the time of the writers' visit the main opening
was about 100 feet long, 50 feet wide, and less than 3 feet deep.
Th'e depth of overburden, mainly sandy clay, around the sides of
the present opening was not more than 2 feet. The quarry is in a
belt of Red Oak granite, as shown on the Geologic map of Vir-
ginia (1928).

The granite in the quarry is a massive, medium-grained, even-
textured, light-gray rock, resembling the Petersburg granite. The
minerals recognizable with a hand lens include white to light-pink
feldspar, gray qvartz, biotite, and muscovite. In the quarry the
granite is relatively free of inclusions and injections, but both
appear more numerous in local exposures on the hill northwest of
Cox Creek. The top surface of the rock in the quarry shows a
weathered pinkish layer an inch or less in depth, beneath which the
stone is fresh. Joints are not particularly well developed and those

-Bv A. A. Pesau and W, M. McGill,
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noted are wiclely spaced. The most prominent sets observed were
striking N. 43' to 45o W., and N. 38" to 40o E., with the dip of the
first being nearly vertical.

The stone appears to be well suited to the purpose for which
it is now used-monumental stone. Blocks from 12 to 16 inches in
thickness and from 12 to 16 feet in length, to others about 1 foot
thick,3 feet wide, and 5 feet long, are now produced (Pl. 10B).
Although the quarry has not been extensively developed, it appears
that there is a large reserve of good stone available here..

The Southern Aggregate Corporation has recently acquired the
Penny Johnson farm, embracing nearly 200 acres, and on which the
Virginia Grey Granite quarry is situated. Results of core drilling
on the larger hill northwest of Cox Creek and the quaffy, and sev-
eral partial exposures of granite indicate a very large tonnage o{
stone on this property.

BunxBvrrr,B AnBe

BURKEVILLE SUARRY

The Burkeville granite quarry is about half a mile northeast of
Burkeville on the east side of a dry run, which drains to the northeast
into Flat Creek. It is about equally distant from the Southern and the
Norfolk and Western railway tracks. Since the surface in this locality
is a gently rolling plain, the tracks easily could be extended to the
quarry (Pls. I and 9A).

The granite of the Burkeville area is a grayish-blue, fine-grained
stone with a fresh crystalline appearance. It is a good monumental
and building stone.

The approximate mineral content of the grariite is microcline 20
per cent, albite-oligoclase 45 per cent, qsartz 20 per cent, and biotite
15 per cent. The rock is really a granodiorite, the plagioclase being
more abundant than potash feldspar. The feldspar particles average
about 0.15 inch in diameter and are essentially uniform in size.

The rock has a distinct rift or direction of easy splitting, which
strikes N. 5o W., is vertical, and is quite independent of the joints.
The head or "hard way" is also vertical and strikes about N. 85' E.
It takes the best polish. Near the surface the rock shows faintly a sheet

structure. At depth this structure is not in evidence and the quarry-
men make the quarry floor by drilling 3 slightly inclined holes which
flare from a common center. like the ribs of a fan, {orming a sector of
about 30 degrees. Joints are scarce and in the deeper parts of the pit
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are nearly absent. Of those observed two, striking N. 40" E. and N.
35o S., respectively, were vertical. Two, with dips B5o S., were strik-
ing N. 30' W. and N. 4Oo \M., respectively, with another having a strike
of N. 35" W. and a dip of 85' N.

Several small pegmatite dikes from 1 to 3 inches in width were
noted. They commonly split into thin parallel sheets. The strike of
two which dip steeply to the south is N. 75' W. and N. 35' E., respec-

tively. The minerals of the pegmatite include microcline, qaartz, red
garnet, and dark-colored mica. No plagioclase was found, whereas in
the granite, its percentage is high.

Results of physical tests made by the Testing Laboratory of the
Department of Civil Engineering of the Virginia Military Institute, on
specimens of granite f rom the Burkeville quarry, are given in Table 27.

Stone from the vicinity of Burkeville was used locally nearly 100

years ago. A house near the quarry built with this stone at that time is
still standing and is said to have had a clean, fresh appearance up to
about 20 years ago when it was whitewashed. A house in Petersburg
is reported to have been built of stone from the Burkeville area be{ore
the War between the States. The present quarty, which is now active,
was opened in 1929 by the Pyramid Granite Corporation of Philadelphia.
Stone from this operation has been used in base and die monumental
block, straight and curved curbstone, paving and sewer block, and build-
ing stone. Shipments have been made as far north as Quincy, Mas-
sachusetts.

GRANITES NEAR BURKEVILLE

Outcrops of granite are relatively scarce in the vicinity of Burke-
ville; however, a massive, medium-grained biotite granite crops out along
Deep Creek, about2j( miles east and seven-eighths mile north of Burke-
ville. Foliated muscovite-quattz monzonite crops out along Little
Nottoway River southwest of Crewe, and southwest of Nottoway Court
lfouse. The feldspars in these rocks consist of microcline and albite-
oligoclase, in about i:qua1 amounts. Both biotite and muscovite occur as

minor constituents.
About one-fourth mile east of Saxe on the Southern Railway in

Charlotte County, a pale-pink, hornblende granite gneiss was quarried
for local uses about 30 years ago. The quarry is on the former Test
Farm of the State Department of Agriculture. The banding of the
rock is straight, varies in thickness up to half an inch, and has a strike
of N. 3O' E. and a dip of 45" E. Parting surfaces, spaced at intervals

7r
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of. Il to 2 f.eet, parallel the banding. A pale-pink microcline is the
principal mineral. Albite-oligoclase is also present. Hornblende crystals,
about one-fourth inch in length, constitute about 15 per cent of the
rock, with quartz forming about 30 per cent. Patches of pegmatitic
material are common.

Because of closely spaced partings and variations in pattern the rock
is not well suited for high-grade dimension stone, but is suitable for
rough block stone and for crushed rock.

Lvxcsnunc AnBe

VIRGINIA GREENSTONE QUARRY

The Virginia Greenstone Company's quarry is located in the south-
western part of Lynchburg, on Fort Avenue and Thurmanis Street, in
the Fort Hill section of the city (Pls. l and 98 and Fig. 14). The
quarry is in a body of greenstone thought to be intrusive into the Lynch-
burg gneiss. Near the quarry the body of greenstone is about 300 feet
wide, and it is reported to have been traced about 1,000 feet in a north-
easterly direction.

The greenstone is a chlorite-actinolite schist. The schistosity
strikes N. 55" E. and is nearly vertical. The fresh rock is a uniform
bright-green. The greatest depth of weathering is about 10 feet.
Weathered parts of the rock are red and brown. Chlorite is the prin-
cipal mineral and small needless of actinolite, barely visible with a hand
lens, are next in abundance. Much of the actinolite cuts across the
schistosity as though it had formed after the flakes of chlorite had been

oriented under horizontal compression. A feebly magnetic black oxide
of iron is also fairly common. Generally the rock is fine grained and
uniform in both grain and cqlor.

Detailed physical tests have been made, on specimens of green-
stone from this quarry, by the Department of Purchase of the City of
New York, by Columbia University, and by the Physical Testing Labora-
tory of the Department of Civil Engineering of the Virginia Military
Institute. Results of these tests are given in Table 27.

Greenstone from the Lynchburg quarry has been used for building
stone, for interior and exterior decorative stone, monumental stone,

and for a variety of special uses. The principal product is sand-finished,
cut stone prepared according to demand. A considerable part of the
facade of the Allied Arts Building in Lynchburg was built of green-

stone. This stone also has been used in the construction of many
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homes and several churches in Lynchburg (Pl. 9B). In recent years
greenstone from the Lynchburg quarry has steadily gained in favor as a

nonskid stone for floors and stair treads, and for spandrels.
The waste from the quarry is used in manufacturing a refractory

plastic, which is now widely used in the paper pulp industry to line the
furnaces of the recoverv units.

GOODE-LYNCHBURG TRAVERSE

The Goodre-T ynchburg traverse begins about midway between
Bedford and Goode on the west and extends epstward and northeastward
along U. S. Route 460, and roughly parallel to the Norfolk and Western
Railway, through Forest into the western part of L""::hburg, a distance
of about 20 miles (Fig. 1a). Petrographic descriptions o{ the rocks
are given in Table 11.

Outcrops of foliated granite gneiss, which is mainly quartz mon-
zonite, occur from Little Otter River, about 5 miles west of Goode, to a
point about 2 miles west of Forest. Soda-lime and potash feldspars are
abundant in this rock. The soda-lime varieties range from albite to
albite-oligoclase. Secondary biotite commonly is abundant, the maximum
biotite content being about 30 per cent. The most foliated micaceous
zones usually have no potash feldspar. Small sills and dikes of massive
quartz monzonite, low in biotite, are common.' The foliated monzonitic
rocks are in the area shown as Lovingston granite gneiss on the Geologic
map of Virginia (1928).

From a point about 22 miles northeast of Forest, northeastward
into Lynchburg, the underlying rocks are highly foliated hornblende-
feldspar gneiss, actinolite-chlorite schist, and diabase. This part of the
traverse lies within the area shown on the same map as Lynchburg
gneiss and associated basic igneous intrusions.

No exposures of stone of sufificient size and character to warrant
commerciai operation were found along this traverse.

LYNCHBURG-HARRIS CREEK TRAVERSE

The Lynchburg-Harris Creek traverse, about 7 miles in length,
follows State Highway 130 on the north side of James River from
Lynchburg to Pedlar Mills, thence northward up Harris Creek to the
village of the same name (Fig. 14). It is underlain by several facies of
Lynchburg gneiss, biotite schist and gneiss, and dikes of chlorite-
actinolite schist, all intruded, locally at least, by a biotite granite. A

/J
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hillside quarry in granite near Harris Creek, about half a mile west of
the Southern Railway, has produced crushed stone for highway con-
struction. This quarry, the back wall of which has a height of 30 feet,
has a floor area of about 12,000 square feet. Petrographic data on the
rocks in this quarry are given in Table 12. The granite contains
orthoclase, small amounts of albite-oligoclase, qtJartz, and biotite. It
forms knife-edge contacts with the schist. Granite sills and dikes also

occur. Of the joints observed in the quarry all are vertical and strike
N. 50' E., N.40o W., and N. 80' W.

LYNCHBURG-COLEMAN FALLS TRAVERSE

The Lynchburg-Coleman Falls traverse, about 16 miles in length,
begins in the northwestern part of Lynchburg and follows U. S. Route
501 northwestward along the south or southwest side of James River
through Boonsboro, past Holcomb Rock to the vicinity of Coleman Falls
(Fig.l4). There are no exposures of fresh rock between Lynchburg
and Boonsboro. At Boonsboro are exposures of biotite granite gneiss.
From about 1.1 mile northwest of Boonsboro, northwestward to the
northeast base of Fleming Mountain, occur exposures o{ massive horn-
blende granite similar to some of the massive granites and granodiorites
of the northern part of the Blue Ridge in Virginia. At the first outcrop
the rock is gneissic, but from the next exposure, about half a mile north-
west of the first, nearly to Fleming Mountain, the rock is classed as
hornblende granodiorite. It has a high content of oligoclase. Outcrops
at the northern base of Fleming Mountain are of a foliated augen gneiss
containing biotite and blue quartz. More or less foliated biotite granite
in which potash feldspar is dominant is exposed between the northern
base of Fleming Mountain and Coleman Falls.

A quarry which has produced crushed stone for highway con-
struction is located on the northeastern slope of Fleming Mountain,
about 2 miles northwest of Boonsboro, in dark-gray massive hornblende
granodiorite, similar to that described above. The principal minerals
of this rock are albite-oligoclase and oligoclase. Orthoclase is inter-
grown with plagioclase. There are ferv joints in this quarry. One set
is vertical and strikes north; another strikes N. 70' E. and dips 85' S.

The massive hornblende granite and hornblende granodiorite on
the southeast side of Fleming Mountain are recommended for use as
dimension stone. As above stated these rocks have been used for
crushed stone. Petrographic data on the rocks in the Lynchburg-Cole-
man Falls traverse are given in Table 13.
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HOI-COMB ROCK TRAVERSE

Some of the granite gneiss along James River, northwest and south-
east of Holcomb Rock, would make excellent crushed stone (Fig. 14).
Nearly all the outcrops in the vicinity of Holcomb Rock are of granite
gneiss with a variable content of biotite up to 30 per cent. The ex-
posures resemble tvpes that are common in the area of Lovingston
granite gneiss shown on the Geologic map of Virginia (t928). The
most foliated zones have little or no potash feldspar. In the more mas-
sive outcrops, potash feldspar is more abundant than is the sodalime
variety. Petrographic data on exposures along the Chesapeake and
Ohio Railway, from a point about 1 mile west of the station at Hol-
comb Rock to a location abaut 2 miles east of the station, are given in
Table 14.

VICINITY OF LYNCHBURG

In the vicinity of Lynchburg the areas underlain by Lynchburg
gneiss, as shown on the Geologic map of Virginia (1928), offer the
least possibilities for crushed stone (Table 11). Some stone of good
quality'can be obtained from the areas underlain by Lovingstone granite
gneiss, and there is a possibility of obtaining building stone from the
vicinity of Holcomb Rock. The area of massive granite, shown as

hypersthene granodiorite on the Geologic map of Virginia (1928),
offers excellent stone.

DaNvrr,r.n AnBe

GENERAL GEOLOGY

The main rocks underlying the Danville area include the Wis-
sahickon schist, a hornblende-feldspar gneiss, and a foliated granite
designated the Shelton granite gneiss on the Geologic map of Virginia
(1928). Of these the Shelton granite gneiss is the principal rock of the
area. The quarries and outcrops examined in this area are shown in
Figure 15, and petrographic data on the rocks are given in Table 15.

The strike of the foliation in and around Danville ranges from N.
B0' E. to about N. 15' E. Commonly its inclination is towards the
southeast at a steep angle. The dip of the foliation along Fall Creek,
in the City quarry, in exposures along Dan River on the northwest side
of Main Street in the center of Danville, and near the mouth of Sandy
Creek along the northwestern boundary of the city, is generally to the
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west. Most of the joints in the rocks of this area extend in north-
easterly and northwesterly directions. The principal joints usually inter-
sect at angles of about 80o.

Wi,ssahi,ckon schi,st.-A gnessic facies of the Wissahickon schist

is well exposed in the Danville City quarry. Here it is a brown rock
tinged with green and composed mainly of biotite, muscovite, and

chlorite. Porcelain-white quartz granules about 0.2 inch in diameter,

and rather evenly distributed, constitute about 20 per cent of the rock.
Feldspar, which is sericitized, is rare. A little calcite is present. Dikes,
which are common in the other formations of this area, were not ob-

served in this rock. The foliation of the schist is about the same as that
of the other rocks in this area.

Hornblend,e-fetd.spar gnei,ss-_The hornblende-feldspar gneiss is
older than the Shelton granite gneiss. The granite gneiss intrudes the
hornblende-feldspar gneiss in exposures at the north end of the bridge
over Dan River on U. S. Route 58 in the city, in the old City Quarry,
and on the north side of the river northwest of Main Street in the
northern part of the city. The best contacts between the granite gneiss

and the hornblende-feldspar gneiss are in the old City Qmrry. The
granite gneiss forms both sills and dikes in the hornblende-feldspar
gneiss. Dark-colored bands of hornblende in the granite gneiss com-
pose about half of the rock. Light bands consist of oligoclase and small

amounts of quartz. One exposure had andesine but no quartz. Second-
ary calcite is common in the hornblende-feldspar gneiss and is found
also in many places in the granite gneiss.

Sltelton granite gneiss.-The Shelton granite gneiss is nearly uni-
form in its mineral content. Microcline is its principal feldspar. Its
soda-lime feldspar ranges from albite to albite-oligoclase. Muscovite
is a persistent constituent, with biotite generally present. Pegmatite

dikes, containing the same minerals as the gneiss, occur in both the
Shelton granite gneiss and the hornblende-feldspar gneiss.

DANVILLE CITY QUARRY

The Danville City quarry is located on the north side of Dan River,
a short distance south of U. S. Routb 58, about 1,500 feet northeast of
the city limits (P1. l and Fig. 15). The rock here, a biotite gneiss, is'
shown on the Geologic map of Virginia (1928) as Wissahickon schist.
It has been quarried extensively. The foliation strikes N. 45" E. and
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dips 20" to 25" W. Joints are scarce. They are vertical or nearly so,
and strike N. 70' E. and N. 30" W. A residual clay about 15 feet
thick forms the overburden.

z M iles

Frcunr l5.-Index map of the Danville area. Pittsvlvania Countv. Vir-
ginia. 1, mica schisl: 2-3. 7a, 9a, 10-13, granite gneiss ; 4, 6, 7b, 8a, 9b.
granite; 5, biotite gneiss; 8b, 9c, pegmatite dikes; 14a,.chlorite-actinolite
schist; 14b, massive gabbro. Base {rom U. S. Geological Survey topo-
graphic map of the Danville quadrangle.

ft Active quarry
! Abandoned quarny

6 Ouicr^op

ANVILLE

--+__--_-rt__
VIRGINIA
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OLD CITY QUARRIES

The old City quarry, which was abandoned more than 20 years
ago, is located on the west side of Dan River (P1. l and Fig. 15). The
principal rock here is the hornblende-feldspar gneiss described above.

It is injected by small dikes and sills of the Shelton granite gneiss and
by small pegmatite dikes of about the same mineral content as the
granite gneiss. The gneissic structure strikes east and dips 45o S. The
principal joints, which are nearly vertical, strike N. 30' E. and N. 45'
W. The gneiss breaks into polygonal blocks about 6 inches in length.

Another abandoned quarry, in hornblende-feldspar gneiss, originally
operated by the City of Danville is a short distance from the Old City
quarry above described. South of the City, near lJ. S. Highway 29
and near the North Carolina line, is a quarry in granite formerly oper-
ated by the Virginia-Carolina Granite Company.

Menrrxsvrne AnBe

No granite masses of large extent were noted along U. S. Route
58 between Danville and Stuart (Fig. 16). Most of the outcrops
near Martinsville are basic gneiss of igneous origin, mainly horn-
blende-andesine gneiss. Quartz-biotite plagioclase schist is also
common. Several small granite dikes, higher in soda-lime than in
potash feldspar, were noted. No exposures of fresh rock, suited for
dimension stone, were seen in the area examined. It would be diffi-
cult to find an outcrop from which a good grade of crushed stone
could be produced. Petrographic data on the rocks examined in
the Martinsville area are given in Table 16.

BLUE RIDGE PROVINCE

WennBN Counry

BENTONVILLE-BROW NTOW N TRAVERSE

The Bentonville-Browntown traverse includes outcrops exam-
ined along the Bentonville-Browntown-Front Royal road, State
Highway 522, from a high point along the road about 2 miles u'est
of Browntown to an exposure on the same road along the western
base of Dickey Hill, about 3 miles north of that town (Fig. I7).
The principal rock underlying the western part of the Blue Ridge
in the vicinity of Browntor.vn is a massive hypersthene granodiorite.
East of this occurs foliated biotite granite gneiss. The granite

79
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gneiss contains graphite and a considerable amount of garnet. The
hypersthene granodiorite probably is younger than the foliated-
granite gneiss. About 1.7 miles west of Browntown the grano-
diorite is cut by a gray rhyolite dike. In addition to qaartz and
microcline, this dike contains albite, as shown in Table 17.

Frcunp l7.-Index map of the Bentonville-Browntown traverse, Warren
County, Virginia. 1-3, lQ hypersthene granodiorite; 4-& granite gneiss; 9, Catoc-
tin greenstone. Base from U. S. Geological Survey topographic map of the Luray
quadrangle.

ReppeseNNocK AND Pece Cour.rrres

THORNTON GAP-SPERRYVILLE TRAVERSE

The Thornton Gap-Sperryville (Fig. 18) traverse extends from
the crest of the Blue Ridge at Thornton Gap, southeastward and east-
ward along U. S. Route 2II to Sperryville, a distance of about 7 miles,
where it connects with the Sperryville-Boston traverse (Fig. 8).
Petrographic analyses of the rocks examined in this section are
given in Table 18.

The slopes of the mountain to the west of Thornton Gap have
outcrops of Cambrian sandstone and amygdaloid. Exposures of
coarse-grained, hypersthene granorliorite begin a few feet east of
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the Gap and extend down the eastern slope of the Blue Ridge,
along the highway for a distance of nearly a mile. The leading
feldspar of the granodiorite is oligoclase-andesine with potash feld-
spar being rare. The granodiorite is intruded by dikes of normal

4 Mi.

Frcrrm l8.-Index map of the Thornton Gap-Sperry-
vi1le traverse, Page and Rappahannock counties, Virginia.
l, 4-7, hypersthene granodiorite; 2, Catoctin greenstone;
3, granite dike; 8-13, granite gneiss; 14, actinolite schist;
15, quartz monzonite gneiss. Base from U. S. Geological
Survey topographic map of the Luray quadrangle.

potash granite with a small content of biotite. Contacts between
the two rocks are well exposed. Gneissic border facies, mixtures of
hypersthene granodiorite and granite, were noted locally.

Farther down the slope to the east, beyond the granodiorite,
the rocks are mostly coarse-grained, primary gneisses, containing

R.APP,A.HANN
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almost no dark-colored silicates. At the foot of the mountain a
porphyritic granite is exposed in an abandoned highway quarry.
The rock here has been granulated by shear movements and is
partly chloritized. The granite gneiss is cut by several basalt dikes
and by a rhyolitic dike.

MeorsoN amo Pecn CouNrres

MADISON-FISHERS GAP TRAVERSE

The Madison-Fishers Gap traverse extends from a quarry 1

mile north of the town of Madison, Madison County, northwest-
ward along Robertson River and State Highway 27, through Crig-
lersville, to a location in Page County, about a mile northwest of
Fishers Gap in the Blue Ridge (Fig. 19). Petrographic data on the
rocks examined in this 14-mile traverse are described in Table 19.

The highway quarry,l mile north of Madison, is in Lynch-
burg gneiss, as shown on the Geologic map of Virginia (1928).
The gneiss is intruded by Marshall granite.

Beginning about 2l miles northwest of Madison, hornblende
gneiss is exposed in a belt along the northeast and north slopes of
Carrs Mountain for a distance of about l/z miles to a point about
lfu miles southeast of Criglersville. Some outcrops are syenitic,
others monzonitic. The syenitic facies has potash feldspar in ex-
cess, whereas the monzonitic facies contains about equal amounts
of soda-lime and potash feldspars. From this point northwestward
to a point about 3f miles northwest of Criglersville are exposures
of foliated granite gneiss of the lVlarshall granite type, commonly
containing blue quartz. Some exposures of this rock have an
arkosic appearance. The rocks are normal granites in which potash
feldspar is dominant; some have biotite and muscovite.

Alternations of dark-gray granodiorite and dark-gray granite,
in places containing blue quartz, crop out west of a narrow belt of
Catoctin greenstone, about 4 miles northwest of Criglersville and
about the same distance southeast of Fishers Gap. The grano-
diorite extends northwestward to another belt of greenstone along
the crest of the Blue Ridge. Along or near the western margin of
the granodiorite occur local bodies of unakite as epidotic replace-
ments. The greenstone is also extensively epidotized near its con-
tact with the granodiorite.

The Catoctin greenstone forming the crest of the Blue Ridge at
Fishers Gap is bordered on the northwest by a strip of hypersthene
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granodiorite that, in this locality, underlies the higher western
slopes of the Blue Ridge.

In the area covered by this traverse the granitic rocks of the
Blue Ridge east of its crest are mainly granites. Hornblende and
biotite granodiorite are found locally; the more basic hypersthene
granodiorite was noted only west of the crest of the mountain.

RocxrrcreaM AND GnBBNn CouNrrns

SWIFT RUN GAP.STANARDSVILLE TRAVERSE

The Swift Run Gap-Stanardsville traverse extends from Swift
Run gap, on the crest of the Blue Ridge 7 miles east of Elkton,
southeastward along U. S. Route 33 to Stanardsville in Greene
County, a distance of about 7 miles (Fig.20). A summary of
petrographic studies of the rocks is given in Table 20.

5 Miles

Frcuno Z0.-Index map of the Swift Run Gap-Stanardsville traverse, Rock-
ingham and Greene counties, Virginia. l-4, 10, hypersthene granodiorite; 5-9, 1l-13,
granite; 14, granite gneiss. Base from U. S. Geological Survey topographic maps
of the Harrisonburg (30') and Gordonsville quadrangles.
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Coarse-grained hypersthene granodiorite forms the crest of the
Blue Ridge in this traverse. It is a dark-gray, generally porphyritic,
rock. The largest feldspar phenocrysts are 2 to 3 inches in length.
East of the granodiorite is an atea of vesicular basaltic Catoctin
greenstone. East of the greenstone is a belt consisting of alterna-
tions of hypersthene granodiorite and hypersthene granite. The
proportions of potash and soda-lime feldspar are different in the
two types of rock. In appearance, this belt of rock resembles the
granodiorite which crops out rvest of the greenstone.

Foliated granite gneiss of a type common in the area mapped
as Marshall granite lies directly east of the Blue Ridge on U. S.

Route 33. Some of it looks arkosic.

Rocr<snrocB emr NBr,son CouNrres

VESUVIUS-MONTEBELLO-MASSIES MILL TRAVERSE

The Vesuvius-Montebello-Massies Mil1 traverse here discussed
extends from the western border of the granodiorite just east of
Vesuvius, eastward and southeastward along State Highway 56

through Tye River Gap, Wilkie, Montebello, and Nash, to Massies
Mill, a distance of about 18 miles (Fig.21). Petrographic data on
the rocks examined along this traverse are given in Table 21.

This area is underlain by alternations of granite, quartz mon-
zonite, hornblende- and biotite-granodiorite, hypersthene grano-
diorite and quartz-hypersthene diorite, with different degrees of
basicity. The unique association of the dark-colored silicates with
the quartz in the last portion of the magma to crystallize has al-
read1. $ssr described as characteristic of the more basic facies of
the Blue Ridge belt shown as granodiorite on the Geologic map
of Virginia (1928). In the basic facies the potash feldspar is gen-
erally microcline. The plagioclase ranges from oligoclase to oligo-
clase-andesine, less commonly andesine. In the granitic facies the
dominant feldspar is microcline with perthitic intergrowths of albite.
Iron-bearing silicates are generally absent or negligible in the
granitic facies. Quartz varies from colorless to violet or bluish.
Red, medium-grained granites devoid of iron silicates also occur.

Hornblende granodiorite and hornblende-quartz monzonite
crop out in a belt between Cambrian sediments east of Vesuvius
and west of Tye River Gap. Locally the belt is interrupted by out-
crops of T ower Cambrian arkosic sandstones and conglomerates
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associated with red shales and basalt flows. The granitic rocks
range from massive to foliated.

A coarse-grained, gray granite underlies a strip extending from
Tye River Gap, eastward to a fault half a mile north of Wilkie.
The rocks on the south side of the fault include Lower Cambrian
shales, quartzites, basalt flows, and arkoses which extend southward
to a line a few feet west of the U. S. Geological Survey bench mark

zgooo'

ROCKBRI
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FrcunE, Z|.-Index map of the Vesuvius-Massies Mill traverse, Rockbridge and
Nelson counties, Virginia. l-6, 11, 1$ granodiorite;7,10, 16-17, n",26-27,3446,
quartz monzonite; B-9, 23-25, 28-29, 38, gr:anite; 12-15, 19-21, amygdaloidal flow;
37, biotite gneiss; 39, biotite schist. Base frorn U. S. Geological Survey topographic
map oi the Buena Vista (30') quadrangle.

at Wilkie. A medium-grained, massive red granite lies adjacent
to the fault line.

Coarse-grained, gray granite, devoid of dark-colored silicates
and commonly containing violet quartz, extends from Wilkie south-
eastward to the mouth of Mill Creek. It is part of a belt which
extends southward through Elk Pond Mountain to the gap south of
Rocky Mountain, and from Alto northeastward across Rocky

I
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Mountain to Louisa Spring Branch. Locally on the north slope of
Rocky Mountain, it is a white pegmatite with coarse lenses of violet
quattz. This facies resembles facies of the rutile-bearing pegmatite
of the Roseland area. The feldspar of the granite is dominantly
microcline with a perthitic intergrowth of albite. East of Wilkie
the granite is locally replaced by unakite, a pegmatite composed of
red microcline, gray albite, green epidote, and white to gray guartz.

The outcrops between the mouths of Mill Creek and Meadow
Creek are basic. They include hypersthene granodiorite and hyper-
sthene-quart z diorite.
' Between Meadow Creek and Tyro, the outcrops range from
granite to hypersthene granodiorite. All are coarse grained. The
granites are essentially devoid of iron silicates. Granite crops out
west of Nash and up North Fork of Tye River for nearly two miles.
A zone o{ strong foliation in the granite extends northeastward just
east of Nash. The outcrops west of the mouth of Campbell Creek
are hypersthene granodiorite. They lie in a belt of basic rocks
extending southwestward through The Priest and the Little Priest.
On the crest of these mounta.ins, the rocks are hypersthene-quartz
diorite with a high content of hypersthene and a negligible amount
of potash feldspar.

About three-fourths mile north of Massies Mill, along State
Highway 56, the outcrops are biotite granodiorite. Here the ma-
ture nature of the Tye River valley causes a scarcity of outcrops.

A red, medium-grained granite forms the core of an anticline on
Big Marys Creek south of Vesuvius. Its relation to the other
granitic rocks of the region is uncertain.

AlrrrBnsr AND RocKBRTDGE CouNTTES

AIVII{ERST-WHITES GAP TRAVERSE

The Amherst-Whites Gap traverse extends from Amherst in
Amherst County, northwestward and northward along U. S. Route
60 and the old Jourdan road for a distance of about 20 miles, to
Whites Gap athwart the Blue Ridge along the Amherst-Rockbridge
County line (Pl. 7). Petrographic data on the rocks examined
along this traverse are given in Table 22.

Most of the granitic intrusives of the Blue Ridge in this area
are massive and show little foliation. An exception was noted a

short distance east of the contact between hypersthene granodiorite
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-.Index^map-of the Amherst-Whites Gap traverse, Amherst and Rockbridge counties, Virginia. l-2, 5, augen biotite gneiss; 3-4, 13, 23-25, biotite
schist; 6, 9, fl, hy_persth-ene-quartz diorite; 7, 9-ll, 1G22, ?,6,28-30, 32-35, 37-19, 42, 4S-5i,54-sranite; 12, 45, {ranite gneisi; 14, n, 46, granodioiite; 15,
41, 46, chlorite schist; 31, quartz monzonite; 36, basalt dike; 43, no sample; 44,47, seriiitelchist; 52, Camtirlan sandstone.and shile.' Ease from U. S.
Geological Survey topographic map of the Buena Vista (30,) quadrangle.



Iworvrnuar. Annes aNo Ouennrns

and Cambrian sediments, just east of Oronoco. The granitic in-
trusives of the Piedmont portion of this traverse are strongly foli-
ated. Exceptions are noted in outlying ridges on the south slope
of Scott Mountain, along Beaver Creek, and about 2 miles west of
Sandidges. Here the exposures are massive hypersthene granodio-
rite, similar to that in certain sections of the Blue Ridge. In the
Piedmont portion, the foliated granitic rocks are mostly granites, in
which microcline is the principal feldspar. Generally the plagio-
clase is albite-oligoclase. The most intensely foliated granitic
rocks usually have little or no microcline but contain muscovite.
Rocks of this type are rare.

Only the western part of the traverse, from Pedlar River to
Whites Gap is underlain by hypersthene granodiorite That part
of the traverse between Pedlar River and Forks of Buffalo, which
marks the eastern boundary of the Blue Ridge, is underlain by a
granite, which has the massive, dark-gray, coarse-grained appear-
ance of the more basic granodiorite.

The granitic rocks of the Piedmont portion of this traverse,
from Amh,erst northwest to Forks of Buffalo, except for those noted
above, are not suited for dimension stone since they are too foliated.
Most of the massive granitic rocks in the Blue Ridge portion of
this traverse would make excellent crushed stone.

Rocxsnrocp exo Boorono Couwrrcs

BALCONY FALLS-SNOWDEN-COLEMAN FALLS TRAVERSE

The Balcony Falls-Snowden-Coleman Falls traverse extends
from Balcony Falls, Rockbridge County, eastward along the north-
east side of James River and along U. S. Route 501 through the
James River gorge to Snor,vden, Amherst County, thence across the
river and southeastward along the southwest side of the river, via
Major and Waugh to Coleman Falls, Bedford County, a distance
of about 17 miles (Fig.22). Here this traverse unites with the
northwestern end of the Lynchburg-coleman F'alls traverse. pet-
rographic data on the rocks examined along this traverse are given
in Table 23.

That part of the traverse from the first outcrop, about 200 feet
east of the Rockbridge-Amherst county line in the James River
gorge, to an exposure one-fourth mile northwest of Snowden, is
underlain by red granite with little or no dark-colored silicates.
Towards the eastern side of the granite body, the grains show
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crushing and grinding effects and slaty structure is developed. Sev-
eral basalt dikes cut the granite. The red granite forms the core
of an anticline.

A basal conglomerate, thought to be the base of the Cambrian
series, overlies the granite at an exposure on the north side of the

s Mileso

Frcunr Z2.-Index map of the Balcony Falls-Snowden-Coleman Falls traverse,
Rockbridge, Amherst, and Bedlord counties, Virginia. l-2, S-8, 11, massive red
grarrite; 3, 17, 23-28, granite gneiss ; 4, pegmatite dike; 9, 14, massive gray granite;
10, 12-13,15-16, pink granite; 18-19, foliated granite; m-72, quartz conglomerate
with biotite schist; 29, sericite schist; 30, massive pegmatite; 31-32, quattz mon-
zonite;33-34,36, mica schist;35,37, augen gneiss. Base from U. S. Geological
Survey topographic map of the Buena \rista (30') quadrangle.
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river about half a mile northwest of Snowden. Here the conglom-
erate contains quartz and pebbles of red granite of the same kind
as the underlying granite bedrock. The conglomerate grades up-
ward into purp e and red shales. At an exposure about half a mile
northwest, the basal Cambrian layers are mainly thick beds of
well-cemented, gray sandstone.

The distinctive characteristics of the exposures of granite in
Rockbridge County and those in the gorge of James River in Am-
herst County are the red color, the absence or minute content of
dark-colored silicates, the dominance of potash feldspar over soda-
lime, and the sparse occurrence of epidote veins without unakite.
The unconformable contact between this granite and the clastic
Cambrian sediments of the Blue Ridge is well exposed in 4 different
places along this traverse.

Red granite similar to that of the James River gorge is exposed
along Big Marys Creek about 3 miles south of Vesuvius in Rock-
bridge County, where it forms the core of an anticline, flanked by
basal Cambrian sediments. About half a mile north of the creek,
the core of the arch consists of gray-green granodiorite. The rela-
tion between the granodiorite and the red granite is uncertain.
Contacts between the granodiorite and the clastic sediments are
not exposed.

Another area of red granite extends from U. S. Route 60 on
the lvestern slope of the Blue Ridge, east of Buena Vista, southward
to Belle Cove Valley, a {ew miles north of James River. This belt
appears to be a pa.rt of th,e same body that crops out along the
James River gorge. fts unconformable contact with the clastic for-
mations of the Blue Ridge region is well exposed on the Buena
Vista-Robinson Gap road, about 3 miles from Buena Vista.

Outcrops of granitic rocks southeast of the belt of Cambrian
sandstone at Snowden, between there and Coleman Falls, are not
the same kind of rock as the red granite in the James River gorge
west of Snowden. Most of the exposures between Snowden and
Coleman Falls are of more or less sheared, gray granite. Some of
them contain considerable secondary mica, as does most of the
Lovingston granite gneiss. About midway between Waugh and
Coleman Falls the rock is an augen granite gneiss with blue quartz.

None of the granites along th,is traverse can be recommended
for good dimension stone. They lack the freshness, uniformity of
pattern, and continuity without fracture, required of the best dimen-
sion stone. Most of the outcrops would yield excellent crushed

9I
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stone. Red granite
west of Snowden.

was quarried for this purpose a short distance

Bmnonp CouNtv

THAXTON-MONTVALE TRAVERSE

The Thaxton-Montr.ale traverse, in Bedford County, extends
from Thaxton westward along U. S. Route 460 for a distance of
about 3 miles (P1. B). Petrographic data on the rocks are given in
Table 24.

The outcrops examined along this traverse are more or less
foliated, porphyritic granite gneiss containing microcline pheno-
crysts about an inch in length. Generally the matrix is high in
biotite. A peculiarity of th,e phenocrysts is that, in many places,
they enclose small rounded quartz grains. Similar gneisses occur
northwest of Boones N{i11, south of Roanoke. The feldspars of the
gneiss in the Thaxton-Montvale area are dominantly microcline.
Some specimens of these rocks apparently carry no plagioclase.
Most of the biotite is secondary and generally does not exceed 25
per cent of the rock. No violet quartz was found in these gneisses.

Baorono eNo RoeNorE CoUNTTES

MONETA-VINTON TRAVERSE

The Moneta-Vinton traverse, here discussed, extends from an
exposure in a cut along the Virginian Railway; 1 mile west of
Moneta, Bedford County, westward and northwestward through
Emmaus, Chamblissburg, and Stewartsville, to Vinton, Roanoke
County, a distance of about 20 miles (Pl. 8). Petrographic data are
given in Table 25.

Most of the exposures in this traverse comprise basic schist or
biotite-granite gneiss in various stages of foliation. Augen gneiss
is relatively rare; horn'ever, exposures occur between Stewartsville
and Ruddell Mountain. A northeasterly extending, heretofore un-
nrapped, belt of slate and quartzrte about half a mile wide, was
found along the northeastern slope of Ruddell Mountain just west
of the augen gneiss. In most of the exposures examined potash
feldspars are dominant, with little or no plagioclase being present.
Exposures of biotite and chlorite schist, about half a mile, and a

mile, northwest of Moneta, shorved no potash feldspar.
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Index map of the Thaxton-Montvale and Moneta-Vinton traverses, Bedford and Roanoke counties, Virginia 1, 7, garnetiferous
s_glrist; 2-3, 8-13, 15-16, 2,-%,31, 4l-42,44a, granite gneiss; +5, 14, biotite schist; 6, actinolite schist; 17-21, 32-35,37-40,4.j, granite;
27-n,44), Cambrian (?) slateandphyliite;2i,Celr$rian (i) qriartiite; 30, Cambridn (?) arkose; 56, quartz monzonite; 45, decom-
posed volcanic rock. Base from U. S. Geological Survey topographic map of the Bedford (30') quadransle.
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None of the granitic rocks exposed along this traverse would
be suitable for dimension stone. Most of them are too foliated to
be desirable for crushed stone. The Cambrian quartzites could be
used for this purpose, but the cost of crushing them would be high.

RoaNore eNo FnaNrrrn CouNrres

ROANOKE-MAGGOTTY GAP-GRASSY HILL TRAVERSE

The Roanoke-Maggotty Gap-Grassy Hill traverse extends from
Roanoke in Roanoke County southward along the northwest side
of the Blue Ridge to Maggotty Gap, thence southeastward through
the Blue Ridge via that gap to Boones Mill, and from there south-
ward through Gogginsville to Grassy Hill, a short distance north-
west of Rocky Mount in Franklin County. It has a length of about
22 miles (Fig. 23). Petrographic data on the various outcrops are
given in Table 26.

The rocks along the traverse comprise four groups. The first
group crops out along the west side of the Blue Ridge between
Back Creek and Maggotty Gap. These rocks are porphyritic, horn-
blende-granite gneisses, containing purple to violet quartz. The
feldspars include both albite and microcline and, in all exposures
examined except two, the potash feldspar is dominant. In those
soda-lime and potash feldspars are abundant.

The area between Maggotty Gap on the crest of the Blue Ridge
and Boones Mill, is underlain by rocks of the second group. These
rocks are aug'en gneisses similar to those common in areas of Lov-
ingston granite gneiss. In these gneisses feldspar phenocrysts vary
in size up to about 2 inches, and quartz grains are commonly scat-
tered through the feldspar eyes. The foliated matrix contains con-
siderable biotite. Potash feldspars normally exceed soda-lime feld-
spars; microcline is the principal feldspar.

The third group of rocks extends from Boones Mill southward
to the vicinity of Gogginsville. They are more foliated than are
those of the second group. They are foliated granite gneisses in
association with biotite-muscovite schists. Microcline is their prin-
cipal feldspar. In most samples no plagioclase was found.

The fourth group of rocks underlies that part of the traverse
from Blackwater River southward to the top of Grassy Hill, a short
distance northwest of Rocky Mount. They comprise mica schist,
basalt, metapyroxenite, and talc schist. The metapyroxenite is high
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4Miles

Frcune 23.-Index map of the Roanoke-Maggotty Gap-Grassy Hill tra-
verse, Roanoke and Franklin counties, Virginia. l, 4-5, It-L2, quartz mon-
zonite;2-3, porphyritic granite; 6,10,13-14,16, granite gneiss; 7-9, augen
gneiss; 15, 19, 22, 25-26, mica schist; LT, N, toliated granite; 18, 21, gneiss;
'Z3,basalt;24,metapyroxenite. Base from U. S. Geological Survey topographic
map of the Bedford quadrangle.
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in more or less amphibolized, monoclinic pyroxene; it has no
feldspar.

An abundance of fresh rock for crushed stone could be obtained
from the rocks of the first two groups. Most of the rocks in the third
and fourth groups are too weak and decomposed to be desirable. None
of the rock along the entire traverse is potential dimension stone.

Gneysor.r Coumry

INDEPENDENCE-TROUTDALE TRAVERSE

The Independence-Troutdale traverse extends from Independence
on the east, westward and northwestward along U. S. Route 58 to the
crest of the Blue Ridge just beyond Troutdale, a distance ol about 23
miles, all in Grayson County. That part of the traverse from Inde-
pendence to a locality about 9 miles west of that town, is underlain
mainly by actinolite and mica-schist with granite sills occurring locally.
Most of the area from this locality westward to near the crest of the
Blue Ridge is underlain bv Grayson granite gneiss. Rhyolite commonly
occurs along the eastern border of the granite belt, just west of the
schist.

The Grayson granite gneiss in this area is a medium- to coarse-
grained rock, in which microcli'e and orthoclase dominate. Albite-
oligoclase and biotite are rare or absent; where present, albite-oligoclase
is gray to pink. A massive gray granite, without biotite, crops out a
short distance west of Fox, near the eastern border of the Grayson
granite gneiss. It contains orthoclase and microcline, but apparently
no plagioclase. A coarse-grained sheared, pegmatitic granite, one facies
of the Grayson granite gneiss, crops out on the north bank of New
River, about three-fourths mile west of Fox creek dam. It contains
quartz, microcline, and biotite. Northwest of Mouth of Wilson on
wilson creek, the Grayson granite gneiss is a medium-grained, foliated
rock. Its feldspar is microcline and it contains about L per cent biotite
and hornblende combined. on the main highway 6 miles northwest of
Mouth of Wilson, the Grayson granite gneiss is a sheared, gray-green
porphyritic rock. It contains quartz, microcline, and very fine-grained,
secondary muscovite.

From Grant northwestward to a point about one-fourth mile east
of the divide between wilson and Fox creeks, u. S. Route 5g traverses
a coarse-grained, gray granite gneiss, containing qltartz, microcline,
small amounts of albite-oligoclase and biotite. Basalt dikes are common
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in the granite gneiss. Epidotization of the basalt and adjacent parts

of the granite gneiss has taken place locally. From the basalt contacts
the epidotization normally extends only a few inches into the gneiss.

In one place a vein of unakite 1 foot wide was found in the gneiss a
few feet from basalt. The unakite contains red microcline, small
amounts of gray albite-oligoclase, quartz, and epidote. The feldspars

are about 1 inch in length.
A few feet west of the Grayson granite gneiss on the divide be-

tween Wilson and Fox creeks northwest of Grant, on U. S. Route 58,

the underlying rock is a red, sheared, porphyritic rhyolite, locally cut
by basalt dikes. There is no epidotization of this rock. Outcrops of red

rhyolite also occur west of the Fox Creek bridge northeast of Trout-
dale. About 20 per cent of the rock is matrix ; quaftz and microcline are

the main constituents.
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A, Burkeville granite quarry lrear Burkeville, Nottorvay County, Virginia. Photo-
graph by Edward Steidtmamr. (From Virginia Geological Survey Bulletin 47.)
B, Grace Episcopal Church in Lynchburg, Virginia, built of Virginia greenstone.
Photograph by Edrvard Steidtmann. (From \rirginia Geoiogicai Survey Bul-
letin 47.)



Vrncrxre Grorocrcer- Sunvnv BurlErrN 64 Prern 9

B.

A, Burkcville grarite quarrl rear Burkeville, \ottorva-v Countl', Virginia. Photo-
graph b1' Echvard Steidtnrann. (From \,'irvinia Geological Surve-v Bulletin ,tr7.)

B, Grace Episcopal Church in L1'nchburg, Virginia, built of Virginia greenstone.
Photograph bl' Eclrvard Steicltmanr. (From \iirgiria Geological Survel' Bul-
letin ,17. )
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B.

A, Virginia _Grey Granite Quarry, about 7 miles southeast of Boydton in X,[eck-
l:nbu_rS-County, Virginia. Photograph courtesy Major William Maish, C. E.
B, Block p{ sranite, about 7l by i by 5 feei, from Virginia Grey Granite
Quarry. Photograph courtesy Major William l,taish, C. E.
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B.

A, e Quarrl', about 7 miles southeast of Boydton in N,Ieck-
inia. Photograph courtesy Xlajor William Xlaish, C. E.
about 1l by 3 by 5 feet, from Virginia Grey Granite
courtes)' IIajor William llaish, C. E.
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SUMMARY

The production of granite and other crystalline rocks in Virginia
in 1942 was valued at more than one and a half million dollars, with the
larger part of the production being crushed stone. A considerable quan-
tity of the crushed granite is obtained from small wayside quarries whose
product is used in road construction, but the greater part is produced
by four large quarries in the Piedmont province.

Virginia was listed as a producer of granite dimension stone prior
to 1910. Building and monumental stone are still produced in the State,
although in recent years the annual production has been too small to be
itemized in the statistical reports of the United States Bureau of Mines.
One wishes that more of our buildings, like those of the old world and
of Mexico, might have been built of stone from local quarries.

Most of the dimension stone has come from the Richmond, Peters-
burg, and Fredericksburg areas, underlain by the Petersburg granite,
and from other quarries in the Red Oak granite. Formerly about 20
large quarries were operated in the Richmond area, but only a few are
now active. Large supplies of good stone, adapted to building and
monumental uses, are available at or in the vicinity of several of the
presently inactive quarries. The overburden ranges from 5 to 10 feet
and the thickness of weathered granite directly beneath the overburden
commonly is less than 2 feet. Quarrying conditions are very good.

An excellent monumental stone, of a pleasing color and considered
by dealers throughout the State to be one of the most .durable, was
formerly quarried in the Petersburg area. Building stone of proved
merit has also been produced and an unlimited supply of stone is still
available in this area.

The granite of the Fredericksburg area is a durable stone of ex-
cellent color and freshness. Most of the inactive quarries in this area
are favorably located for operation and reserves of stone are available.

Stone highly commended for monumental purposes and for various
types of dimension stone has been produced from a grayish-blue granite
in the vicinity of Burkeville. Granite similar to that near Burkeville
has been quarried near Kenbridge in Lunenburg County and southeast
of Saxe in Charlotte County, in areas of Red Oak granite. The rock
in the vicinity of Saxe should yield rough dimension stone. A pink
granite which has proved very satisfactory as a building stone has been
obtained from the Falls Church area in Fairfax County. Both the
color and the stone are durable. A large supply of stone is available,
quarrying conditions are good and the stone should find an excellent

9/
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market in the near-by Washington area. The exposures of quartz-
diorite along Tripps Run, about If miles south of Falls Church, offer
possibilities for rough building blocks.

Building and monumental stone has been produced from a quarry
in Triassic trap rock near Buena in Culpeper County. The rock is a
grayish-black, distinctly grained diabase or "black granite." The stone

is fresh, glassy, free from flaws and takes a good polish. The soil
cover is less than one foot thick, the quarry is favorably situated for
operation, large blocks can be obtained, and the supply of stone is un-
limited. Other quarries in Triassic diabase, which have produced

crushed stone, are located near Bull Run in Fairfax County and south-
east of Leesburg in Loudoun County.

Crushed stone is also obtained from certain other crystalline rocks.
A biotite gneiss is quarried in the City Quarry at Danville. Catoctin
greenstone is crushed near Charlottesville in Albemarle County and
locally elsewhere. Gneiss, granite gneiss, and massive quaftz-bearing
intrusive rocks have been quarried and crushed for local use at many
places throughout the Piedmont and Blue Ridge provinces.

Among the former producing quarries in the area of the Peters-
burg granite, in the locality of which reserves of rock of proved dimen-
sion stone quality are available, should be mentioned the following:
Richmond Granite Company No. 1, Vietor, Capital, Granite Station,
McGowan, Old Dominion (Middendorf ) and Mackintosh (Mclntosh)
quarries in the Richmond area; Taylor and Hazel Run quarries in the
Fredericksburg area; and the Cook, Burns and Campbell, Butterworth,
and other quarries in the Petersburg area. Of those in the area of the
Red Oak granite, the Burkeville and Kenbridge quarries have reserves
of stone, are especially favorably located for operation and merit con-
sideration. The Occoquan quarries, along Occoquan Creek near
U. S. Route 1, offer possibilities for building stone and riprap.

The areas of the Petersburg and Red Oak granites in the eastern
part of the Piedmont province have the best exposures of fresh rock,
show less fissuring, foliation and banding, and are cut by fewer dikes
than any of the other bodies of granite in Virginia.

Most of the dimension stone quarries are in areas underlain by the
Petersburg and Red Oak granites as shown on the Geologic map of
Virginia (1928). Among other areas which offer the best possibilities
for dimension stone are (1) area of hypersthene granodiorite in the
northern part of the Blue Ridge province, (2) area of Old Rag granite
along the east side of the Blue Ridge in the Shenandoah National Park
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district, (3) area of Air Point granite in the Bent Mountain district,
Roanoke County, (4) area of pink microcline granite in the Vesuvius
quadrangle, and (5) area of Grayson granite gneiss.

Large quantities of crushed stone are available at numerous local-
ities throughout the Piedmont and Blue Ridge provinces. Several of
the previously operated quarries in the areas of the Petersburg and
Red Oak granites offer sources of good stone, as do certain others in the
Falls Church area, and perhaps also in the vicinity of Occoquan, Colum-
bia, and Danville. Reserves of stone should be available near the sites
of several of the small wayside quarries referred to in the descriptions
of the various traverses and shown on the traverse sketch maps.

Excellent crushed stone should be obtained (1) from the vicinity
of Cobbler Mountain and between there and Markham along the Mark-
ham-The Plains traverse; (2) on the northeast slope of Fleming Moun-
tain along the Lynchburg-Coleman Falls traverse; (3) in the vicinity of
Holcorirb Rock; (4) near Browntown along the Bentonville-Browntown
traverse; (5) south of Vesuvius and between there and Massies Mill;
and (6) in the vicinity of Snowden and locally elsewhere along the
Balcony Falls-Snowden-Coleman Falls traverse.

Other sites offering possibilities for good crushed stone are to be
found (1) along the Washington-Ben Venue traverse; (2) between
Sperryville and Boston; (3) in the vicinity of Harris Creek along the
Lynchburg-Harris Creek traverse; (4) on the Thornton Gap-Sperry-
ville traverse; (5) between Madison and Fishers Gap; (6) along the
Swift Run Gap-Stanardsville traverse; (7) from Roanoke to Boones
Mill along the Roanoke-Maggotty Gap-Grassy Hill traverse; (B) in the
vicinity of Danville; and (9) along the western part of the Inde-
pendence-Troutdale traverse.

Bodies of greenstone in the vicinity of Middleburg and east of
charlottesville should yield good crushed stone, as should also areas of
Triassic diabase, such as underlie the sites of the Belmont quarry in
Loudoun County and the Buena and other small local quarries in Cul-
peper and Fauquier counties.
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ECONOMIC FACTORS

Quennv LocerroN

Selection of site.--The selection of the quarry site involves ap-
praisal of costs of operation and maintenance of available markets, and
studies of the inherent nature of the stone and its environment. Some

of the natural factors which should receive consideration are the
topographic situation, thickness and character of the overburden, drain-
age, climate, water supplies, and potential power. The importance of
these factors is self-evident. It is also evident that some of these factors
can not be appraised without prospecting and trial quarrying.

Stone reqwiretnents.-Granite used for climension stone must be

fresh. The requirements for decorative and monumental stone are

especially rigid. The best commercial granites have uniform grain and
color patterns, are free of blemishes such as veins, dikes, knots, stains,

and blotches, which cause waste and increase production costs. Monu-
ment dealers state that blue and red granites are more salable than
light-gray varieties, since inscriptions on the dark-colored stones are
more legible, and these stones are also deemed more beautiful.

In quarries used for extracting dimension stone, joints and sheets

ot horizontal joints should be absent or widely spaced. If closely spaced

they prevent the removal of desired sizes; if rvidely spaced, they facilitate
quarrying. If possible, the quarry should be located so that the sheets

dip towards the opening. When the sheeting dips towards the pit, the

conditions are ideal for moving the stone. Rift and grain are generally
helpful in quarrying, but some excellent quarries have neither.

Topography of site.-The hillside quarry has many advantages over

an opening in a level surface, because it drains naturally and permits
gravity movement of overburden, waste and quarry products. Waste

piles, mills, and haulage tracks can be placed on near-by lowlands. Waste

and overburden should not be dumped on lands which might be desired

as future quarry sites. Generally waste from the quarry is used in

fills and for crushed rock.

Overbwrden.-As a rule the overburden of granite in the South

Atlantic states is residual clay, derived from the decay of the granite

bedrock. The overburden may consist also of transported materials,

such as sand, gravel, and silt, which is common in the granite areas

along the eastern margin of the Piedmont region of Virginia. At most
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granite quarries in Virginia the overburden is less than 15 feet thick.
The granite directly below the overburden generally is partially decayed.

Locally the removal of the overburden and the decayed granite may be

too costly to make the quarry venture profitable.

Drai,nage.-Drainage is generally not a major problem in granite
quarrying operations. Even in pit quarries, pumping commonly is not
a major item. Some quarries, although located below the level of
near-by streams, have no serious water problems. In selecting a quarry
site, consideration should be given to the possibility of the quarry being
flooded by surface water during heavy rains and from unusually high
stfeam waters.

OpBnarrNc Fectons

Profits.-A profitable granite quarry yields enough income to pay

operating expenses, taxes, insurance, depreciation, amortization, a lair
rate of interest on the investment, and royalties if the land is not owned

by the operators. Before the operation is abandoned, the profitable
quarry should yield a sufficient return to redeem equipment and other

assets used during its operation. Detailed information regarding the

economics of quarry operation and production may be obtained from
publications of the U. S. Bureau of Mines, some of which are cited in
the list of references accompanying this report. The statements that
follow have been condensed from these sources.

Royalties.-Royalties on crushed stone are reportecl to range from
1 to 10 cents per ton. In the Atlanta, Georgia, district the royalty on

block granite is 25 cents a cubic foot; on curb stone it is 2 to 5 cents a

cubic foot.

Costs and, prices.-Unfinished blocks of first-class granite suitable

for monuments sell for an average of $3.50 to $5.00 a cubic foot' Small
quantities of random building block, without cutting or carving, have

been quoted at $1.40 to $2.25 a cubic foot at points of consumption.

The average direct cost of block granite f. o. b., at selected quarries

in Vermont, .Massachusetts, and Pennsylvania, has been $2.07 a cubic

foot.
According to Thoenen2s, the average direct cost of producing

crushed. granite, including crushing and screening, is $1.08 per ton.

This is about twice the cost of producing crushed limestone.
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Investwent per prod,wction unit.-The actual average capital invest-
ment per annual ton of production of four crushed-stone granite opera-
tions, over a 2-year period, has been shown to be $1.20. As this cost
is based on the valuation of used equipment,s the investment in a new
plant would be greater. About 9.54 per cent of the capital outlay of 3
quarries was for land or mineral rights; the balance was for equipment.
The production per annum for the larger quarries is in the order of
300,000 to 500,000 tons, but their capacity to produce is usually greater
than the actual production.

Tpsrs oF GRANTTE

DIMFNSION STONE

The principal tests of dimension stone include percentage of absorp-
tion, percentage of porosity and specific gravity, crushing strength,
transverse strength, tensile strength, fire resistance, frost resistance,
abrasion, resistance to chemical action, chemical analysis, and microscopic
analysis. These tests are not all of the same importance. Those used
vary with the intended use of the stone and the conditions to which it
is to be subjected.

Absorption.-The percentage of absorption test consists in deter-
mining the weight of the water absorbed by a known weight of dry
rock. It is the percentage relationship between the weight of the water
absorbed and the weight of the dry rock.

S_D
A:_X10O

D

A : percentage of absorption ; S : weight of saturated specimen;
and D : weight of dry specimen.

Absorption is greater under vacuum and still greater under high
pressure than under ordinary conditions. The percentage of absorption
of a certain granite as determined by Hirschwaldll was 0.51 per cent
after rapid submersion;0.91 per cent after slow submersion; 1.07 per
cent when submerged under vacuum; and !.25 per cent when sub-
merged under 5O to 150 atmospheres of pressure.

Poro'sity and, speci,fic gravitg.--The porosity is the ratio between the
volume of the voids of a rock specimen and its total volume. the total



EcoNourc Fectons 103

volume being the volume of the voids plus the volume of the mineral

matter:

x 100

P : percentage of porosity; V : volume of voids i Vm: volume

of minerals.
Specific gravity is the weight of the dry specimen divided by the

weight of the water displaced by the mineral matter of the specimen.

This is the mineral specific gravity as distinguished from the rock or
bulk specific gravity:

D
1. G:-

D-s

S-D
) D- x 100

(s-D) + p
G

From I and,2,

S-D
3. P:-X100

S-s

G : specific gravity; P: percentage of porosity; D: dry weight

of specimen; S : saturated weight of specimen; s : weight of satur-
ated specimen suspencl.ed in water.

Laboratory technique for obtaining the percentage of porosity and

the true specific gravity has been described by Buckley.b

The percentage of porosity is used as an index of frost resistance.

Although it is a more painstaking test, it is somewhat superior to the

absorption test. The mineral specific gravity of stone seems to have no

practical value as such. The weight of the saturated stone per cubic

foot can be computed from the percentage of absorption and the mineral

specific gravity.

Cruski,ng strength.-The crushing strength of a rock is the pres-

sure in pounds per square inch required to break a specimen. The sides

of the specimen are unsupported in this test, in which a cylindrical core
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2 inches in diameter and 2 inches high is used. The two ends of the
cylinder are made smooth and parallel. The cylinder is compressed in
a Universai testing machine at a rate of 0.10 inch per minute. A small
spherical-bearing block is placed between the moving head of the
machine and the specimen. The average of at least two tests is re-
ported in pounds per square inch. The average crushing strength of
granite is about 15,000 pounds per square inch.

The crushing strength is usually unimportant unless the rock is to
bear an unusual weight. Buckleya showed that the weight resting on
the foundation of the Washington Monument was only 314.6 pounds
per square inch. The average crushing strength of granite is nearly 50
times greater.

Transaerse strength.--The transverse strength of a stone is equal
to the load in pounds required to break a bar one inch square resting on
supports one inch apart, the load being applied in the middle. The
formula expressing transverse strength follows:

3wl
R:-

2bd2

R : modulus of rupture i w : load at center, in pounds, required
to break the stone; 1 : distance between supports, in inches ; b: width
of stone, in inches; d : thickness of stone, in inches.

The transverse strength is important in the selection of stone for
sills, caps, and lintels. Stone used as sills and lintels is more apt to
show signs of breaking than that used for many other purposes. Frac-
tures in stone used for sills and lintels are often due to uneven sink-
ing of the building in which they are used. The modulus of rupture of
granite usually lies between 2,50O and 3,50o pounds per square inch
but may be greater or less.

Ten,sile strengtk.-The tensile strength of any rock is the load, in
pounds, required to stretch a bar of stone one inch in cross section until
it breaks apart. The specimen is severed in a straight pull by a rnachine
which measures the load on a balance beam after the manner of weigh-
ing scales. HirschwalCl0 records a number of tensile strength tests on
granites. He found that the tensile strength of granite averages about
1/35th of its crushing strength.

Shearing strength.-Shearing strength is the resistance of a body
to iorces which tend to displace it in mutually opposite directions with
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respect to a plane passing through the body. Hirschwald recommends
that the test be made on specimens not in excess of 3 cm. in height and
5 cm. in width. The test is made by the pressure of a dull steel blade
upon the rock sample which projects horizontally from the jaws of a
clamp. The pressure is applied close to the edge of the clamp. The
formula used for shearing strength is

S
K:-

f
S : the pressure, in pounds, required to shear ofi a specimen

of the cross section f, in square inches.

Hirschwald found the crushing strength of granite to average about
14 times that of the shearing strength.

Fi,re resistance.---The fire resistance of a stone is determined by
heating it to a definite temperature, and then either cooling it under
normal atmospheric conditions or else quenching the hot rock with
water. Granites show no marked deterioration until they are heated to
temperatures above 550' C. The disruption is still more marked at
about 800o C. This is below the average temperature of ordinary fires,
which has been estimated to be about 850. C.

Frost resistance.-'the freezing test of a rock consists in soaking
a sample in water and then letting it alternately freeze and thaw about
25 or more times. The loss in weight is then determined. and a search
is made for signs of crumbling or the formation of minute cracks.
The crushing strength befote and after the freezing anC thaw-
ing tests is compared. The effects of freezing and thawing are
more seveie if the rock has been soaked under a vacuum, the percentage
of absorption being greater in this case. Hirschwaldlz found that granite
soaked under'atmospheric conditions and then subjected'to the freezing
and thawing tests showed no visible disruption. When the freezing
and thawing tests were preceded by soaking under a vacuum, the micas
scaled slightly.

Sulpkate of sod'a fesf.-Resistance to frost action is also determined
by the sulphate of soda test. The specimen of rock is soaked in
sulphate of soda solution and then dried. 1'he average of several
determinations of the loss in .r^,eight is then obtained. This test is
more severe than the freezing and th.awing test. A coarse-grained,
red granite tested in this manner by Luquerl? sholved a loss of
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15.51 parts per 10,000 by r,veight. The same rock had lost only 1.38

parts per 10,000 in the freezing and thawing test. A fine-grained,
gray granite tested by the same authority lost 5.16 parts per 10,000

by the sulphate of soda test and only 1.5 parts bv the freezing test.

Abrasi,on.---The abrasion test is discussed under tests of crushed

stone. It is of value in selecting stone for uses in which the stone is

subject to scraping and rubbing, as on the treads of stairways. In
some localities, stone may receive this kind of wear {rom wind-
blown sand.

C hemic al re si,stanc e.-satisf actory tests f or determining the resist-

tance of granite to the action of warm, moist air or to industrial
gases have not been devised. Brief exposures of specimens of
fresh granite to moist carbon dioxide or to a mixture of oxygen and

water vapor show no effects. Granite is as resistant to chemical
agents as any common rock except qaaftzite.

Cherni,cal analysis.-Chemical analyses of granites for commercial

purposes may be advisable for detecting deleterious constituents.
Numerous chemical analyses of granites are on record; however,
very little of practical value can be learned from them that could

not be gained by much simpler tests. Studies of thin sections under

a petrographic microscope will indicate the necessary data in a

more direct and less costly way. A few results determined by

chemical analyses are outlined belovr'.
A granite containing more than 75 pet cent silica is above the

average in hardness. A granite with 1 per cent or mofe water has

either suffered decay or else contains an undesirably large amount

of chlorite or mica. combined carbon dioxide is not a normal con-

stituent of granite. If present in appreciable amounts, it is indica-

tive of decay. ' Sulphur is indicative of sulphides and is considered

an undesirable constituent.
The percentages of oxides typical of granites generally fall

within the limits indicated below: SiO2, 65-77 per cent; AlzOs, 12-

15 per cent; Fe2Os,O.25-A.n per cent;FeO, O'2A-2.5 per cent; MgO,

0.05-0.60 per cent; CaO, 0.i5-1.25 per cent; Na2O, 115-450 per cent;

K2O,4.75-7.50 per cent;and HzO (combined), 0.25-015 per cent'

Mi,scroscopi,c analysis.-Study of granite under a miscroscope is

made to determine the mineral composition, grain size and pattern,

freshness of the rock, presence of injurious minerals such as pyrite,
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and the presence of minute cracks which might cause rapid disin-
tegration.

A rough estimate of the proportions of the principal minerals
may tre obtained by inspection of a polished surface of rock with a
hand lens. The lengths of the various mineral constituents can be
measured along series of parallel lines traced or laid off at regular
intervals, one set intersecting the other at right angles. The total
lengths of each mineral are measur€d along the lines. The ratio
is obtained of the total lengths of each mineral to the total length of
the lines along which measurements were made. It is assumed
that the percentages for each kind of mineral are about the same
as the ratio of their volirmes to the total volume of the rock. This
is the essence of the Rosiwall5 method of mineral analysis.

The petrographic microscope permits distinction between the
different kinds of feldspar which is impossible with the hand lens.
Mineral volume analyses obtained by microscopic examination can
be recalculated in weight analyses, and these in turn can be recal-
culated in chemical analyses.

The study of thin sections is best adapted to finding traces of
decay, such as cloudiness in feldspars, the change of biotite and
hornblende into chlorite, brown stains on pyrite or other iron-
bearing minerals. Such study also discloses microscopic fractures.
To show their alignment may be of help in operating the quarry.
If abundant, fractures may presag.e the rapid decay of the rock.

Cnusrrno SroNB

The tests cornmonly made on crushed stone to determine its
fitness for concrete and other purposes include mechanical analysis,
apparent specific gravity and percentage of absorption, weight per
cubic foot, p.ercentage of wear, hardness, and toughness.sz

Mechanical ano,lysi,s.-Screening or mechanical analysis consists in
passing a dried sample of definite weight through a series of stan-
dard sieves ranging in size from 3 inches to 0.0059 inch. Ten inter-
mediate sizes are used. The weight of the aggregate sample varies
from 1,000 to 9,000 grams. The percentage ratio of the weight of
the sample left on each screen to the weight of the total sample
is determined. The percentage of fines passing the smallest screen
size is computed.

ro7
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Specific gravi.ty and, absorption.-The apparent specific gravity of
crushed aggregate is the ratio betu'een the weight of the dry sample
and the weight of the water displaced by the total volume of the
sample. One way of making the test consists in drying a 1,000-

gram sample to constant u'eight at 10Oo C., then coo ing and re-
weighing the sample. Next, the rock fragments are placed in water
lor 24 hours and, after surface drying, they are placed in a special
cylinder previously filled with water up to an overflow spout. The
weight of the overflow water is obtained, and the sample is then
removed and weighed. The apparent specific gravity equals the
dry weight of the sample divided by the weight of the water dis-
placed by the saturated samp e. The percentage of absorption is

obtained by dividing the dry weight of the sample into the differ-
ence between the saturated and the dry weight, and multiplying the
quotient by 100.

D
Ga:

S-s

S-D
A:_ X 100

D

Ga : apparent specific gravity; D : dry weight of sample;
S : saturated weight of sample; s : weight of saturated sample
in water; A: percentage of absorp,tion.

The weight per cubic foot of dry rock is equal to the apparent
specific gravity multiplied by 62.37, the weight in pounds of a cubic
foot of water.

Abrasi,on.-In the Deval abrasion test, a clean, S-kilogram sample

consisting of about fifty pieces of rock of nearly even size is placed
in a hollow iron cylinder mounted diagonally on a shaft at an angle
of 30'. The cylinder is revolved 10,000 tinres at a rate of about 30

to 33 revolutions per minute. The percentage of the total 5 kilo-
grams which will pass through a No. 12 sieve of the American So-

ciety for Testing Materials is considered the percentage of wear.

Hardness.-The hardness test determines the resistance of the rock
to frictional wear. The method used by the U. S. Department of
Agriculturesl' 2 is as follows. A cylinder 25 mm. in diameter is cut,



Ecoworrrc Fecrons 109

with a core drill, from the rock to be tested. Each end of the
cylinder is polished to a plane surface and is held against a rotating
steel disc, under a pressure of 1,250 grams, upon which sand is fed
for 1,000 revolutions of the disc. 'fhe test sample is weighed before
and after each treatment. The coeffrcient of hardness is expressed
as one-third the average loss in grams, subtracted from 20. Rocks
with a coefficient of hardness greater than 17 are considered hard;
those from 14 to 17, medium; those under 14, soft. Due to the
present scarcity of steel-tired traffic, this test is no longer as sig-
nificant as formerly.

Toughness.-The toughness test determines the ability oi a rock to
resist fracture when subjected to blows. A cylinder of rock 24 to 25

mm. in diameter and 25 mm. in height is cut with a core drill, as in
the hardness test. The ends of the cylinder are polished to plane
surfaces. In the machine used, the cylinder is subjected to repeated
blows ol a 2-kilogram hammer which is dropped upon a steel
plunger whose lower surface is spherical and rests on the test
specimen. The first fall is frorn a height of 1 cm. The height of
the fall is increased by 1 cm. after each blow. The height of the
fall, in cm., when the specimen breaks, is a measure of the
toughness.
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APPENDIX A

Tesr,Bs or Pnrnocneprrrc Dere
T*r,a l,-Petrographic data on rocks sampleil along the Loaettsuille-Taylorstown

traDer se, Louilown C ounty, V irginia

3a
Fl

3
6

8
l0a
10b

Csenecrmn or Rocr

Massive granite gneiss.
Pegmatite dike in granite. Contains blue

quartz.
Schistose facies of granite gneiss.
Foliated granite gneiss.
Pegmatite dike in granite gneiss. Contains

blue quartz.

Trnr.m 2.-Petrographic iJata on rocks sarnpled in the Midd,teburg &rea, Louiloun
anil Fauquier counti,es, Virginia
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4.n

K
K
K

Csenecrsn or RocK

t
+
5
6
8

11
t2

x
x
x
x
x
x
x

x
x
x
x
x
x
x

Fine-grained granite, faintly foliated.
Same as 3.
Same as 3.
Same as 3,
Biotite granite gneiss; biotite, 10 to 15 per cent.
Granite gneiss.
Biotite granite gneiss. Contains pegmatite with

blue quartz.

o

bI

a
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K
K

K
K

x

x

" See Fig.3.

" See Fig.4.
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Tliw,a 3.-Petrographi,c ilata on roclts sampleil along the Markhom-The Plains
trouerse, F auquier C ounty, Virginia

Csenecrnn or Rocr
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x
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x

x

x
x

x
x

x
x

x
x

x

x
x

x
x

Coarse-grained granite. Contains
zircon and colorless quartz.

Chloritized granite.
Coarse-grained granite. Contains

colorless quartz.
Granite, cut by diabase dikes.
Coarse-grained granite gneiss. Con-

tains chlorite schlieren. Near green-
stone schist.

Decomposed chloritic granite. Con-
tains colorless quartz.

Coarse-grained piik granite.
Fine-grained pink granite.
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3

4
5

b
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8
I

10
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1'
13

x

x

x
x

x
x

x
x
x
x

x
x

x
x

K
K

K

Granite gneiss.
Porphyritic granite gneiss. Contains violet

onattz.
Gri,nite eneiss.
Augen granite gneiss. Contains violet

ouartz.
Granite gneiss.
Granite eneiss.
Granite [neiss. Contains violet quartz.
Massive coarse-grained, porphyritic gran-

ite. Contains blue quartz.
Similar to 9.
Sheared coarse-grained granite. Contains

blue ouartz.
Sheared porphyritic granite.
Porphyritic granite.

x
x

x
x

c See Fig. 5.

Tnr"n 4.-Petrographic ilnta on roclcs sampleil along the Washington-Ben Venue
trauerse, Rappahannoclc C ounty, Virginia

" See Fig. 6.
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15
TT

18
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2A

2l
22

23
ad,

25
34
36
38
39
40
4t
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{J
44
45
46
47

K,NA
K,NA

?
Na
K

Quartz monzonite gneiss; biotite rare.
Pink quartz monzonite Eneiss; biotite rare.
Decomposed schist. Containi blue cuartz.
White dacite.
Biotite gneiss. Contains secondary mus-

covrte.
Biotite cneiss.
Augen {neiss._ - Contains secondarjr' mus-

coyite and blue quartz.
Same as 22.
Similar to 22. Contains blue quartz.
Similar to 22, btt more schistose.
Pink granite.
Schistose grani l,e: serici tic.
Granite.
Dacite (?).
Granite gneiss.
Same as 40.
Granite gneiss, cut by granite dikes con-

^ 
iainingblue quartz. Old roadside quarry.

uranrLe gnetss.
Same asZ3.
White sranite.
White iranite.
White quartz monzonite.
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c See Fis. 8,* Quuri.

Trrln 6.-Petrographic d,ata on rocks sarnpleil along the Spemgaille-Boston
trauerse, Rappahannock anil Culpeper counties, Virg[nia
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Tr;atl 6.-Petrographi,c ilata on rocks sampleil along the Charlottesaille-Atton- -tratterse, Albemarle Countg, Virginia
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Biotite eneiss.
Biotite-iruscovite gneiss; biotite,

50 per cent.
Schisiose granite; biotite, 30 Per

cent.
Schistose muscovite granite, sim-

ilar to 5.
Foliated biotite gneiss; biotite,

40 per cent.
Foliaied gneiss, cut, bY felsite

dikes.
Biotite-hornblendo gneiss ; biotite,

75 oer cent.
Gneiis in schist,
Granite gneiss; biotite, 10 Per

cent.
Quartz monzonite gneiss.
Schistose granite; biotite, 15 Per

cent.
Banded gneiss; biotite, 25 Per

cent.
Quartz monzonite gneiss.
Massive sranite.
Granite lneiss; hornblende, 10

oer cent.
Coarse-srained foliated granite.
Coarse-Erained, massive quartz

monzonite. Conbains blue
quartz.

Qui,rtz monzonite gneissl no fer-
romagneslan mrnerals.
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Appruprx A 7t7

Tentn 7.-Petrographic d,ata on rocks sampleil along the Afto_n-Shelton-Charlottesaille
tiaaerse, Nelson anil Albemarle counlies, Virginia

aa Cnenrcrsn op Rocr

K

K
K,NA

K,NA
K,NA

K,NA

K

K

Granite. Contains grains of violet quartz
0.1 inch in diameter.

Suartz monzonite qneiss.
Massive quarlz moizonite, cut by diabase

dikes. -Contains violet quartz.
Augen quartz monzonite gneiss.
Nla-ssive ouartz monzonile. Contains

grains of quartz 0.1 inch in diameter.
Massive ouartz monzonite. Contains

qrains of-quartz 0.1 inch in diameter.
Green shear6d porphyritic granite. Con-

tains muscovite and violet quartz.
Biotite granite gneiss. Contains violet,

quartz and microcline phenoerysts
0.5 inch long; biotite, 30 per cent.
Old.roadside quarry.

Massive porphyritic granite.
Sheared granite. Contains feldspar

phenocrysts 0,2 inch long, and apatite;
biotite, 15 per cent.

Decomposed'foliated granite. Contains
feldspar phenocrysts 0.2 inch long;
biotite, 15 per cent,,

Foliated sericitic granite; biotite, 20
ner cent.

P6rphyritic granite gneiss. Contains
feldspar phenocrysts 0,2 inch long.

Porphyritic granite gneiss; boitite, 10
Der cent.

Bibtite granite gneiss; biotite, 30 per
cent.

Same as 42.
Biotite-muscovite sehist; biotite, 30 per

cent.
Granite gneiss. Contains feldspar phe-

nocrvsts 0.2 inch lonE.
P.ink granite gneiss. -Contains epidote

and muscovite.
Augen gneiss. Contains muscovite, and

feldspar phenocrysts 0.3 inch long.
Massive, medium-grained, pink quartz

monzonite. Contains small amounts of
muscovite.

Similar to 49a, but contains more mus-
covlte,

Pink quartz monzonite, similar to 49a,
but bontains more muscovite,

Muscovite-biotite schist.
Porphyritic biotite granite. Contains

feldspar phenocrysts 0.5 inch long;
biotite, 20 per cent.
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T'twn 7 '-Petrograph_i'.c ilata on rochs sampled along the Afton-SheltowCharlottesaille
tral)erse, N elson anil Albemarle counties, Virginia-C ontinued
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Crunecren or Rocr

Granite
Porphyritic granodiorite (?).

Biotite schist. Contains glaucophane.
Biotite schist; biotite, 20 per cent.
Gray granite dike, cuts 52a.

{oliated. white porphyritic granite.
rorpnyntrc granlte.
Augen granite gneiss.

Au.gen bioLite.gneiss; biotite, 30 per cent.
llolrated sneNs.
Pink porpEyritic diorite; biotite, 10 per

cent.
Porphyritic granite. Contains biotite.

South of Catoctin greenstone.
Unakite in granite. Red microcline

partly replaced by epidote.
ranite dike in foliated biolbiotite granite.
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5,orpnynnc granoolortte .(r,)
Sheared porphyritic granite.
Coarse-Erained Eranite.Co-arse-grained granite.
Schistose sranite-.
Porphyri tic quartz monzonite.
Quarlz monzonite gneiss. Red

Quarrv.

o See Pl. 4,

' Qumv.
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Trr,Ln 8.-Petrographic ilata on rocks sampleil in the Richmond area, Henrico
anil C hesterfi.eld, counties, V irginia
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K

K
K
K

K

K
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Pegmatite dike in granite.
Quarry No. l, Richmond
Granite Company.

Granite. Same as la.
Granite. Same as la.
Granite. Quarry No. 2, Rich-

mond Granite Company.
Pegmatite dike in granite.

Same as 2a.
Granite.' Surnyside quarry.
Granite. McCloy quarry.
Gray granite. McGranigan (?)

quarry, a short distance west
of the south end of the Atlan-
tic Coast Line Railroad
trestle.

Granite. Quarry east of south
end of Atlantic Coast Line
Railroad trestle.

Granite. Outcrop, about 100
feet west of south end of At-
lantic Coast Line Railroad
trestle.

Pink granite. Outcrop half a
mile west of Boulevard Bridge.

Blue-gray granite. Donald (?)
quarry, one-fourth mile west
of Boulevard Bridge.

Pegmatite in granite. Same as
10a.

Granite. Wray (?) quarry, 0.1
mile east of Boulevard Bridge.

Same as 11a; orthoclase rare.
Granite. Outcrop about half a

mile east of Boulevard Bridge.
Gray granite. Forest Hill Park

quarry, east wall.
Same as 12a.
Pegmatite dike. Contains gray

orthoclase and pink micro-
cline. Same as 12a.

Fine-grained blue granite.
Same as 12a.

Coarse-grained pink granite.
Same quarry, next to 12dt

Blue-gray granite. Same
quarry.

Fine-grained, blue-gray gran-
ite. Same quarry, south wall.

Granite outcrop.
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TasLE 8.-PeJrographic data on roclcs sampled in the Richmonil area, Henrino
and C hesterfielil counties, V irghvia-C ontinunil
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x16a

*16b

*16c

*16d

t16e

K

K

Granite. Contains consider-
able feldspar and albite oligo-
clase. McGowan quarry.

Biotite gneiss inclusion in gran-
ite. Contains epidote, biotite,
60 per cent. Same quarry.

Pegmatite in granite. Same
quarry.

Granite. Contains secondarv
pyrite; albite-oligoclase rar6.
Same quarry.

Peematite. Contains scattered
p-yrite. Same quarry, near
16d.

c Se Fit. 10.

' Quamy-.
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Te,sn g.-petrographic ilata on rocks sampleil in the Gronite station-Lorraine
ilistrict, southwesi o! Richmonil, Chesterfibld, anil Henrico counlies, Virginia
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Cslnacrnn or Rocr

Granite. Granite Station
Granite. Vietor quarry.
Pegmatite in granite.

quarry.
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ouarrv.
Grinitel Contains feldspar pheno-

crysts 0.1 to 0.3 inch in diameter.
Mackintosh (Mclntosh) quarry,
one-fourth mile southwest of
Granite Station.

Granite, faintly foliated. Contains
feldspar phenocrysts 0.04 to 0.1
inch in diameter. Old Dominion
(Middendorf) quarry, one mile
southwest of Granite Station.

Granite. Quarry south of Chester-
field Golf CIub.

Granite; orthoclase rarel biotite,
10 per cent..

Granite; biotite, 20 per cent.
Pink granite. Contains feldspar

phenocrysts 0.1 to 0.2 inch in
diameter.

Gray granite; orthoclase rare; bio-
f,rte. o per cent.

Porpliyritic granite. Contains pink
microcline phenocrysts 0.1 inch in
diameter.

Granite; biotite, 5 per cent.
Coarse-grained pink grani te, faintly

gneissic. Contains feldsparpheno-
crysts 0.2 inch in diameter.

Pink granite. Outcrops near old
Westham ouarries.

Pink granite; orthoclase rare. Con-
tains feldspar phenocrysts 0.04
inch in diameter.
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o S@ Fi!. 11.
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Crren.rcron on Rocr

o

a

o

d

j

*32a Greenish-pink, fine-grained granite. Con-
tains pyrite and calcite. Boscobel
quarrv.

Red granite, cuts 32a. Same quarry.
Pegmatite sill about 2 feet thick. Same

ouarrv.
Gn'eiss;"northwest of pit. Same quarry.
Fine-grained granite gneiss. Same quarry,

northwest wall.
Coarse-grained granite. Same quarry,

south wall.
Sheared green granite gneiss. Same

ouarrv. south wall.
Firie-griiired granite. Contains secondary

pyrite and chlorite. Same quarry, west

Pegmatite. Contains garnet and calcite.
Same quarry, east wah.

Granite gneiss.
Granite sill in chlorite schist.
Gray granite sill in hornblende gneiss.
Gneiss.
Granite sill in 36a.
Hornblende gneiss in quartz-chlorite schist.
Granite pegmatite in biotite gneiss.
Ilornblende granite gneiss. Contains zir-

con.
Biotite gneiss. Contains zircon.
Granite gneiss; biotite, 30 per cent.
Granite sill in 42a.
Granite gneiss; biotite, 30 per cent.
Pegmatite, cuts 43a.
Granite gneiss.
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Teslc l0.-Petrbgraphic ilata on rochs sarnpleil along the Manaldn-Maidens
tr aDer se, Goochlanil, C ounty, V irginia

o See Fig. 12.
* Quarry.
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Tagrn ll.-Petrographic ilata on rocks sampleil along the Goode-Lynchburg
traDerse, Beiltoril anil Campbell counties, Virginin
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Foliated granite gneiss; biotite, 15 per
cent.

Siririlar to 1. but less schistose. Contains
apatite.

Quirtz monzonite gneiss. Contains zir-
con.

Quartz monzonite gneiss.
Biotite schist; biotite, 80 per cent.
Fine-grained, narrow, quartz monzonite

dikes and sills.
Biotite gneiss.
Foliated gneiss; biotite, 40 per cent.
Granite gneiss. Contains garnet.
Biotite gneiss; biotite, 30 per cent,
Granite gneiss. Contains amphibolite

dikes.
Diorite.
Chlorite-actinolite schist. Virginia

Greenstone Company's quarry.
Biotite gneiss, wesi, of i6.
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c See tr'ig. 14.
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Csan,tcrsn or,Rocr

Biotite gneiss. Roadside quarry.
Diorite gneiss.
Biotite schist.
Diorite eneiss.
Ilornblende-diorite gneiss.
Same as 26.
Biotite gneiss.
Granite in schist. Local quarry.

Tear,n 12.-Petrographit, data on rochs sample(l along the Lynchburg-Hamis
e reih trauerse, Amherst C'ounty, Virginia

a See tr'is. 14.
* Qumv.
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Tesrs 13.-Petrographi,c ilata on rocks sampleil along the I'gnchburg-Coleman FaIIs
trauerse, Carnpbell and, Bed,ford counties, Virginia

Augen gneissl biotite, 14 per cent.
Granodiorite.
Massive granodiorite. Small quarry at

base of Fleming Mountain.
Granodiorite. Contains muscovite.
Granodiorite.
Biotite gneiss.
Massive blue-gray granodiorite.
Similar to 40; quartz rare.
Granite, similar to 40 in appearance;

quartz abundant.
Augen granite gneiss; biotite, 5 per cent.
Sheared granite.
Massive granite.
Same as 45.
Same as 45.
Granite gneiss.
Same as 48.
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Appuvorx A

Tesr,B 14.-Petrograpbic ilata on rochs sa.rnpleil along the Holcomb Roch

Csanacrsn on Rocr

125

Gr4nite gneiss.
Granite gneiss; similar to 50.
Biotite granite.
Gra,nite gneiss. Contains smoky

quartz.
Porphyritic quartz monzonite.
Granodiorite. Contains smoky

quartz.
Biotite gneiss; biotite, 30 per cent.

Contains smoky quartz.
Similar to 56.
Massive pink granite.
Granite gneiss; biotite, 20 per cent.

Contains smoky quartz.
Granite gneiss. Contains smoky

quartz.
Same as 61.
Sericite schist.
Biotite gneiss; biotite, 30 per cent.
Similar to 64.
Similar to 64.
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traaer se, B edJord C ountE, Virginia

" See tr'ig. 14.
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Csenacron or Rocraa
x-o

a

bt

Bil
Fl

x
x

x

x

I

IE
t-

l<

x
x

x
x

x

x
x
x

x

x
x
x
x

N
tu

x
x

x
x

x
x
x
x
x

x

2a
3

4
*5

6
*7a
*7b
8b

+9b

*9c

K,Na
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Biotite-oligoclase gneiss.
Muscovite grauite gneiss; albite rare. Contains

garnet.
Porphyritic muscovite granite. Contains garnet.
Biotite gneiss. Facies of Wissahickon schist.

City quarry.
Muscovite granite dike, cuts hornblende gneiss.
Ilornblende granite gneiss. OId City quarry.
Pink granite dike in 7a; muscovite rare.
Muscovite pegmatite, cuts 8a.
Pink granite dike, cuts 8a. Contains secondary

calcite.
Red. qegmatite, cuts 9a. Contains secondary

carcrte.
Muscovite eranite Eneiss.
Same as 10.
Granite gneiss.
Similar to 12.
Massive gabbro. Contains hornblende, labra-

dorite, and magnetite; quartz ra,re.
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Tanr,u 15.-Petrographir ilata on rocks sampleil in the Danaille area,
PittsEluania C ounty, V irgini,o,

" See Fig. 15.* Qumv.
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Tenr,n 16.-Petrographic data on rocks sarnpleil in the Martinsoille
area, Henry Countg, Virgi.nia

AppBNnrx A t27

Crl.c.na.crnn or Rocr

Hornblende hornblende, 60 per
cent.

Granite dike, cuts diorite gneiss, 2b
below.

Diorite gneiss.
Diorite gneiss.
Diorite dike.
Coarse-grained diorite dike; not gneissic.
Diorite gneiss dike.
Hornblende diorite dike; hornblende, 50

per cent.
Quartz diorite; dark-colored minerals,

30 ner cent.
Gneiss. Contains veins of blue quartz.
Gneiss.
Garnetiferous quartz gneiss; quartz, 50

per centl biotite, 5 per cent.
Similar to 8. Contains pyrite.
Garnetiferous gneiss.
Quartz diorite.
Garnetiferous mica schist.
Schist; feldspar rare.
Decomposed diorite (?).
Massive quartz diorite.
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c See Eie. 16.
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Tasr-n l7.-Petrographic ilata on rocks sarnpled along the Bentorwille'Browntown
tral)erse, W arren CountE, Virginia

Cnenecrpn or Rocr
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Porphyritic hypersthene granodiorite.
Contains albite phenocrysts; micro-
cline and albite abundantl hypersthene,
about I per cent.

Ilypersthene granodiorite; nonporphy-
iitic. Feldspar abundant: dark-colored
minerals, a6out 1 per ceit.

Similar to 2, but gneissic.
Gray garnetiferous granite gneiss; no

ootash feldspar: sarnet, 20 per cent.
Giay granite !'neiss. Contains apatite,

sraphite and qarnet.
Siiritar to 5; garnet, 20 per cent; graphite,

l0 per cent.
Similar to 5; biotite, 10 per cent. Con-

stf#pi."t:Lut massive. contains no
ootash feldspar.

C6arse-grained, green hypersthene grano-
diorite.
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o See Fig. 17.
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Taom l8.-Petrographic il,o,ta on rocks sampleiL along the Thornton Gap-Bperrysi,lle
traoerse, Page and, Rappahonnock counties, Virginia
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Gray-green granodiorite; orthoclase
rare; hyperSthene, 10 per cent.

Granite dikes in hypersthene grano-
dronte.

Gray-green granodiorite, banded with
coarse-grained pink granite.

Hypersthene granodiorite, cut by
garnetiferous rhyolite dikes; apatite
abundant; quartz rare; hypersthene,
40 per cent,.

Granodiorite: orthoclase rare.
Granodiorite, similarto 6.
Primary granite gneiss; dark-colored

bands alternating with bands of
qttartz.

Primary granite gneiss, cut by basalt
dikes; microcline abundant in dark-
colored bandsl oligoclase rare;
hypersthene, 1 to 5 per cent.

Primary gneiss; no dark-colored min-
erars.

Coarse-grained gneiss. Contains crys-
tals of feldspar 0.5 inch long and
rhyolite dikes 12 inches wide.

Primary granite gneiss.
Porphyritic granite gneiss. Contains

phenocrysts of microcline 3 inches
long; dark-colo{ed minerals slightly
chloritized. Abandoned road
quarry.
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Tanr,n 19.-P etrographic ilata on rocks sampleil along !l!! Mo'ilison-Fishers Gap
trauerse, Mail:ison aniL Page counties, Virginia

Cn.rnlcrnn oF RocK

Thin granite dikes in granite gneiss and
actinolite schist. Highway quarry.

Coarse-grained chloritic granodiorite; horn-
blende abundant.

Quartz monzonite. Contains hornblende.
Same as 4.
Coarse-grained syenite; microcline abun-

dant; albite-oligoclase rare.
Same as 6, alternating with dikes of quartz

monzonite.
Ouartz-biotite schist.
.{ugen gneiss. Contains blue and colorless

quartz.
Similar to 12.
Similar to 12, but arkosic.
Similar to 12.
Fine-grained granite; biotite rare.
Schistose sranite.
Granite gneiss. Contains blue qual!2.
Similar io 19; quartz enclosed by feldspar.
Quartz monz6nite. Contain$ violet, quartz.
Quartz-biotite schist; biotite, 80 per cent.
Schisl, schlieren in granite.
Granite, with blue quartz; biotite rare'
Granite, with lenses of blue quartz 0.5

inch long.
Similar to 25.
Quartz monzonite, cut by massive basalt

dike 30 feet wide.
Ouartz monzonite,
Iiiotite granite, faintly foliated.
Hornblende eranodiorite.
Porphyritic granite; feldspar crystals 0.2

inch in diameter.
Fragments of coarse-grained, sheared gran-

ite. Contain amethysl, quartz and
aoatite.

Coarse-erained granite. Contains apatite
and cdiorless quartz; feldsparphenocrysts
0.5 inch long.

Granite, similar to 33. Contains colorless
quartz.

Granodiorite.
Unakite in eranodiorite. Conl,ains red

mi crocline, -gray albi t e-ol igoclase, zircon,
and epidotized feldspar.



TesLE l9.-Petrographic data on rochs sarnpled along the Mailison-Fishers Gap
traaer s e, M adison and, P ag e couniies, Virginid-C onlinued
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37

39

40
4L

Cn.c.nacrrn on Rocr

Decomposed material, with fragments of
granodiorite and unakite, similar to 36a.

Gray-green, porph.yri tic,hypersthene grano-
oroute. uontarns colorless quartz, and

^. 
phenocrysts of feldspar 0.2 inch long.

Same as 39.
Similar to 39, but orthoclase rare. Con-

tails,apatite and crystals of feldspar 0.1
rncn long.

" See Fie. 19.. Qwry-.
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Csanacrpn on Rocr
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11

Coarse-grained, gray-green hypersthene
granoiliorite; feldspar phenocrysts 3
inches long.

Similar to 1.
Similar to 1.
Similar to 1; vesicular greenstone to the

east.
Coarse-grained, gray granite; dark-colored

minerals chloritized.
Similar to 5.
Hypersthene granite; hypersthene abun-

dant.
Coarse-grained, hypersthene granodiorite;

hl'oersthene, 1 per cent.
Pariiy sheared,- dark-gray porphyritic

hypersthene granite; hornblende abun-
danl.

Same as 11.
Same as 11.
Granite gneiss; locally arkosic in appear-

ance.

L2
13
L4

Tanln 20.-Petrographi,c ilata on rocks sampleil along the Swilt Run Gap-Stanarilsaille
[raobrse, Rockingham and Greene counties, Virgini'a

" See Fig, 20.



Tlr,nn 21.-Petrographic ilata on rocks sampled along the Vesuuius-Montebello-Massi'es
Mill trauerse, Rockbrid,ge aniL Nelson counties, Virginia
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Crunecren on Rocr

?
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Na

Na

Granodiorite containing unakite in ellip-
soidal masses and sheets 1 foot thick.
Red microcline crystals 4 inches long;
albite-oligoclase is gray and is more
enido{,ized than is mi-crocline.

Coirse-grained, gray-green granodiorite.
Gray-green, porphyritic granodiorite; al-

bi te-oli goclase phenocrysts.
Dark-green, porphyritic granodioril,e; oli-

goclase phenocrysts 3 to 4 inches long.
Coarse-grained, dark-green granodiorite;

unakite dike 2 inches wide. Contains
aoatite.

Porphyritic granodiorite, with oligoclase-
andesine phenocrysts 4 inches long. Con-
tains irreeular bodies of unakite 2 to 3
feet wide, with red orthoclase, gray
albite-oligoclas e, quartz, and epidote.

Gray-green, porphyritic quartz monzonitel
no ferromagnesian minerals.

Porphyritic granite ; orthoclase phenocrysts
intergrown with albite.

Coarse-grained granite.
Epidotized quartz monzonite; red albite-

oligoclase phenocrysts bordered by epi-
dote.

Granodiorite.
Green quartz monzonite, with irregular

bodies of unakite several feet wide com-
posed of pink orthoclase, epidote, and
ouartz.

Siririlar to 16.
Decomposed granodiorite (?).
Gray-green, epidotized quartz monzonite.
Coarse-grained granite; red microcline

phenocrysts t to 2 inches long; some
chloritized ferromasnesian minerals,

Same as 23.
Same as 23.
Gray-green qtartz monzonite; feldspar

phenocrysts 1 inch long.
Gray-green quartz monzonite.
Dark-gray granite. Contains chlorite and

hornblende.
Coarse-grained, dark-gray granite.
Quartz monzonite; oligoclase rare.
Similar to 30.
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Ttarn2l.-Petrographic data on rocks sampleiL alon4 the Vesuaitrc-Montebello-Massies
Mill traaerse, Rockbridge and Netioi ciiiiles, Vlisttnii-i;;i;;;;i -
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Cuenecrnn on Rocr

7

?
?
?

Fine-grained, gray-green, quartz mon-
zom[e.

Gray-green quartz. monzonite.
Similar to.30,.but slightly foliated.
rJoarsre-gralned, gray-green, quartz mon-

zonlte,
Biotite auqen sneiss.
Coarse-gra-ined-granite. Contains amethyst

qtuartz.

" See Fig. 21.
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Tl:r,n 22.-Petrographic ilata on rocks sampled' along the-Arnherst-Whites Gap
trauirse-, Amherst anil Rockbridge counties, Virginia
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Augen gneiss; biotite, 30 per cent, Con-
tains apatite.

Similar tb 1; biotite, 25 per cent.
Biotite schist; biotite, 35 per cent. Con-

tains apatite.
Similar to 3.
Auqen gneiss.
Hypersthene-quartz diorite; nonporphy-

ritic.
Coarse-Erained olieoclase Eranite.
Hyperst*hene-quartZ diorite. Contains

anatite.
Schistose granitel biotite, 25 per cent.
Similar to 9.
Cray massive (granite ?) dikes.
Biol,ite schist; biotite, 50 per cent.
Massive, fine-grained, hypersthene grano-

diorite. Contains oligoclase-andesine.
Foliated. fine-srained sranite.
Massive, fi ne-g-rained sericitized grani te.
Folial,ed, coarse-grained granite, cut by

2-foot dike of basalt.
Gray-green hypersthene granodiorite.
Massive granite.
Foliated granite.
Stronelv fol i ated biotite granite.
ShearEd porphyritic qualtz monzonite.

Contains biotite.
Massive qranite.
Massive, -coarse-grained granite.
Similar to 33.
Porphyritic hornblende granite; micro-

cline phenocrysts l.5 inches long;
biotite rare.

Massive hornblende granite.
Schistose biotite granite.
Schistose porphyritic granite; feldspar

phenocrvsts 1 inch long.
M'assive, white granite -dikes; no mafic

minerals.
Schistose sericitized granodiorite.
Massive, white granite sills, similar to

39b.
Banded sericite schist; feldspar pheno-

crysts 0.4 inch long.
Banded granite gneiss.
Sericite schist.
Massive, fine-grained, decomposed gran-

ite; no mafic minerals.
Sheared chloritic granite.
Massive granite.
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T,+at,r, 22.-Petro.graphic data on rocks satnpled, along the Amherst-Whites Gup
traDerse, Amherst and Rockbrid,ge counties, Virginia-C ontinued,

" See PI. 7.
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Chloritic granitel feldspar phenocrysts
u.o rncn lonE.

Ilypersthene-quartz diorite with a
gneissic structurel oligoclase abundant;
hypersthene, 5 per cent.

Red granite.
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Massive red granite; no dark-colored
srlrcates.

Massive, coarse-grained red granite;
orthoclase abundant. Contains eoi-
dote.

Granite gneiss; no dark-colored silicates.
Red pegmatite dike 20 feet wide; walls

undefined; chloritized amphibole.
Similar to 1; epidotized.
Fine-grained red granite.
Similar to 6.
Similar to 7.
Massive, dark-gray, chloritic granite.
Fine-grained pink granite.
Fine-grained, red gneissic granite.
Similar to 10, cut by basalt dikes.
Fine-grained pink granite.
Massive, coarse-grained, gray-green gran-

ite. Contains specularite and red hem-
atite in fractures.

Fine-grained pink granite, similar to 10.
Pink gneissic granite, cut by basalt

dikes.
Granite cneiss.
Foliated-granite; uo dark-colofed sili-

cates.
Foliated granite.
Granite sneiss. I
Granite gneiss.
Hornblende granite gneiss.
Oligoclase-sericite schist.
Massive pegmatite.
Foliated quartz monzonite; secondary

biotite.
Quartz monzonite.
Augen gneiss. Contains blue quartz.
Biotite schist.
Augen gneissl biotite abundant.
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Tlll.E 2}.-Petrographic ilata on rocks sampled along the Balcony Falls-Coleman FaIIs
trduerse, Rockbridge, Amherst, and, Bed,Jord, counties, Virginia

c See Fig.22.
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Tlel"n 24.-Petrograpbi,c ilata on rocks sampleil along the Tharton-Montuale
trd,Derse, B ed,ford, C ountE, Virginia

K,NA

K
K
K

K
K

K

K
K
K

x
x

x

x

x

x

x
x
x

x
x

x

x

x
x
x

x
x

x

do

6a
Fl

36

37
38
39

40
4T

42a

42b
43
44a

6.8

Csenecrsn oF RocK

Sheared porphyritic quartz mon-
zoniLe.

Porphyritic granite.
Sheared fine-grained granite.
Massive granite; no dark-colored

minerals.
Coarse-grained pink granite.
Fine-grained, porphyritic, horn-

blende granite gneiss.
Porp\yritic hornblende granite

gnelss.
Same as 42a.
Coarse-grained pink granite.
Granite gneiss.

" Se ?1.8.
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Garnetiferous biotite schist: bi-
otite, 30 per cent. Near liLorn-
blende sneiss.

Granite gneiss; biotite, 30 per cent.
Contains oligoclase-andesine.

Granite gneiss.
Garnetiferous schist.
Granite gneiss; biotite, 25 per

ceni.
Granite gneiss; biotite, 5 per cent.
Granite gneiss; biotite, 15 per

cent. Contains quartz lenses.
Granite gneiss; bioiite, 1 per cent.

Contains ouartz lenses.
Similar to li; coarse-grained.
Granite gneiss, similar to 11.
Augen granite gneiss.
Fine-grained granite gneiss.
Massive, fine-grained granite.
Similar to 17.
Similar to 17.
Similar to 17.
Similar to 17.
Porphyritic granite gneiss.
Foliated granite gneiss; sericitic.
Coarse-grained, porphyritic gran-

ite gneiss. Contains violet
qrlartz.

Coarse-grained, porphyritic gran-
rfe gnerss,

Fine-grained,. porphyritic granite
gnelss.

Granite gneiss; biotite, 15 per
cent.

Blue-gray granite.
Fine-grained green granite.
Massive, coarse-grained granite.

Teer,E 25.-Petrographi,c ilnta on rocks sampleil along the Moneta-Vinton
trauerse, Bedford, and Boanoke counties, Virginia
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" See Pl. 8.
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10 per cent.
Sheaied, porphyritic, granite gneiss.

Contains violet ouartz.
Massive porphyri tib granite.
Massive ouartz monzonite. Contains

purple quartz.
Same as 4.
Sheared granite gneiss.
Porphyritic, sericitic, granite gneiss.
Porphyritic, qtartz monz onite

gneiss; albite phenocrysts.
Similar to 11; albite phenocrysts 1.5

inches lons.
Foliated, poiphyritic, granite gneiss.
Granite gneiss; biol,ite, I per cent.
Foliated-granite gneiss; biotite, 50

Der cent.
Foliated muscovite eranite.
Foliated granii,e gneiss.
Foliated granite; biotite, 5 per cent,
Gneiss. Contains oligoclase-ande-

sine.

x
x
x
x

Tesr,e 26.-Petrographic data on rocks sampleiL along the Roonoke-Maggotty Gap-
GrassE Hill trdDerse, Roanoke aniL Franklin counties, Virginia
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o See Fig. 23.
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APPENDIX B

Tenr,Bs Ssowrxc Pllvsrcer- Pnoppntrps on Gnaxrtps aNn Orrrun
Cnvsterlrxu Rocxs oF VTRGTNTA

Tl:rir,E 27.-Pltysicul tests of granites anil other uystalline rochs of Virginia"

. See Pl. I for location of quanies * In pouuds per cubic foot.
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2.65
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1.00

.36*
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4r*
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.30
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19.5
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8.0

9.0
72.0

12.0

16.3

3.40
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2.30
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2.60
8.60

5.00

5.00
6. 10
2.50

2.10

3.30

3.40
3.00

4.60

3.?,0
14.00

2.60

76,225

29,t04

17,180

11,400

21 ,950
32,3r0

29,910

2I,210

L7 ,870

22,050

37,550
9,350

8,010

Granite. Sunnyside quarry, Sunnyside
Granite Company, Inc., Richmond.

Granite. Same quarry and location as 1.
Granite. Vietoi quarry, near Granite

Station, southwest of Richmond.
Granite. Trego quarry, Trego Stone

Corporation, Skippers, Greensville
Countv.

Granite. Same quary as 4. Gradet'A" stone.
Granite. Same quarrv as 4.
Granil.e. Burns- & eampbeil quarry,

Petersburg.
Granite gneiss. Kenbridge quarry'

Kenbridse.
Granite cniiss. Same quarry as 8.
Granite.-Burkeville quarry, Burkeville.
Muscovite sranite. Falls Church

ouarrv. Falls Church.
Bi6tite eranite. Abour 2 miles west of

Annantale, Fairfax Counl,y.
Granite. Near Occoquan, Prince Wil-

liam County.
Granite. Same locality as 13.
Granite gneiss. Quarry of Beasley and

Crowder, 1 mile south of Galax, GraY-
son Countv.

Diabase. iwin Mountain (Catlin)
quarry, near Buena, Culpeper County.

Diabase. Same quarrv as 16.
Greenstone. Quairy of Virginia Creen-

stone Company, Inc., Lynchburg.
Greenstone. Same quarry as 18.
Greenstone. BerkeGy quarry, Char-

lottesville.

Samples L,2, 5, 6,15, and 20, tested by State Department of Highways, Rich-
mond, V'a.; 3,'7; g, I0, 16, and 18, tested by Depaitment of,Civil Engineering,
Virginia miUiary Iirstiiute, Lexingion, Va.; 4, test-ed by Froehling-and Eobelts-on,
Inc.", Analytical'Chemists,'Richm-ond,' Va.l O, tt-t+, aid. 17 , tested by U. S-. Office
of Public h.oads, Washington, D. C.;'19, t'esied by Columbia Univeisity Testing
Laboratories, Columbia University, New York, N. Y.
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72.27
14.30
1.16
0. 97
0.70
1.56
3.46
5.00
0.04
0.25
0.31

trace

7r.79
14. 01
1.66
7.29
0.44
2.04
3.56
4.45
0.04
0.33
0.35
0.02

69.44
15.46

I.JI
L.43
1 .01
2.11
3.97
4.25
o.07
0.2s
0.48
0.03

;;;;;
0.22

7t.5L
13.82
r.76
1.20
0.80
1.79
3.64
4.63
0.77
0.31
0. 33
0.03

69.48
13.95
2.82
r.70
1.10
2. 81
3.65
3.45
0.04
0.50
0.47
0.03

68.45
10.00
5.7r
2.59
3.26
6.20
1.98
1.18
0. 18
0.62
o.n
0.05

69. 29
14.07
2.59
2.03
r.32
2.76
2.89
2.87
0.06
0.37
0.50
0.08

70.83
72.70
2.67
1 .36
0.53
1 .88
3.45
4.83
0.07
0.34
0.41
0.03

0.2r
0.02

trace
0.26

100.25 99.72 99.47 100.07 99.09 r00. 29 100.49 .o/

1.

2

3.

Medium-textured and medium-grav biotite eranite. Westham Eranite ouar-
*.ries, 4.5 miles west of Richmond, Chesterfi-eld County.
Fine-grained, dark blue-gray biotite granite. McGoian, Netherwood, and

Ponatd quarries, Chesterfield County, and Mitchell and Copeland quarry,
Ifenrico Count-y, near Richmond.

Medium coarse-lextured and medium-gray biotite granite. Netherwood,
Stai.e (Old Dominio-n), Granite Developirent Comp"any, Krimm and Midl

_ _dendorf quarries, Chesterfield County,-near Richmond.
Medium-teitured and medium-gray. -biotite granite. Mclntosh quarry,

Chesterfield County, 5 miles wisfof Richmon-d.
Mg-dium coarse-textuied, gray biotite granite gneiss. Middendorf (Belt Line
, _Railway) quarry, near S-ou[h Richmond [Maichester], Chesterfield Counry.
Medium-textured and medium-gray, biotite granite. Lissiter and Petersburg
_.Granite Compqny's quarriesl P-etersburg,* Dinwiddie County.
Fine-grdned, dark blue-gray bibtite granit6. Cartwright and Davis quarries,
_ _near Fredericksburg, SpolsylvaniaCounty.
Medium coarse-te:<tufud,'graf biotite graniie gneiss. Cartwright and Davis
. quarries, ne_ar FredericLsburg, Spotsylvanii County.

Amelia-Go^ochland quartz monlonite freiss. Near 
-the Patterson mine,

Amelia Countv.
Amelia-Goochland quartz monzonite gneiss. In a stream bed northeast of

Goochland Court House, Coochland- County.
Fiotite gneis,s facies of the Moneta gneiss. Moneta, Bedford County.
Leatherwood granite. RidEewav a-rea. Henrv Countv.
Bioti.t-e-quartz-monzonite gneiss. Arrington-floseland road, I mile north of

Colleen, Nelson Countv.
Bijrtil,e-quartz monzonitd gneiss. County road, 0.75 mile north of Lovingston,

Nelson Countv.
Quartz-diorite [rreiss. Columbia lCowherd] quarry, Columbia, Fluvanna

Uountv.
Unakite. Milam Gap, Paee and Madison counties.
Syenite. Milam Ga6, Ma-dison Countv.
Hypersthene diabas-e. Culpeper Grairite Company's quarry, 0.75 mile east

of Buena, on Buzzard [Tri'in] Mountain, Culliepei County fTwin Mountain
Trap quarry].

Av^erage diabase. Goose Creek, 4 miles southeast of Leesburg, Loudoun
County.

4.

5.

6.

8.

o

10.

11.
L2.
13.

14.

15.

16.
17.
18.

T*ra ?8.-Chernical analyses ol

19.
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granites onil other crEstalline roclcs of Virginia

l0I t1 t2 13 t4 I5 lo t7 l8 19

60.78 | 66.86
18.58 I 17.76
1.06 I 1.58
4.32 | 2.r8
2.r3 | L.r2
4.15 I 3.89
2.93 | 3.38
3.71 | 1.88

0.75 | O.45
1.26 | 0.68

'o.os I 'o.ot

76.83
11 .86
o.26
2.38
0.71
,t.D6
2.65
3.35
'o'.i4
0.66

75.02
14.02
L.04
t.37
0.52
3.93
2.87
0.91
'o.io
0.08
0.06

63.40
15. 94
2.01
3. 91
1.33
3.75
3.53
3.30
0.06
0.76
1 .33
0.05

66.46
14.92
1.87
3.08
1.11
3. 10
2.63
4.74
0.06
0.80
0.83
0.07

72.43
13.93
0.90
2.45
0.58
3.38
3.20
2.r4
0.11
0.54
0.2r
0.02

58.32
15.77
6.56
0.89
0.09

11 .68
0. 32
4.01

|.it
o. iB

0.48

0.88

60.52
16.99
0.60
6.53
1.59
4.58
2.83
3.91

;t.74
11 .30
1.83
7.M
3. 18
.2.35
L.22
0.30
0.07
0. 18
0.67
0.r4

tar""
0.06

t1 .56
13.81
0.96

11.32
7.40

10.08
2.08
0.96

0.15 trace
0.55

trace
0.m

0.09
0.04

100.04 | 99.99 101.05 00.01 99.92 99.96 00.02 98 ss.42 00.52 00.00

1-8, Watson, T. L., Annual report on the mineral production of Virginia, 1908:
Virginii, Geol. Sirrvey ilull. 1A, pd. at-sz, 1909, williaft M. Thornton, Jr-., Analyst;
9-12, Pegau, A. A., Pegmatite deposits of Virginia: Virginia GeoI. Survey Bull.
33, pp. 21, 24,30, 1932, Penniman and Browne, Analysts; 13 and 14, Watson, T. L.,
and Taber, Stephen, Geology of the titanium and apatite deposits of Virginia:
Virginia G'eol. Survey Bull.-BA, p. 63, 1913, William M. Thoriton, Jr., Analyst;
15, Taber, Stephen, Geology of the gold belt in the Jarnes River basin, Virginia:
Virginia Geol. Survey Bull. 7, p. 65, 1913, Roger C. Wells, Analyst; 16 and 17,
Watson, T. L., Mineral resources of Virginia, Lynchburg, Va., Virginia Jamestown
Exposition Commission, pp. 31, 33, 1907, W. C. Phalen, Analyst; 18 and 19, Roberts,
J. i<., The geology ot th-e Viigiriia Tiiassic: Virgiiia Gebl.'survey Butl. 29, p.
56, 1928, S. D. Gooch, and E. V. Shannon, Analysts.
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Boscobel -----22, 6l-62, 122, Pl.
Boulevard Bridge ---57, 119, Pl.
Bull Run -------,----33. 98. Pl.
Burkeville--22, 70-71, 98, 141, Pls.

1,9
Burns and Campbell--62, 63-65,98,

141, Pl. I
Butterworth ------------62. 67. 98
Buzzard. Mountain --43-44, 141, 142

Capitol _______59, 98
Cartwright and Davis--*41-43, 142
Catlett -*----------39, Pls. l, 3A
Catlin ------------ 43-44. l4l. 742

Central State Hospital----65, Pl.
Chesterfield Golf Club.-- l2l, Pl.
Colum'bia ----------,53, 142, Pl.
Cook -- ----62, 63, 64,98, Pt.
Culpeper Granite Company,---142
Danville City,-__-77-79, 126, Pl.
Dibble-----------*62, 64, 65, Pl.
Donald ----, 56, 58, 119, 142, Pl.
Fairfax Trap -------, --33, Pl.
Falls Church----- 29-31,141, Pl.
Ferndale Park ------- ---- 64, 67
Forest Hill Park--56, 58, 119, Pl. I
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Q uarrie s-Co n ti nue d
Granite Grove--------64, 66, Pl. I
Granite Station-59, 60,98, 121, Pl. I
Grey Granite ------64, 66
Hazel Run--------41,43,98, Pl. I
Kenbridge 22, 68-69,98, 141, Pl. 1

Krimm ---------l4Z
Lassiter----62, 63, 64, 65, 142, Pl. 1

Mackintosh (Mclntosh)----58, 59"

60-61, 98, 121, 142, Pt. I
McCloy--------*-56, 57, 119, Pl. 1

McGowan-*-56, 57-58, 98, L20, 142,
Pl. I

McGranigan -----------56, 58, l19
Middendorf,-56, 58, 60-61, 98, 121,

142. Pt. L

Mitchell and Copeland -------.-l4Z
Monticello -----------48, 49, Pl. i
Moores Cree!---*-----47, 48, Pl. I
Netherwood ----l4Z
Occoquan ---------33-35, 98, Pl. 1

old city,__- 78, 79, Pl. 1

Old Dominion--98, l2l, 142, Pl. I
Petersburg Granite Company

62,63, 66-67, 14?
Philadelphia ---------,56, 58, Pl. I
Red Hill----2z, 50-51, 118, P1s. 1,

38. 4
Richmond Granite Company

55, 56, 98, 119, Pl. I
Rocky Run-----*-----62,66, Pl. I
Shadwell-----------46-47, 48, Pl. I
Sheep Pasture ------*,-----64. 65

state _______ _59, 142

Sunnyside----55-57, 119, 141, P1. 1

Taylor------------41-43, 98, Pl. 1

Thomas--------------48, 49, Pl. I
Trego---,22, 67-68, l4l, Pls. 1, 5, 6
Tripps Run prospect'---'----.30, 3Z

Twin Mountain Trap---43-44, l4l,
'1.42, Pl. 1

Vietor --59, 60,98, 121, 141, Pl. 1

Virginia-Caroiina --*-----.-- Pl. I
Virginia Greenstone Company

22,72-73, 74, l4r, P|. 1

Virginia Grey Granite 69-70, Pt. 1A

Walsh ------ ,-----62,63, Pl. I
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Q ua rries-Continued
Westham 58, l2l, 142
Winston 58, 60, pl. I
Wray -_-_-______56, 57, ll9, pl. 1

Quarry
location _,_-_100-101
site --____-_ _,_ _.__-100

Quartz--6, 22, 26, 27, 34, 36, 39, 45,
83. 87. 93

Quaftz conglomerate ,_______ 90-91
Quartzite ___93, pl. g

Quartz monzonite,.4, 45, 50-51, SZ,69,
71, 73, 74, 82, 84, 86, 87, 90, 94.

t42, pts. 38, 4, 7, I

R

Rappahannock County__39-40, 8l-83,
114, 115, 129

Red granite, -25-26, 66, 87, 88, 99, 90,
91, 92, r00, 105-106

Red Hill quarry__22,50-51, 118, pls.
1, 38, 4

Red Oak granite__ 19, 69, 69,97, gB

References ____ll0-ll2
Reserves, stone -_____,________'_ggRhyolite _____83. 95. 96
Richmond area_22, 53-62,97, llg, 120
Richmond Granite Company's

quarries -_*__55, 56, 98, 119. pl. 1

Ridgeway area ___________ __-__142
Rift, grain, head_*_,_____*_13-14. 100
Riprap ___18, 33, 40, 98
Roanoke County____92-93, 9J-95, 99,

139, 140, Pl. 8
Roanoke-Maggoty Gap-Grassy Hill

traverse _-__-_____*_93_95, 99, 140
Roberts, J. K., cited__-__*35, 44, 143
Rockbridge County- _86-88, 88-g9, g9-

92, 133_134, 135_136, 137, Pl. 7
Rockdsh Valley ______ _________pl. 2
Rockingham County _____85-96, 132
Rocky Run quarry____._ 62, 66, pl. I
Rosiwal method, mineral rnalysis,^_

tu/
Royalties __________101
Rubble ____________18
Rutile mine _____-__23

Page

Sanford, Samuel, cited ___________18
Schist -34, 36, 37, 38, 45, 51, 61, 72,

74, 76, 77, 78, 8A, 82, 84, 87, 90,
92,93,94, Pls. 4, 7, 8

Sclrlieren ____,____*Iz
Qn^^- ^f ---^-+rwyvr!. .___-__2

Sericite __74, 90, pl. z
Slradwell quarry----,46-47, 48, Pl. I
Shannon, E. V., cited 35, 143
Shearing strength __104-105
Sheep Pasture quarry -_______64, 65
Sheet structure--12-73, 57, 59, 60, 62,

63, 66, 6g
Shelton granite gneiss ____ 76-72,97
Sills--, ---------*-61, 73, 75, 79, 95
Smoot Sand and Gravel Corp.__-__33
Specific gravity____5-6, l0Z-103, 10&

t4l
Sperryville-Boston traverse ____44-46,

1t5
Spotsylvania County-__40, 4l-43, l4Z
Stafford County _____-_____*:_,,_41
State quarry *____*_59
Stone requirements _-___ _______100
Structures of granite _____ ____11-15

faults ______ ___14_15
foreign inclusions __________lZ, 6g
joints ______ 14,70-Zl
miarolitic cavities __________ _ 12
rift, grain, and head _______. 13-14
schlieren _________12
sheet structure __12-13, 57, 59, 60,

63, 68
veins __ __ ___15

Sulphate of soda test_______*105-106
Sunnyside quarry*__-55-57, ll9, l4l,

Pl. I
Superior Stone Company_-50-51, pl.

J5
Swift Run Gap-Stanardsville trav-

erse ____-___ 85-86,99, l3Z
Syenite _28, 83,84, 142

T
Taber, Stephen, cited_____ ____53, t43
Taylor quarries __-_-_41-43,98, pl. I
Tensile strength __--___________104
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Page

Tests, granite --..-- ,---,- t02-109

Texture of granite - -, 9-11

Thaxton-Montvale traverse
92, 138, P1. B

Thoenen, J. R., cited.--- ---",3, 101

Thomas quarry 48, 49, P1. 1

Thornton Gap-Sperryville traverse
81-83,99, r29

Thornton, William M., Jt., cited 143

Topography of site i00
Blue Ridge province -23
Piedmont province,-- .-19-2I' Pl. 2

Toughness 109

Transverse strength -..104
Traverses

Af ton- Shelton- Charlottesville
52-53,117-ll9, P1. 4

Amherst-Whites. Gap- -88-89, 135-

136, Pt. 7

Balcony Fa11s-Snowden-Co1e-
man Fa1ls 89-92,99, 137

Charlottesville-Afton -51, 116, Pl. 4

Goode-Lynchburg --- 73,74, 123

Holcomb Rock ---- 74, 76, 125

Independence-Troutdale -95-96, 99

Lovettsville-Taylorstown - 36, 113

Lynchburg-Coleman Fa1ls
74,75, 99,724

Lynchburg-Harris Creek -, -73-75,
99, 123

Madison-Fishers Gap --83-85, 130-
131

Xfanakin-Maidens --.- - - 67, 122

Markham-The Plains 37-39, 99,
114

Moneta-Vinton ---, ,-92-93, 139

Roanoke-Maggoty Gap-Grassy
Hill . --93-95, 99, 140

Sperryvillc-Boston .-44-46, lI5
Srvift Run Gap-Sta.rardsville

85-86,99,132
Thaxton-Montvale ---92, 138, P1. 8

Thornton Cap-Sperryville 8l-83,
99, 129

Page

Traverses-Continued
Vesuvius-Montebello-Massies

Mill - 86-88, 133-i34
Washington-Ben Venue 39-40, 99,

114

Trego quarry--22, 67-68,141, P1s. I
J,O

Tripps Run prospect --,------.30, 32

Twin Mountain TraP quartY--43-44,
t41, 1.42, Pr. 1

U

unakite 27, 28, 46, 52, 83, 84, 88, 96'
t42, Pr. 4

Uses of granite - ---- -,---- - 18

v
Va11ey and Ridge Province ----- 2A

Veins -- --15, 26, 34, 47, 49; 53, 91',

i00
Vesuvius-Montebello-Massies Mill

traverse --86-88, 133-134

Vietor quarry --59, 60,98, l2l' 141,
P1. 1

Virginia-Carolina quarry -- --- P1. 1

Virginia Greenstone ComPanY
quarry ,-- ,22,72-73,74' 141, PL 1

Virginia Grey Granite quarry
69-70, Pl. r0

w
Walsh quarry --,--- --62, 63, Pl. 1

\Marren County ---,- ---79-8L, 12&

Washington-Ben Venue traverse
39-40, 99, 114

Watson, Thomas L., cited- 3, 28, 40,
53,58, 62,65, r4s

We1ls, Roger C., cited ------ - 143

Westham. quarry ------ 58, 721' 742

Winston quarry -- ,---58, 60' Pl. 1

Wissahickon schist --- - - 6I, 76, 77

Woolf, D. O., cited -------- --108
Wray quarry ,,- -56, 57' 119, Pl. 1


